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190E 1797 | MB102.910 1990 1993 89 4 16 1 C200D 1997 | MB601.913 6 | 1993 1997 DIESEL | &7 417 13
190E 1797 | MB102.919 1990 1993 89 4 16 1 E200D 1997 | MB601.912 7| 1993 19% DIESEL | 87 4|7 13
190E 1797 | MB102.910 1990 1993 89 4 16 2 190D (USA) 2197 | MB601.921 1983 1984 DIESEL | 87 4 17 14
190E 1797 | MB102.919 1990 1993 89 4 16 2 190D (USA) 2197 | MB601.921 1983 1984 DIESEL | 87 4 18 16
L 405 1897 | MB621.913 1958 1967 DIESEL | 8 4 16 3 190D (USA) 2197 | MB601.921 5| 1984 DIESEL | 87 418 15
L 406 1897 | MB621.932 1958 1967 DIESEL | 8 4 16 8 190D (USA) 2197 | MB601.921 5| 1984 DIESEL | 87 4 18 17
0319D 1897 | MB621.932 1958 1967 DIESEL | 8 4 16 3 220D 2198 | MB615.912 1967 1976 DIESEL | 87 418 18
180DC 1897 | MB621.914 6 | 1961 | 10| 1962 DIESEL | 8 4 16 8 L 306D 2198 | MB615.917 1972 DIESEL | &7 4 18 18
190DC 1897 | MB621.912 4 1191 | 8 | 1965 DIESEL | 8 4 16 3 L 306 DG 2198 | MB615.917 1972 DIESEL | 87 418 18
200D 1988 | MB621.918 7 11965 | 2 | 1968 DIESEL | &7 4 16 4 230CE 2299 | MB102.980 6 | 1980 1984 95 |4 |8 19
200 1996 | MB102.920 6 | 1980 1985 89 4 16 5 230E 2299 | MB102.980 6 | 1980 1984 955 | 4 |8 19
200T 199 | MB102.939 6 | 1980 1985 89 4 16 5 230TE 2299 | MB102.980 6 | 1980 1984 95 |4 |8 19
200 1996 | MB102.920 6 | 1980 1985 89 4 16 7 230CE 2299 | MB102.980 6 | 1980 1984 955 | 4 |8 20
200T 199 | MB102.939 6 | 1980 1985 89 4 16 7 230E 2299 | MB102.980 6 | 1980 1984 95| 4|8 20
190 1996 | MB102.961 1982 1985 89 4 16 5 230TE 2299 | MB102.980 6 | 1980 1984 955 | 4 |8 20
190 1996 | MB102.921 4 11982 | 8 | 1984 89 4 16 5 190 E (USA) 2299 | MB102.961 1982 1984 955 | 4 |8 19
190 199 | MB102.938 4 11982 | 8 | 1984 89 4 16 5 190 E (USA) 2299 | MB102.961 1982 1984 95 |4 |8 20
190 1996 | MB102.961 1982 1985 89 4 16 7 230CE 2299 | MB102.980 1984 1985 955 | 4 |8 21
190 199 | MB102.921 4 11982 | 8 | 1984 89 4 16 7 230E 2299 | MB102.980 1984 1985 95| 4|8 21
190 1996 | MB102.921 4 11982 |8 | 1984 89 4 16 7 230TE 2299 | MB102.980 1984 1985 955 | 4 |8 21
190 199 | MB102.924 9 | 1984 89 4 16 6 230CE 2299 | MB102.982 411985 | 6 | 1993 95| 4|8 21
200 199 | MB102.922 101984 | 6 | 1993 89 4 16 6 230E 2299 | MB102.982 411985 | 6 | 1993 95| 4|8 21
200T 1996 | MB102.922 10| 1984 | 6 | 1993 89 4 16 6 230TE 2299 | MB102.982 411985 | 6 | 1993 955 | 4 |8 21
190 199 | MB102.924 9 | 1984 89 4 17 8 230CE 2299 | MB102.980 1985 1994 95| 4|9 2
200 1996 | MB102.922 10| 1984 | 6 | 1993 89 4 17 8 230CE 2299 | MB102.982 411985 | 6 | 1993 955 | 4 |9 2
200T 199 | MB102.922 101984 | 6 | 1993 89 4 17 8 230E 2299 | MB102.980 1985 1994 95| 4|9 2
190E 1996 | MB102.962 9 | 1985 | 6 | 1993 89 4 16 6 230E 2299 | MB102.982 411985 | 6 | 1993 955 | 4 |9 2
200CE 1996 | MB102.963 5 1985 | 6 | 1993 89 4 16 6 230TE 2299 | MB102.980 1985 1994 955 | 4 |9 2
200E 199 | MB102.963 5 1985 | 6 | 1993 89 4 16 6 230TE 2299 | MB102.982 411985 | 6 | 1993 95| 4|9 2
200 TE 1996 | MB102.963 5 1985 | 6 | 1993 89 4 16 6 210 2299 | MB102.942 1985 955 | 4 |9 24
190E 199 | MB102.962 9 | 1985 | 6 | 1993 89 4 17 8 210 2299 | MB102.945 1985 95| 4|9 24
200CE 1996 | MB102.963 5 | 1985 | 6 | 1993 89 4 17 8 230G 2299 | MB102.958 1985 955 | 4 |9 24
200E 199 | MB102.963 5 1985 | 6 | 1993 89 4 17 8 310 2299 | MB102.942 1985 95| 4|9 24
200TE 199 | MB102.963 5 1985 | 6 | 1993 89 4 17 8 310 2299 | MB102.945 1985 95| 4|9 24
190D 1997 | MB601.911 1983 1984 DIESEL | &7 4 17 9 410 2299 | MB102.942 1985 955 | 4 |9 24
190D 1997 | MB601.911 1983 1984 DIESEL | &7 4 17 10 410 2299 | MB102.945 1985 951|419 24
190D 1997 | MB601.911 5 | 1984 1993 DIESEL | &7 4 17 1 L410 2299 | MB102.943 1985 955 | 4 |9 24
200D 1997 | MB601.912 101984 | 6 | 1993 DIESEL | &7 4 17 " L510 2299 | MB102.946 1985 95| 4|9 24
200TD 1997 | MB601.912 10| 1984 | 6 | 1993 DIESEL | &7 4 17 1 0309B 2299 | MB102.959 1985 955 | 4 |9 24
190D 1997 | MB601.911 5 | 1984 1993 DIESEL | &7 4 17 12 190E 2299 | MB102.985 1986 955 | 4 |8 21
200D 1997 | MB601.912 101984 | 6 | 1993 DIESEL | &7 4 17 12 190E 2299 | MB102.985 1986 95| 4|9 2
200TD 1997 | MB601.912 10| 1984 | 6 | 1993 DIESEL | &7 4 17 12 230GE 2299 | MB102.979 1992 1995 955 | 4 |9 2
C200D 1997 | MB601.913 6 | 1993 1997 DIESEL | &7 4 17 1 230GE 2299 | MB102.996 1992 1995 951|419 23
E200D 1997 | MB601.912 7 11993 1996 DIESEL | &7 4 17 1 230GE 2299 | MB102.989 1993 1995 955 | 4 |9 23
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208D 2300 | MB601.940 1989 1995 DIESEL | 89 4 19 25 260 E 4 MATIC 2599 | MB103.943 1985 | 6 | 1993 829 | 6 | 1 34
308D 2300 | MB601.940 1989 1995 DIESEL | 89 4 19 2 260 SE 2599 | MB103.941 1985 | 6 | 1993 829 | 6 |1 k)
408D 2300 | MB601.940 1989 1995 DIESEL | 89 4 19 25 190E 2599 | MB103.942 1986 1993 829 | 6 | 1 34
MB 100K 2300 | MB661.911 1989 DIESEL | 89 4 19 25 280 2746 | MB110.921-934 1972 1985 86 6 |1 35
508D 2300 | MB601.941 1989 DIESEL | 89 4 19 26 280 2746 | MB110.984-986 1972 1985 86 6 | 1N 35
208D 2300 | MB601.943 4 | 1994 DIESEL | 89 4 19 26 280 2746 | MB110.922-935 1972 1985 86 6 |12 36
308D 2300 | MB601.943 4 | 1994 DIESEL | 89 4 19 26 280 2746 | MB110.985-987 1972 1985 86 6 |12 36
408D 2300 | MB601.943 4 | 1994 DIESEL | 89 4 19 26 280 E 24V 2799 | MB104.942 1992 | 6 | 1993 899 | 6 |12 37
SPRINTERTIN 2300 | MB601.943 4 | 1994 1999 DIESEL | 89 4 19 2% 280 TE 24V 2799 | MB104.942 1992 | 6 | 1993 899 | 6 |12 37
VIANO 108 D 2300 | MB601.942 6 | 199 DIESEL | 89 4 19 2% 300 SE 24V 2799 | MB104.944 1992 899 | 6 |12 37
VITO 108 D 2300 | MB601.942 6 | 199 DIESEL | 89 4 19 26 C28024V 2799 | MB104.941 6 | 1993 899 | 6 |12 37
V230 TD 2300 | MB601.970 6 | 199 DIESEL | 89 4 110 27 E 28024V 2799 | MB104.942 7| 1993 1995 899 | 6 |12 37
VIANO 110D 2300 | MB601.970 6 | 199 DIESEL | 89 4 110 27 $28024V 2799 | MB104.944 7 | 1993 899 | 6 |12 37
VITO110D 2300 | MB601.970 6 | 199 DIESEL | 89 4 110 27 SL 28024V 2799 | MB104.943 1993 899 | 6 |12 37
240D 2404 | MB616.912 8 | 1973 DIESEL | 91 4 110 28 E 28024V 2799 | MB104.945 1995 1997 899 | 6 |12 37
240TD 2404 | MB616.916 8 | 1973 DIESEL | 91 4 110 28 210D 2874 | MB602.940 1989 DIESEL | 89 5 12 38
240GD 2404 | MB616.940 1976 1987 DIESEL | 91 4 110 29 310D 2874 | MB602.940 1989 DIESEL | 89 5 |12 38
207D 2404 | MB616.910/917 1977 1990 DIESEL | 91 4 110 30 410D 2874 | MB602.940 1989 DIESEL | 89 5 12 38
307D 2404 | MB616.910/917 1977 1990 DIESEL | 91 4 110 30 290GD 2874 | MB609.942 1992 1993 DIESEL | 89 5 |12 38
407D 2404 | MB616.910/917 1977 1990 DIESEL | 91 4 110 30 G290 2874 | MB602.942 1993 DIESEL | 89 5 12 38
507D 2404 | MB616.910/917 1977 1990 DIESEL | 91 4 110 30 G290 2874 | MB602.947 1993 DIESEL | 89 5 |12 38
510D 2404 | MB616.910/917 1977 1990 DIESEL | 91 4 110 30 MB 100K 2874 | MB662.911 1993 DIESEL | 89 5 |12 38
L406 DG 2404 | MB616.934/960 1977 DIESEL | 91 4 11 3 290GTD 2874 | MB602.983 1994 DIESEL | 89 5 12 39
L407DG 2404 | MB616.934/960 1977 DIESEL | 91 4 1 31 512D 2874 | MB602.984/985 4| 1994 DIESEL | 89 5 |12 39
0309D 2404 | MB616.934/960 1977 DIESEL | 91 4 11 3 612D 2874 | MB602.984/985 4 1 1994 DIESEL | 89 5 12 39
MB 100D 2404 | MB616.963 1987 1997 DIESEL | 91 4 110 29 614D 2874 | MB602.984/985 4| 1994 DIESEL | 89 5 |12 39
MB120D 2404 | MB616.961 1987 DIESEL | 91 4 110 2 812D 2874 | MB602.984/985 4 1 1994 DIESEL | 89 5 12 39
MB 130D 2404 | MB616.961 1987 DIESEL | 91 4 110 2 814D 2874 | MB602.984/985 4 1 1994 DIESEL | 89 5 12 39
MB 140D 2404 | MB616.961 1987 DIESEL | 91 4 110 29 E290TD 2874 | MB602.982 1994 1998 DIESEL | 89 5 |12 39
MB 150 2404 | MB616.961 1987 DIESEL | 91 4 110 29 VARIO T2W 2874 | MB602.984/985 4 1 1994 DIESEL | 89 5 12 39
MB 170 2404 | MB616.961 1987 DIESEL | 91 4 110 29 SPRINTER 212 2874 | MB602.980 2| 1995 | 4 | 2000 DIESEL | 89 5 |12 39
MB 180D 2404 | MB616.961 1987 DIESEL | 91 4 110 29 SPRINTER212TD 2874 | MB602.980 1995 | 6 | 199 DIESEL | 89 5 12 39
190D 2497 | MB602.911 6 | 1985 | 6 | 1993 DIESEL | &7 5 M 32 SPRINTER 310 2874 | MB602.980 2| 1995 | 4 | 2000 DIESEL | 89 5 |12 39
190D 2497 | MB602.961 6 | 1985 | 6 | 1993 DIESEL | &7 5 M 32 SPRINTER 312 2874 | MB602.980 2| 1995 | 4 | 2000 DIESEL | 89 5 |12 39
250D 2497 | MB602.912 3 11985 |6 | 1993 DIESEL | &7 5 |1 32 SPRINTER 312D 2874 | MB602.980 1995 | 6 | 1996 DIESEL | 89 5 12 39
250GD 2497 | MB602.930/931/938/939 |3 | 1985 | 6 | 1993 DIESEL | 87 5 M 32 SPRINTER412TD 2874 | MB602.980 1995 | 6 | 1996 DIESEL | 89 5 12 39
250TD 2497 | MB602.962 3 | 1985 |6 | 1993 DIESEL | &7 5 |1 32 SPRINTERTIN 2874 | MB602.980 1995 1999 DIESEL | 89 5 12 39
190D 2497 | MB602.911 6 | 1985 | 6 | 1993 DIESEL | &7 5 M 33 VARIO 512D 2874 | MB602.984 9 | 199 DIESEL | 89 5 |12 39
190 TD 2497 | MB602.961 6 | 1985 |6 | 1993 DIESEL | &7 5 |1 33 VARIO 612D 2874 | MB602.984/985 6 | 1996 DIESEL | 89 5 12 39
250D 2497 | MB602.912 3 | 1985 |6 | 1993 DIESEL | &7 5 |1 33 VARIO 812D 2874 | MB602.985 9 | 199 DIESEL | 89 5 12 39
250GD 2497 | MB602.930/931/938/939 |3 | 1985 | 6 | 1993 DIESEL | &7 5 M 33 SPRINTER 210 2874 | MB602.980 3| 1997 | 4 | 2000 DIESEL | 89 5 |12 39
250TD 2497 | MB602.962 3 1985 |6 | 1993 DIESEL | &7 5 |1 3 SPRINTER 412 2874 | MB602.980 5 | 1997 DIESEL | 89 5 12 39
0405GTZ 2497 | MB602.990 1985 DIESEL | &7 5 M 33 300E 2962 | MB103.980 1985 885 | 6 |13 40
260E 2599 | MB103.940 1985 | 6 | 1993 829 |6 |1 k) 300KE 2962 | MB103.980 1985 885 | 6 |13 40
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300L 2962 | MB103.980 1985 885 |6 |13 40 320 TE 24V 3199 | MB104.992 1992 1993 899 | 6 |14 47
300 SE 2962 | MB103.980 1985 85 |6 |13 40 $32024V 3199 | MB104.994 1992 899 | 6 |14 47
300SL 2962 | MB103.980 1985 885 |6 |13 40 E 32024V 3199 | MB104.992 1993 1995 899 | 6 |14 47
300 TE 2962 | MB103.980 1985 885 |6 |13 40 SL 32024V 3199 | MB104.991 1993 899 | 6 |14 47
300 TE 2962 | MB103.983 1986 85 |6 |13 40 E 32024V 3199 | MB104.995 1995 899 | 6 |14 47
300 GE 2962 | MB103.987 1989 1995 885 |6 |13 40 G 32024V 3199 | MB104.996 1995 899 | 6 |14 47
300SL 2962 | MB103.984 1989 1984 85 |6 |13 40 300SDTD 3449 | MB603.971 1993 DIESEL | 89 6 |14 48
G300 2962 | MB103.987 1989 1995 885 |6 |13 40 350GDTD 3449 | MB603.972 1993 DIESEL | 89 6 |14 48
300 E4 MATIC 2962 | MB103.985 6 | 1993 | 6 | 1995 85 |6 |13 40 350SDTD 3449 | MB603.970 1993 DIESEL | 89 6 |14 48
300 TE 4 MATIC 2962 | MB103.985 6 | 1993 | 6 | 1995 85 |6 |13 40 350SDLTD 3449 | MB603.970 1993 DIESEL | 89 6 |14 48
300D 2996 | MB603.912/913 1984 | 6 | 1993 DIESEL | &7 6 |13 4 S350 TD 3449 1994 1995 DIESEL | 89 6 |14 48
300D 2996 | MB603.912/913 1984 | 6 | 1993 DIESEL | &7 6 |13 43 300 TE AMG 24V 3606 | MB104.992 1994 199% 899 | 6 |14 49
300 TURBO 2996 | MB603.960 1985 | 6 | 1993 DIESEL | &7 6 |13 4

300 TURBO 2996 | MB603.963 1985 | 6 | 1993 DIESEL | &7 6 |13 42

300 TURBO 2996 | MB603.960/963 1985 | 6 | 1993 DIESEL | &7 6 |13 43

300GD 2996 | MB603.931 10| 1989 | 8 | 1993 DIESEL | &7 6 |13 4

300GD 2996 | MB603.931 101989 | 8 | 1993 DIESEL | &7 6 |13 43

E 300 TURBO 2996 | MB603.950/960/963 7 11993 1996 DIESEL | &7 6 |13 42

G300 2996 | MB603.931 9 | 1993 DIESEL | &7 6 |13 42

E 300 TURBO 2996 | MB603.950/960/963 7 11993 DIESEL | &7 6 |13 43

G300 2996 | MB603.931 9 | 1993 DIESEL | &7 6 |13 43

240D 2998 | MB617.910 1974 1976 DIESEL | 91 5 |14 45

300CD 2998 | MB617.912 1976 1989 DIESEL | 91 5 |13 44

300D 2998 | MB617.912 1976 1989 DIESEL | 91 5 |13 4

300TD 2998 | MB617.912 1976 DIESEL | 91 5 |13 44

300GD 2998 | MB617.931 1976 DIESEL | 91 5 |14 45

300 GD (4x4) 2998 | MB617.932 1976 DIESEL | 91 5 |14 45

300CD TURBO 2998 | MB617.950 1978 DIESEL | 91 5 |14 46

300CD TURBO 2998 | MB617.951 1978 DIESEL | 91 5 |14 46

300CD TURBO 2998 | MB617.952 1978 DIESEL | 91 5 |14 46

300D TURBO 2998 | MB617.950 1978 DIESEL | 91 5 |14 46

300D TURBO 2998 | MB617.951 1978 DIESEL | 91 5 |14 46

300D TURBO 2998 | MB617.952 1978 DIESEL | 91 5 |14 46

300 SD TURBO 2998 | MB617.950 1978 DIESEL | 91 5 |14 46

300 SD TURBO 2998 | MB617.951 1978 DIESEL | 91 5 |14 46

300 SD TURBO 2998 | MB617.952 1978 DIESEL | 91 5 |14 46

300 TD TURBO 2998 | MB617.950 1978 DIESEL | 91 5 |14 46

300 TD TURBO 2998 | MB617.951 1978 DIESEL | 91 5 |14 46

300 TD TURBO 2998 | MB617.952 1978 DIESEL | 91 5 |14 46

209D 2998 | MB617.913 10 | 1984 1989 DIESEL | 91 5 |14 45

309D 2998 | MB617.913 10 | 1984 1989 DIESEL | 91 5 |14 45

409D 2998 | MB617.913 10 | 1984 1989 DIESEL | 91 5 |14 45

320 CE 24V 3199 | MB104.992 1992 | 6 | 1993 899 |6 |14 47

320E 24V 3199 | MB104.992 1992 | 6 | 1993 899 |6 |14 47
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190E 1797 108 |MB102.910 1990 1993 | 89 .
190E 1797 [108  |MB102919 1990 | |1903 | go | 85001200 mmm
& | (VEHICULO CON REG. ALTURA) (x8) 2 = 2 )
93003100 4454
190E 1797 108 |MB102.910 1990 1993 | 89 .
190E 1797 [108  |MB102919 1990 | |1903 | go | 85001200 mmm
& | (VEHICULO SIN REG. ALTURA) (x8) = = z y
93003100 4454
lDiESEL
L 405 1897 |55 MB621.913 1958 1967 | 85
L 406 1897 |55 MB621.932 1958 1967 | 85 i .
&= | 0319D 1897 |55 MB621.932 1958 1967 | 85 |:| [ . i | I
190 DC 1897 |55 MB621.912 4 |1961 |8 | 1965 | 85 1 — 1
180 DC 1897 |48 MB621.914 6 11961 |10 | 1962 | 85 93033100 4603
200D 1988 |55 MB621.918 7 11965 |2 | 1968 | 87 EI [ l .
: | e
93033100 4603
200 1996 | 100 MB102.920 6 | 1980 1985 | 89 [mﬂ—r‘m“ I ’TH_[:.U i
2007 199 (109 |MB102.939 6 | 1980 1985 | 89 B { |
= 190 1996 |90 MB102.921 4 |1982 |8 | 1984 | 89 Vs
& |19 1996 |86 MB102.938 4 |1982 |8 | 1984 | 89
190 1996 |122 MB102.961 1982 1985 | 89 93032900 4445
(VEHICULO CON REG. ALTURA)
200 199 (100 |MB102922 10 | 1984 |6 | 1993 | 89
200T 1996 (109 |MB102.922 10 | 1984 |6 | 1993 | 89
190 199 (122 |MB102.924 9 | 1984 89
200E 199 (122 |MB102.963 51985 |6 | 1993 | 89 85003200
& | 200CE 1996 122 |MB102.963 5 (1985 |6 | 1993 | 89 (x8) |
200 TE 199 (122 |MB102.963 51985 |6 | 1993 | 89 . R .
190 E 1996 (122 |MB102.962 9 1985 |6 | 1993 | 89 '
(VEHICULO CON REG. ALTURA) 93003100 4454
200 1996 100  |MB102.920 6 | 1980 1985 | 89 [mﬂﬂi[[” I mu °
2007 1996 (109 |MB102.939 6 | 1980 1985 | 89 Bl { |
190 1996 |90 MB102.921 4 |1982 |8 | 1984 | 89 Va
& | 190 1996 (122 |MB102.921 4 |1982 |8 | 1984 | 89
190 1996 |122 MB102.961 1982 1985 | 89 93032900 4445
(VEHICULO SIN REG. ALTURA)
MERCEDES < = Ladoizquierdo - Left side - Cote gauche

» = Lado derecho - Right side - Cote droit
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200 1996 | 105 MB102.922 10| 1984 (6 | 1993 | 89
200T 1996 | 109 MB102.922 10| 1984 (6 | 1993 | 89
190 1996 | 122 MB102.924 9 | 1984 89
200E 1996 | 122 MB102.963 511985 | 6 | 1993 | 89 85001200
& | 200CE 1996 | 122 MB102.963 511985 | 6 | 1993 | 89 (x8)
200 TE 1996 | 122 MB102.963 511985 | 6 | 1993 | 89 r T 1
190 E 1996 | 122 MB102.962 9 {1985 | 6 | 1993 | 89 - - o
(VEHICULO SIN REG. ALTURA) ‘
93003100 4454
lDIESEL|
190 D 1997 |72 MB601.911 1983 1984 | 87 85001500
& | (VEHICULO CON REG. ALTURA) (x8)
No: <-0-028239/-2-003360) 93003200 4255
190 D 1997 |72 MB601.911 1983 1984 | 87 85001500
& | (VEHICULO SIN REG. ALTURA) (x8)
No: <-0-028239/-2-003360) 93003200 4255
€200D 1997 |75 MB601.913 6 | 1993 1997 | 87 93003200 (190D, 200 D, 200 TD) 4255
E200D 1997 |72 MB601.912 7 11993 199 | 87
190D 1997 |72 MB601.911 5 | 1984 1993 | 87 85001500 -
~—1 200D 1997 |72 MB601.912 10| 1984 |6 | 1993 | 87 (x8) = |
™= | 2007D 1997 |72 MB601.912 10| 1984 |6 | 1993 | 87 D = _
(VEHICULO SIN REG. ALTURA) = '
(No: 0-028240/-2-003361>) 93032600 (C200D) 426
JlDiESEL]
190 D 1997 |72 MB601.911 5 | 1984 1993 | 87
200D 1997 |72 MB601.912 10| 1984 |6 | 1993 | 87 85001500
& | 207D 1997 |72 MB601.912 101984 |6 | 1993 | 87 (x8)
(VEHICULO CON REG. ALTURA)
ENo: 0-028240/-2-003361>) 93003200 4255
C200D 1997 |75 MB601.913 6 |1993 1997 | 87 1 = |
E200D 1997 |75 MB601.912 7 11993 199 | 87 I H I i
(VEHICULO CON REG. ALTURA) 85001500
o | (No:0-028240/-2-003361>) (x8) 93032600 (C200D) 426
93003200 (E 200 D) 4255
190 D (USA) 2197 (72 MB601.921 1983 1984 | 87 85001500
& | (VEHICULO CON REG. ALTURA) (x8)
(No: <-0-001766/-2-004599) 93003200 4255
< = Ladoizquierdo - Left side - Cote gauche MERCEDES
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190 D (USA) 2197 |72 MB601.921 5 | 1984 87 85001500
& | (VEHICULO CON REG. ALTURA) (x8)
ENo: 0-001766/-2-004599>) 93003200 4255
190 D (USA) 2197 |72 MB601.921 1983 1984 | 87 85001500
& | (VEHICULO SIN REG. ALTURA) (x8)
No: <-0-001766/-2-004599) 93003200 4255
190 D (USA) 2197 |72 MB601.921 5 | 1984 87 85001500
& | (VEHICULO SIN REG. ALTURA) (x8)
ENo.' 0-001766/-2-004599>) 93003200 4255
220D 2198 |60 MB615.912 1967 | | 1976 | 87 EI [ | |
~= L 306D 2198 |60 MB615.917 1972 87 a — . | — .
™= | L306DG 2198 |60 MB615.917 1972 87 93033100 4603
230E 2299 |125/136 |MB102.980 6 | 1980 1984 | 955 [mﬂ—r‘m” I mu °
230 CE 2299 |125/136 |MB102.980 6 | 1980 1984 | 955 Bl { |
230 TE 2299 |125/136 |MB102.980 6 | 1980 1984 | 955 f
o= | 190E (USA) 2209 (122 |MB102.961 1982 1984 | 955
(VEHICULO SIN REG. ALTURA) 93032900 4445
(No: <-0-176550)
(No: <-2-133269)
230E 2299 |125/136 |MB102.980 6 | 1980 1984 | 955 [mﬂ—r‘m” I mu °
230 CE 2299 |125/136 |MB102.980 6 | 1980 1984 | 955 Bl { |
230 TE 2299 |125/136 |MB102.980 6 | 1980 1984 | 955 f
= | 190 (USA) 2299 (122 |MB102.961 1982 1984 | 955
(VEHICULO CON REG. ALTURA) 93032900 4445
(No: <-0-176550)
(No: <-2-133269)
230E 2299 |125/136 |MB102.980 1984 1985 | 955 [mﬂ—r‘m” I mu °
230 CE 2299 |125/136 |MB102.980 1984 1985 | 955 Cll { |
230 TE 2299 |125/136 |MB102.980 1984 1985 | 955 f
230E 2299 |132/136 |MB102.982 4 |1985 |6 | 1993 | 955
230 CE 2299 1321136 |MB102.982 4 1985 |6 | 1993 | 955 | 85001200 93032900 (230 E/CE/TE Mot:102.980) 4445
o | BOTE 2299 |1321136 |MB102.982 4 |1985 |6 | 1993 | 955 8) - T :
190E 2299 |132/136 |MB102.985 1986 955 D . .u K . t I:DJP
(VEHICULO SIN REG. ALTURA) !
MB102.980 (No: -0-176551>) 93003100 (230 E/CE/TE Mot:102.982) 4454
MB102.980 (No: -2-133270) (190 E Mot:102.985)
MERCEDES < = Ladoizquierdo - Left side - Cote gauche

» = Lado derecho - Right side - Cote droit
-8-
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CORPORACION

MERCEDES

AUMENTE EL RENDIMIENTO Y DISMINUYA EL CONSUMO DE SU MOTOR SUSTITUYENDO EL ARBOL DE LEVAS DESGASTADO
IMPROVE THE PERFORMANCE AND REDUCE THE CONSUMPTION OF YOUR ENGINE SUBSTITUYING THE OLD USED CAMSHAFT
AUGMENTEZ LE RENDEMENT ET DIMINUEZ LA CONSOMMATION DE VOTRE MOTEUR EN SUBSTITUANT L’ARBRE A CAMES USE

N o
2 s N’ .
@ g2% = &
s s £ ‘ .
‘ % » ) NOTAS
@ | & | I‘él %\ REF Notes ki
c.c. | (HP) @ [ Notes
230E 2299 | 1321136 |MB102.982 41985 | 6 | 1993 | 955 [mﬂ—r‘m” I mu °
230 CE 2299 |132/136 |MB102.982 4 |1985 | 6 | 1993 | 955 Bl l |
230 TE 2299 |1321136 |MB102.982 4 |1985 | 6 | 1993 | 955 f
230E 2299 |125/136 |MB102.980 1985 1994 | 955
230 CE 2299 |125/136 |MB102.980 1985 1994 | 955 93032900 (230 E/CE/TE Mot:102.980) 4445
230 TE 2299 |125/136 |MB102.980 1985 1994 | 955 85001200
& | 190E 2299 |1321136 |MB102.985 1986 955 (x8) )
(VEHICULO CON REG. ALTURA) ' IDW . .D :D;{IP
MB102.980 (No: -0-176551>) o o ° |
MB102.960 (No: -2-133270>) 93003100 (230 E/CE/TE Mot-102.982) 454
(190 E Mot:102.985)
230 GE 2099 | 122 MB102.979 1992 1995 | 955 93171400
230 GE 2299 | 122 MB102.996 1992 1995 | 955 85001200 (ADM-IN)
230 GE 2299 127 |MB102.989 1993 1995 | 955
& | (VEHICULO SIN REG. ALTURA) (x8)
MB102.980 (No: -0-176551>) 93172300
MB102.980 (No: -2-133270) (ESC-EX)
2306 2299 | 108 MB102.958 1985 95.5 [mﬂ—r‘m” I ’TH_[:IU i
210 2299 |95 MB102.942 1985 955 Bl { |
210 2299 105  |MB102.945 1985 955 f
310 2299 |95 MB102.942 1985 955
310 2299 | 105 MB102.945 1985 955 | 85001200 93032900 (MB103.942/943) 4445
& | 410 2299 |95 MB102.942 1985 955 (x8)
410 2299 105  |MB102.945 1985 955 )
L410 2299 |95 MB102.943 1985 955 ' IDW . .D :D;{IP
L510 2299 105  |MB102.946 1985 955 o o o i
03098 2299 |95 MB102.959 1985 955 93003100 "
208D 2300 |79 MB601.940 1989 1995 | 89
308D 2300 |79 MB601.940 1989 1995 | 89 85001500
& | 408D 2300 |79 MB601.940 1989 | | 1995 | 89 (x8)
MB 100K 2300 |79 MB661.911 1989 89 93003200 4255
508 D 2300 |79 MB601.941 1989 89
SPRINTER TIN 2300 |82 MB601.943 4 | 1904 1999 | 89
208D 2300 |82 MB601.943 4 | 1994 89 85001500
= | 308D 2300 |82 MB601.943 4 | 1904 89 (x8)
408D 2300 |82 MB601.943 4 | 1994 89
VIANO 108 D 2300 |82 MB601.942 6 | 199 89
VITO 108D 2300 |82 MB601.942 6 | 1996 89 93003200 4255
< = Ladoizquierdo - Left side - Cote gauche MERCEDES

» = Lado derecho - Right side - Cote droit
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u l I IS AUMENTE EL RENDIMIENTO Y DISMINUYA EL CONSUMO DE SU MOTOR SUSTITUYENDO EL ARBOL DE LEVAS DESGASTADO
IMPROVE THE PERFORMANCE AND REDUCE THE CONSUMPTION OF YOUR ENGINE SUBSTITUYING THE OLD USED CAMSHAFT
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CORPORACION

MERCEDES

I Aﬁ
S8 N’/ B
29 = &
558 -
¥ ») NOTAS
(CV) \%\\ REF. Notes @
c.c (HP) e Notes
V230D 2300 |98 MB601.970 6 | 199 89 | 85001500
& | VITo110D 2300 |98 MB601.970 6 | 1996 89 (x8)
VIANO 110D 2300 |98 MB601.970 6 | 199 89 93003200 4255
240D 2404 |65 MB616.912 8 | 1973 91 i [ ] 1] ey
240TD 2404 |72 MB616.916 8 [ 1973 o1 EI [ iy | l|_ o
93033100 (240 D, MAN<63573 / AUT<21689) 4603
(240 TD)
- -
Eil mimmie | mpE=ns (]
; 93015100 (240 D, MANB3574> | AUT21690) 4602
fiDiEsEL
240 GD 2404 |72 MB616.940 1976 | | 1987 | o1
MB 100D 2404 |72 MB616.963 1987 | | 1997 | o1
MB 120D 2404 |72 MB616.961 1987 o1
MB 130D 2404 |72 MB616.961 1987 91 n — ‘ w2
& | MB140D 2404 |72 MB616.961 1987 o1 EE s
MB 150 2404 |72 MB616.961 1987 91 o ' 1 ‘ ©
MB 170 2404 |72 MB616.961 1987 91
MB 180 D 2404 |72 MB616.961 1987 o1 93015100 4602
fiDiESEL 1l 4 -
207D 2404 |72 MB616.910/917 1977 | | 1990 | o1 EI [ | T
307D 2404 |72 MB616.910/917 1977 | | 1990 | o1 — .| | — s ©
407D 2404 |72 MB616.910/917 1977 | | 1990 | o1
507D 2404 |72 MB616.910/917 1977 | | 1990 | o1 93033100 (MANUAL Mot: 27919 - 46820) 4603
510D 2404 |72 MB616.910/917 1977 | | 1990 | o1 (Mot: 616.910)
(AUTOMATIC Mot: 276 - 460)
(Mot:616.910)
(Mot:616.917)
-
BRI BEENEE || EgERGH |
L . : ] | | o
ba 93015100 (MANUAL 46821> / AUTOMAT 461>) | 460.2
(Mot:616.910)
MERCEDES < = Ladoizquierdo - Left side - Cote gauche

» = Lado derecho - Right side - Cote droit
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CORPORACION

MERCEDES

b

b

b

b

AUMENTE EL RENDIMIENTO Y DISMINUYA EL CONSUMO DE SU MOTOR SUSTITUYENDO EL ARBOL DE LEVAS DESGASTADO
IMPROVE THE PERFORMANCE AND REDUCE THE CONSUMPTION OF YOUR ENGINE SUBSTITUYING THE OLD USED CAMSHAFT
AUGMENTEZ LE RENDEMENT ET DIMINUEZ LA CONSOMMATION DE VOTRE MOTEUR EN SUBSTITUANT L’ARBRE A CAMES USE

S ‘.6‘
§>‘—§ P ~
@ Egz ~ é}
e B .
.. s ) NOTAS
v %l \%\ REF Notos i
c.c. | (HP) @ . Notes
L 406 DG 2404 |65 MB616.934/960 1977 91 .
L 407 DG 2404 |65 MB616.934/960 1977 91 I:ﬂ [: 11 amy
0309D 2404 |65 MB616.934/960 1977 91 11 g _| | ‘
93033100 (Mot:616.934) 4603
R Ea=miE (f) EpE=cm ]
; 93015100 (Mot:616.960) 4602
flDiESEL]
190D 2497 |90 MB602.911 6 |1985 |6 | 1993 | 87
190D 2497|122 |MB602.961 6 1985 | 6 | 1993 | &7
250D 2497 |90 MB602.912 3 (1985 |6 | 1993 | 87 850011500 I‘ | | Dl:ﬂt I I :[1} e
2507D 297 (122 |MB602.962 3 |1985 |6 | 1993 | &7 (x10) ! ] ‘ — ©
250 GD 2497 |90 MB602.930/931/938/939 | 3 | 1985 | 6 | 1993 | 87
VEHICULO CON REG. ALTURA) 93033000 5225
190 D 2497 |90 MB602.911 6 1985 | 6 | 1993 | &7
190D 2497 |12 |MB602.961 6 |1985 |6 | 1993 | 87
250D 2497 |90 MB602.912 3 1985 |6 | 1993 | &7 | 85001500
250 TD 2497 |12 |MB602.962 3 (1985 |6 | 1993 | 87 (x10) = ] _ — a7
250 GD 2497 |90 MBA02.930/9311938/939 | 3 | 1985 | 6 | 1993 | 87 [ i | :[ o
0405GTZ 2497 |90 MB602.990 1985 87
(VEHICULO SIN REG. ALTURA) 93033000 5225
260E 2599 | 1601166 |MB103.940 1985 | 6 | 1993 | 829
260 E 4 MATIC 2599 | 1601166 |MB103.943 1985 |6 | 1993 | 829 | 85001200 .
260 SE 2599 | 160/166 |MB103.941 1985 | 6 | 1993 | 829 (x12) Mm B (R
190 E 2599 | 1601166 |MB103.942 1986 | | 1993 | 829
93032700 627.3
280 2746 | 156/185 |MB110.921-034 1972 | | 1985 | 86
280 2746 | 1561185 |MB110.984-986 1972 | | 1985 | 86 -
MB110.922 (No: <-0-034537/-2-056908) -1 b - S
MB110.923 (No: <-0-011014/-2-013552) '
MB110.932 (No: <-0-0084497/-2-002161) 93084900 607.7
MB110.984 (No: <-0-010931/-2-037716) (ADM-IN)
MB110.985 (No: <-0-007976/-2-038036)
MB110.986 (No: <-0-001600/-2-003627)
93085000 6019
(ESC-EX)
- Ladoi ierdo - Left side - Cot h
< = Ladoizquierdo - Left side - Cote gauche MERCEDES

» = Lado derecho - Right side - Cote droit
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u l I IS AUMENTE EL RENDIMIENTO Y DISMINUYA EL CONSUMO DE SU MOTOR SUSTITUYENDO EL ARBOL DE LEVAS DESGASTADO
IMPROVE THE PERFORMANCE AND REDUCE THE CONSUMPTION OF YOUR ENGINE SUBSTITUYING THE OLD USED CAMSHAFT
AUGMENTEZ LE RENDEMENT ET DIMINUEZ LA CONSOMMATION DE VOTRE MOTEUR EN SUBSTITUANT L’ARBRE A CAMES USE

MERCEDES

CORPORACION

538
I NOTAS
(Cv) REF Notes @
c.c (HP) Notes
280 2746 |156/185 |MB110.922-935 1972 1985 | 86 I]':H -
280 2746 |156/185 |MB110.985-987 1972 1985 | 86
MB110.922 (No: -0-034538/-2-056909>) 93084900 607.7
& | MB110.923 (No: -0-011015/-2-013553) (ADM-IN)
D=0 -2 >
MB110.932 (No: -0-0084498/-2-002162>) 93085000 6019
(ESC-EX)
280 E 24V 2799|197 MB104.942 1992 | 6 | 1993 | 89.9
280 TE 24V 2799 197 MB104.942 1992 |6 | 1993 | 89.9
300 SE 24V 2799 |193 MB104.944 1992 89.9
C 280 24V 2799 {193 MB104.941 6 | 1993 899 | 85017000 93100900 6224
& | S28024V 2799 | 193 MB104.944 7 1993 89.9 (x24) (ADM-IN)
E 280 24V 2799 197 MB104.942 7 {1993 1995 | 89.9
SL 280 24V 2799 |204 MB104.943 1993 89.9
E 280 24V 2799 (193 MB104.945 1995 1997 | 899 93101000 622.3
EDOHC (ESC-EX)
210D 2874 |95 MB602.940 1989 89
310D 2874 |95 MB602.940 1989 89
410D 2874 |95 MB602.940 1989 89 85001500 _
o | 296D 274 (95  |MB609.042 1992 | | 1993 | 89 (x10) HI:—H[I:{JDI:Htm ]?:[1} a7y
G290 2874 |98 MB602.942 1993 89 | | | I o
G290 2874 |98 MB602.947 1993 89
MB 100 K 2874 |98 MB662.911 1993 89 93033000 (210D, 310 D, 410 D) 522.5
E 200 TD 2874|129 MB602.982 1994 1998 | 89
290 GTD 2874|129 MB602.983 1994 89
512D 2874|122 MB602.984/985 4 | 1994 89
612D 2874|122 MB602.984/985 4 | 1994 89
614D 2874|122 MB602.984/985 4 | 1994 89
812D 2874|122 MB602.984/985 4 | 1994 89
814D 2874|122 MB602.984/985 4 | 1994 89
VARIO T2W 2874|122 MB602.984/985 4 | 1994 89
SPRINTER TIN 2874|122 MB602.980 1995 1999 | 89 85001500
SPRINTER 212 2874|122 MB602.980 21995 |4 | 2000 | 89
& | SPRINTER 310 2874|102 MB602.980 21995 |4 | 2000 | 89 (x10)
SPRINTER 312 2874|102 MB602.980 21995 |4 | 2000 | 89
SPRINTER 212 TD 2874|122 MB602.980 1995 | 6 | 1996 | 89
SPRINTER 312 TD 2874|122 MB602.980 1995 | 6 | 1996 | 89
SPRINTER 412 TD 2874|122 MB602.980 1995 | 6 | 1996 | 89
VARIO 612D 2874|122 MB602.984/985 6 | 1996 89 = ; ar7mm
VARIO 512D 2874 (122 |MB602.984 9 | 1996 89 mmwww .Y
VARIO 812D 2874|122 MB602.985 9 | 199 89 0
SPRINTER 210 2874|102 MB602.980 311997 | 4 | 2000 | 89
SPRINTER 412 2874 |122 MB602.980 5 | 1997 89 93101100 522.5
MERCEDES < = Ladoizquierdo - Left side - Cote gauche

» = Lado derecho - Right side - Cote droit
212 -



u l I IS AUMENTE EL RENDIMIENTO Y DISMINUYA EL CONSUMO DE SU MOTOR SUSTITUYENDO EL ARBOL DE LEVAS DESGASTADO
IMPROVE THE PERFORMANCE AND REDUCE THE CONSUMPTION OF YOUR ENGINE SUBSTITUYING THE OLD USED CAMSHAFT
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CORPORACION

MERCEDES

5 )
§>§ ) ~
@ ng ~ é?
& .
| ar> . : NOTAS
(cv) ~ I‘;l %\\ REF Notes IT_."WT
c.c. | (HP) @ . Notes
300E 2962 (190 |MB103.980 1985 885
300 KE 2962 (190  |MB103.980 1985 885
300 SE 2962 (190 |MB103.980 1985 885
300 SL 2962 (190  |MB103.980 1985 885
300L 2962 (190 |MB103.980 1985 885
300 TE 2962 (190  |MB103.980 1985 885 | 85001200
o= | 300TE 2962 (190  |MB103.983 1986 885 (x12)
300 SL 2962 (190  |MB103.984 1989 | | 1984 | 885
300 GE 2962 (170 |MB103.987 1989 | | 1995 | 885 .
G 300 2962 (170 |MB103.987 1989 | | 1995 | 885 [m:'[ _
300 E 4 MATIC 2962 (180  |MB103.985 6 1993 | 6 | 1995 | 885 :m e
300 TE 4 MATIC 2962 (180  |MB103.985 6 1993 | 6 | 1995 | 885
93032700 (300 TE, Mot:103.983) 627.3
JlDiESEL]
300D 299 109 |MB603.912/913 1984 | 6 | 1993 | 67
300 TURBO 299 (143 |MB603.960 1985 | 6 | 1993 | 87 85001500 M l]
& | 300GD 2096 (143 |MB603.931 10 {1989 | 8 | 1993 | 87 (x12) I I_:':HEI [ﬂ:l ﬂ[lwl
(VEHICULO CON REG. ALTURA) g
93032800 619.2
300 TURBO 299 | 143  |MB603.963 1985 | 6 | 1993 | 67
E 300 TURBO 2996 | 143 |MB603.950/960/963 |7 | 1993 | | 1996 | 87 85001500 l]
= | G300 299 |143 | MB603.931 9 | 1993 87 (x12) o ':HE Wl ﬂ[lw
™ | (VEHICULO CON REG. ALTURA) - 93:2800 g |
619.2
300D 299 109 |MB603.912/913 1984 | 6 | 1993 | 87
300 TURBO 299 |143  |MB603.960/963 1985 | 6 | 1993 | 87
300 GD 299 |143  |MB603.931 101989 | 8 | 1993 | 87 85001500
& | E300TURBO 2996 | 143 |MB603.950/960/963 | 7 | 1993 87 (x12)
G300 209 143 | MB603.931 9 | 1993 &7 1] L":HE_ il | ﬂ[lw}]
(VEHICULO SIN REG. ALTURA) g
93032800 619.2
JlDiESEL] =
300D 2998 |80 MB617.912 1976 | | 1989 | 91 | -ln 11 . Lll I| I |
300CD 2998 |88 MB617.912 1976 | | 1989 | 91 : L
300 TD 2998 |88 MB617.912 1976 91 f 93085700 (Mot: MAN <96659 / AUT <85945) 565
= J—
EB) EeEm)= (§) =Emmsm (! =il
o 1 - e
93085600 (Mot: MAN 96660> / AUT 85946>) 565

< = Ladoizquierdo - Left side - Cote gauche
» = Lado derecho - Right side - Cote droit
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MERCEDES

CORPORACION

£33
N NOTAS
(Cv) REF Notes @
c.c (HP) Notes
JIDIESEL] —
240D 2998 |80 MB617.910 1974 1976 | 91 [D‘JI IUL .mm
300 GD 2998 |88 MB617.931 1976 91 =} L 4 I L
300 GD (4x4) 2998 |88 MB617.932 1976 91 93085600 (Mot: 617.931/932/913) 565
209D 2998 |88 MB617.913 10 | 1984 1989 | 91
& | 309D 2998 |88 MB617.913 10 | 1984 1989 | 91 ‘ :
409D 2998 |88 MB617.913 10 | 1984 1989 | 91 I] L.j j [11_I[Ij _“”
' 93085700 (Mot: 617.910) 565
300 D TURBO 2998 |115 MB617.950 1978 91
300 D TURBO 2998 |115 MB617.951 1978 91
300 D TURBO 2998 |115 MB617.952 1978 91
300 CD TURBO 2998 |115 MB617.950 1978 91
300 CD TURBO 2998 |115 MB617.951 1978 91
=% 300 CD TURBO 2998 |115 MB617.952 1978 91
& | 300 SD TURBO 2998 |115 MB617.950 1978 91
300 SD TURBO 2998 |115 MB617.951 1978 91
300 SD TURBO 2998 |115 MB617.952 1978 91 L n
300 TD TURBO 2998 |15 |MB617.950 1978 o [D‘JI IUL Im
300 TD TURBO 2998 |115 MB617.951 1978 91 o L 4 I L
300 TD TURBO 2998 | 115 MB617.952 1978 91 93085600 565
320 E 24V 3199 |220 MB104.992 1992 |6 | 1993 | 89.9
320 CE 24V 3199 |220 MB104.992 1992 |6 | 1993 | 89.9
320 TE 24V 3199 |220 MB104.992 1992 |6 | 1993 | 89.9
S 320 24V 3199 |231 MB104.994 1992 899 | 85017000 93100900 6224
&= | E32024v 3199 |220 MB104.992 7 11993 1995 | 89.9 (x24) (ADM-IN)
SL 320 24V 3199 |231 MB104.991 1993 89.9
E 320 24V 3199 |220 MB104.995 1995 89.9
G 320 24V 3199 |211 MB104.996 1995 89.9 93101000 622.3
EDOHC (ESC-EX)
300SD TD 3449|150 MB603.971 1993 89
350 SDLTD 3449 |136 MB603.970 1993 89 85001500 H
= | 350SDTD 3449 |136 MB603.970 1993 89 (x12) = -':HE Wtﬂ['J BI:‘DDW
™ | 3506DTD 3449 |136 MB603.972 1993 89 - - i |
$350 TD 3449 |136 1994 1995 | 89 93032800 (300 SD TD, 350 GD TD) 619.2
300 TE AMG 24V 3606 |272 MB104.992 501994 | 6 | 1996 | 89.9 93100900 6224
(DOHC) 85017000 (ADM-IN)
= (x24)
93101000 622.3
(ESC-EX)
MERCEDES < = Ladoizquierdo - Left side - Cote gauche

» = Lado derecho - Right side - Cote droit
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