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AUMENTE EL RENDIMIENTO Y DISMINUYA EL CONSUMO DE SU MOTOR SUSTITUYENDO EL ARBOL DE LEVAS DESGASTADO
IMPROVE THE PERFORMANCE AND REDUCE THE CONSUMPTION OF YOUR ENGINE SUBSTITUYING THE OLD USED CAMSHAFT
AUGMENTEZ LE RENDEMENT ET DIMINUEZ LA CONSOMMATION DE VOTRE MOTEUR EN SUBSTITUANT L’ARBRE A CAMES USE

LAND ROVER

m Il*l No. Ii*l No.
c.c. [ o] Cyl| Pag |Block c.c. [ o] Cyl| Pag |Block
109 2286 | 10J 1979 1984 DIESEL | 905 |4 |4 1
109V8 3528 | 15G 1981 1985 89 |8 |5 10
10 2286 | 10J 1983 | 3 | 1984 DIESEL | 905 |4 |4 1
10 2495 | 17H 1985 1990 905 |4 |4 4
110D 2495 | 12J 1984 1990 DIESEL | 905 |4 |4 3
110TD 2494 |19 1986 1990 DIESEL | 905 |4 |4 8
110V8 3528 | 15G 1983 1990 89 |8 |5 10
88 2286 | 10J 1979 1984 DIESEL | 905 |4 |4 1
90 2286 | 10J 1984 1985 DIESEL | 905 |4 |4 1
90 2495 | 17H 1985 1990 905 |4 |4 4
90D 2494 | 12J 1984 1990 DIESEL | 905 |4 |4 3
90TD 2494 | 19J 1986 1990 DIESEL | 905 |4 |4 3
90V8 3528 | 15G 1983 1990 889 |8 |5 10
DEFENDER 2495 | 17H 1990 905 |4 |4 4
DEFENDER 110 TDI 2495 | 200TDI(12L) 1990 | 3 | 1994 DIESEL | 905 |4 |4 5
DEFENDER 110 TDI 2495 | 300TDI(21L) 1994 1998 DIESEL | 905 |4 |4 6
DEFENDER 130 TDI 2495 | 200TDI(12L) 1990 | 3 | 19%4 DIESEL | 905 |4 |4 5
DEFENDER 130 TDI 2495 | 300TDI(21L) 1994 1998 DIESEL | 905 |4 |4 6
DEFENDER 90 TDI 2495 | 200TDI(12L) 1990 | 3 | 1994 DIESEL | 905 |4 |4 5
DEFENDER 90 TDI 2495 | 300TDI(21L) 1994 1998 DIESEL | 905 |4 |4 6
DEFENDERV8 3528 | 15G 89 |8 |5 9
DISCOVERY TDI 2495 | 200TDI(12L) 1989 | 6 | 1994 DIESEL | 905 |4 |4 5
DISCOVERY TDI 2495 | 300TDI(21L) 1994 1998 DIESEL | 905 |4 |4 6
DISCOVERY V8 3528 | 22D 1990 | 9 | 1993 89 |8 |5 10
RANGE ROVER TD 2393 | VM492HT 1986 1989 DIESEL | 92 4 14 2
RANGE ROVER TD 2499 | HR924HR 1989 1992 DIESEL | 92 4 14 8
RANGE ROVER TDI 2495 | 200TDI(12L) 1993 | 3 | 1994 DIESEL | 905 |4 |4 5
RANGE ROVER TDI 2495 | 300TDI(21L) 1994 1995 DIESEL | 905 |4 |4 6
RANGE ROVER TURBO 2498 | D256TM 1994 DIESEL | 80 6 |4 7
RANGE ROVER V8 3528 | 15G 1970 1976 889 |8 |5 9
RANGE ROVER V8 3528 | 21D 1977 | 101 1989 89 |8 |5 10
RANGE ROVER V8 3528 | 23D 1977 | 10| 1989 889 |8 |5 10
RANGE ROVER V8 3528 | 24D 1977 | 101 1989 89 |8 |5 10
RANGE ROVER V8 3528 | 25D 1977 | 101 1989 89 |8 |5 10
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&) REF, Notes @
c.c (HP) Notes
JIDIESEL]
88 2286 |67 100 9 | 1979 1984 | 90.5
109 2286 |67 104 9 | 1979 1984 | 905
110 2286 |7 104 1983 |3 | 1984 | 90.5
& |9 2286 |67 104 1984 1985 | 905
(5 PUNTOS DE APOYO)
93055000 (90, Mot 10J) 4645
RANGE ROVER TD 2393 |113 VM492HT 1986 1989 | 92 | \ I _’ I l D l U
93054800 532.3
lIDIESEL]
90D 2494 |67 120 1984 1990 | 90.5
= 1100 2495 |67 124 1984 1990 | 905
& | 907D 2494 |85 190 1986 1990 | 90.5
110TD 2494 |85 194 1986 1990 | 905 93055000 4645
90 2495 |80 17H 1985 1990 | 905
= |10 2495 |80 17H 1985 1990 | 90.5
DEFENDER 2495 |80 17H 1990 905 93055000 4645
DISCOVERY TDI 2495 [107  |200TDI (12L) 1989 | 6 | 1994 | 905
DEFENDER 90 DI 2495 (107 |200TDI (12L) 1990 |3 | 1994 | 90.5
DEFENDER 110 TDI 2495 (107 |200TDI (12L) 1990 |3 | 1994 | 90.5
& | DEFENDER 130 TDI 2495 [107  |200TDI (12L) 1990 |3 | 1994 | 905
RANGE ROVER TDI 2495 (107 |200TDI (12L) 1993 |3 | 1994 | 90.5
93055000 4645
RANGE ROVER TDI 2495 112 |300TDI(21L) 4 | 1994 1995 | 905
DEFENDER 90 TDI 2495 112 |300TDI (21L) 4 | 1994 1998 | 90.5
DEFENDER 110 TDI 2495 112 |300TDI (21L) 4 | 1994 1998 | 905 - |
& | DEFENDER 130 TDI 2495 112 |300TDI (21L) 4 | 1994 1998 | 905 L I m
DISCOVERY TDI 2495 112 |300TDI (21L) 7 | 1994 1998 | 90.5 - ' -
93054900 4759
JiDiESEL] .
RANGE ROVER TURBO 2498 |13 | D256TM 1994 8 | 85000500 = DE[':[H:[I Dﬂ]l:ﬂmg]]
= (x12) ' '
93032000 584
RANGE ROVER TD 2499|121 HR924HR 1989 1992 | 92 | \ I J I l D l U
93054800 5323
LAND ROVER < = Ladoizquierdo - Left side - Cote gauche

» = Lado derecho - Right side - Cote droit
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c. (HP) @ . Notes
RANGE ROVER V8 3528 | 114 156G 1970 1976 | 88.9 85002600 Bﬂ‘r T ':D 'lﬂ]mjum l 7 ’
DEFENDER 8 3628 | 114|156 89 (x16) L ml _

93099200 (x2) (RANGE ROVER)
RANGE ROVER V8 3528 | 126 21D 1977 10 | 1989 | 88.9
RANGE ROVER V8 3528 (126  |23D 1977 |10 | 1989 | 88.9
RANGE ROVER V8 3528 | 150 24D 1977 10 | 1989 | 88.9
RANGE ROVER V8 3528 | 165 25D 1977 10| 1989 | 889 | 85002600
109 V8 3528 | 114 15G 1981 1985 | 88.9 (x16) i o TS o -
%0V8 358 (114|156 1983 | | 1990 | 88.9 1 | :[j 'lﬂ]ﬂuum [l ’
110V8 3528 | 114 15G 1983 1990 | 88.9 [ -
DISCOVERY V8 3528 | 146153164 |22D 1990 |9 | 1993 | 889 93099200 (x2)
= Ladoi ierdo - Left side - Cot h
< = Lado izquierdo - Left side - Cote gauche LAND ROVER
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