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AUMENTE EL RENDIMIENTO Y DISMINUYA EL CONSUMO DE SU MOTOR SUSTITUYENDO EL ÁRBOL DE LEVAS DESGASTADO

IMPROVE THE PERFORMANCE AND REDUCE THE CONSUMPTION OF YOUR ENGINE SUBSTITUYING THE OLD USED CAMSHAFT

AUGMENTEZ LE RENDEMENT ET DIMINUEZ LA CONSOMMATION DE VOTRE MOTEUR EN SUBSTITUANT L’ARBRE A CAMES USE

AUDI
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AUDI

c.c.
No.
Cyl Pag Block c.c.

No.
Cyl Pag Block

100 1588  YW  1979 1982 79.5 4     4 6

100 1595  ABB  1992 1993 81 4     6 14

100 1781  DS 9  1982 1990 81 4     7 19

100 1781  DR 9  1982 1990 81 4     7 19

100 1781  SH 9  1986 1990 81 4     7 19

100 1781  RS  1986 1991 81 4     9 25

100 1781  4B 9  1988 1990 81 4     7 19

100 1984  AAD 8  1990  3 1993 82.5 4     11 37

100 1984  AAE 8  1990  3 1993 82.5 4     11 38

100 1984  AAE 4  1993  7 1994 82.5 4     11 39

100 1984  ABK  1993  7 1994 82.5 4     12 44

100 1984  ADW 12  1993  7 1994 82.5 4     12 49

100 2226  KZ 8  1984  9 1991 81 5     13 53

100 2226  KU 8  1984 1990 81 5     14 54

100 2309  AAR 8  1985  7 1994 82.5 5     14 55

100 2309  NF 8  1985  7 1994 82.5 5     14 56

100 2371  3D 8  1989  11 1990           DIESEL 79.5 5     15 62

100 2371  AAS 9  1991  5 1994           DIESEL 79.5 5     15 62

100 D 1986  CN 8  1985  7 1989           DIESEL 76.5 5     13 52

100 QUATTRO 1781  JW  1985 1991 81 4     8 22

100 QUATTRO 1781  NP  1985 1991 81 4     8 22

100 QUATTRO 1781  PH  1985 1991 81 4     8 22

100 QUATTRO 1984  AAD 12  1990  7 1992 82.5 4     11 37

100 QUATTRO 2226  PX 9  1983  11 1990 81 5     13 53

100 QUATTRO 2309  NF 8  1985  7 1994 82.5 5     14 55

100 QUATTRO 2309  AAR 8  1985  7 1994 82.5 5     14 55

100 TD 1986  DE 8  1985  12 1987           DIESEL 76.5 5     13 52

100 TD 1986  NC 3  1988  12 1990           DIESEL 76.5 5     13 52

100 TDI 2461  1T 1  1990  8 1991           DIESEL 81 5     15 63

100 TDI 2461  ABP 9  1991 1993           DIESEL 81 5     15 63

100 TDI 2461  AAT  1993  5 1994           DIESEL 81 5     15 64

200 2226  MC 8  1984  11 1990 81 5     13 53

200 2226  1B;2B 8  1984  11 1990 81 5     14 54

4000 1588  1976 1979 79.5 4     4 5

4000 1588  YH;YP;YT  1979 1983 79.5 4     4 6

4000 D 1588  CR;JR  1982 1983           DIESEL 76.5 4     5 8

4000 TD 1588  CY  1982 1983           DIESEL 76.5 4     5 8

4E 1588  YH;YP;YT;YK  1979 1983 79.5 4     4 6

5000 S QUATTRO 2309  NG  1987 1988 82.5 5     15 60

80 1272  FY  1979 1986 75 4     4 1

80 1272  FZ  1979 1986 75 4     4 1

80 1296  EP 8  1981  7 1983 75 4     4 2

80 1296  EP 8  1983  7 1986 75 4     4 3

80 1471  YH  1973 1975 76.5 4     4 4

80 1471  YK  1973 1975 76.5 4     4 4

80 1588  YN;YP;YT;YY  1975 1979 79.5 4     4 5

80 1588  YS;YZ;YN  1979 1983 79.5 4     4 6

80 1595  DT 8  1983  6 1991 81 4     5 11

80 1595  JU 8  1983  6 1991 81 4     6 12

80 1595  RN;PP 8  1987  6 1991 81 4     6 13

80 1595  ABB  1990 1991 81 4     6 14

80 1595  RN;ABM 1  1992  6 1993 81 4     6 13

80 1595  ADA 6  1993  7 1995 81 4     6 15

80 1595  ABM 7  1993 1996 81 4     6 15

80 1781  PV 8  1984  9 1986 81 4     8 21

80 1781  JN 9  1986  10 1991 81 4     8 21

80 1781  JV  1986 1990 81 4     9 23

80 1781  NE  1986 1990 81 4     9 23

80 1781  RU  1986 1990 81 4     9 23

80 1781  PM  1986 1990 81 4     9 23

80 1781  SF  1986 1990 81 4     9 23

80 1984  3A 8  1988  10 1990 82.5 4     11 36

80 1984  AAD;ABK 8  1990  3 1993 82.5 4     11 37

80 1984  ABT 9  1991  6 1995 82.5 4     11 39

80 1984  ABK 4  1993  7 1995 82.5 4     12 44

80 1984  ADW 11  1993  6 1995 82.5 4     12 45

80 1984  ADW 11  1993  6 1995 82.5 4     12 46

80 1984  ADW 11  1993  6 1995 82.5 4     12 47

80 1984  ADW 11  1993  6 1995 82.5 4     12 48

80 2309  NG 8  1985  11 1994 82.5 5     14 57

80 2309  NG 8  1985  11 1994 82.5 5     15 58

80 16V 1985  6A 3  1990  7 1992 82.5 4     13 51

80 D 1588  CR 8  1980  4 1981           DIESEL 76.5 4     5 7

80 D 1588  CR;JK 5  1981  7 1985           DIESEL 76.5 4     5 8

80 D 1588  JK 8  1985  8 1989           DIESEL 76.5 4     5 9

80 D 1588  JK 8  1985  8 1989           DIESEL 76.5 4     5 10

80 D 1896  1Y 8  1989  10 1991           DIESEL 79.5 4     9 27

80 D 1896  1Y 8  1989  10 1991           DIESEL 79.5 4     9 28

80 QUATTRO 1781  MU  1983  9 1991 81 4     7 20

80 QUATTRO 1781  DZ  1983  9 1991 81 4     7 20

80 QUATTRO 1984  3A 8  1988  9 1990 82.5 4     11 36

80 QUATTRO 1984  AAD;ABK 10  1990  3 1993 82.5 4     11 37

80 QUATTRO 1984  ABK 4  1993  7 1995 82.5 4     12 44

80 QUATTRO 2309  NG 9  1991  11 1994 82.5 5     15 60

80 QUATTRO 16V 1985  6A 3  1990  7 1992 82.5 4     13 51

80 TD 1588  CY  1982  7 1985           DIESEL 76.5 4     5 8

80 TD 1588  RA;SB 8  1985  10 1991           DIESEL 76.5 4     5 9

80 TD 1588  CY 8  1985  10 1991           DIESEL 76.5 4     5 10
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No.
Cyl Pag Block c.c.

No.
Cyl Pag Block

80 TD 1896  AAZ 9  1991  5 1995           DIESEL 79.5 4     9 27

80 TD 1896  AAZ 9  1991  5 1995           DIESEL 79.5 4     9 28

80 TDI 1896  1Z 9  1991  10 1994           DIESEL 79.5 4     10 29

90 1781  DZ 8  1989  12 1991 81 4     9 26

90 1984  3A 1  1988  12 1988 82.5 4     11 36

90 2226  KV;HY 8  1984  9 1991 81 5     14 54

90 2309  NG 8  1985  11 1994 82.5 5     14 57

90 2309  NG 8  1985  11 1994 82.5 5     15 58

90 QUATTRO 2226  KV 8  1984  9 1991 81 5     14 54

90 QUATTRO 2309  NG 4  1987  9 1991 82.5 5     15 60

90 TD 1588  RA;SB 8  1985  10 1991           DIESEL 76.5 4     5 9

90 TD 1588  CY 8  1985  10 1991           DIESEL 76.5 4     5 10

A3 1595  AEH 9  1996 81 4     7 17

A3 1595  AKL 8  1997  6 1999 81 4     7 17

A3 1595  APF 6  1999 81 4     7 18

A4 1595  ADP 11  1994 81 4     6 16

A4 1595  AHL 8  1997  7 1999 81 4     7 18

A4 1595  ARM 8  1998  7 1999 81 4     7 17

A4 1595  ANA 8  1998  7 1999 81 4     7 18

A4 D 1896  AFF 12  1995 1996           DIESEL 79.5 4     10 30

A4 D 1896  AFF  1996           DIESEL 79.5 4     10 31

A4 TDI 1896  AHU;1Z;AFN 11  1994 1996           DIESEL 79.5 4     10 30

A4 TDI 1896  AFN  1996           DIESEL 79.5 4     10 31

A4 TDI 1896  AHU 8  1996  7 1997           DIESEL 79.5 4     10 32

A4 TDI 1896  AHH 4  1997  1 1999           DIESEL 79.5 4     10 33

A4 TDI 1896  AVG 8  1999  1 2000           DIESEL 79.5 4     10 33

A4 TDI 1896  AHH 2  1999           DIESEL 79.5 4     10 34

A4 TDI QUATTRO 1896  AVG 8  1999  1 2000           DIESEL 79.5 4     10 33

A6 1984  AAE;ADW 10  1994  6 1996 82.5 4     12 50

A6 1984  ABK 10  1994  6 1996 82.5 4     12 50

A6 2309  AAR 6  1994 82.5 5     14 55

A6 TDI 1896  AHU;1Z 7  1994  7 1996           DIESEL 79.5 4     10 30

A6 TDI 1896  AHU 7  1996  10 1997           DIESEL 79.5 4     10 32

A6 TDI 1896  AFN 4  1997           DIESEL 79.5 4     10 31

A6 TDI 1896  AVG 8  1999  10 2000           DIESEL 79.5 4     11 35

A6 TDI 2461  AAT 6  1994 1997           DIESEL 81 5     15 64

A6 TDI 2461  AEL 7  1995 1997           DIESEL 81 5     15 64

AVANT D 1986  CN 8  1985  7 1989           DIESEL 76.5 5     13 52

CABRIO 1595  ADP  1997 81 4     6 16

CABRIO 1984  ABK 1  1993  9 1998 82.5 4     11 40

CABRIO 1984  ABK 1  1993  9 1998 82.5 4     11 41

CABRIO 1984  ABK 1  1993  9 1998 82.5 4     11 42

CABRIO 1984  ABK 1  1993  9 1998 82.5 4     12 43

CABRIO 2309  NG 8  1990 1995 82.5 5     15 61

CABRIO TDI 1896  AHU;1Z 8  1995  7 1996           DIESEL 79.5 4     10 30

COUPE 1588  WZ;WP;WV  1975 1979 79.5 4     4 5

COUPE 1588  VY;VZ  1980 1981 79.5 4     4 6

COUPE 1781  DZ 8  1986  7 1991 81 4     9 24

COUPE 1984  3A 5  1989  7 1990 82.5 4     11 36

COUPE 1984  AAD;ABK 8  1990  5 1993 82.5 4     11 37

COUPE 1984  ABK 6  1993 1995 82.5 4     12 44

COUPE 2226  HY;KV 8  1984  7 1991 81 5     14 54

COUPE 2309  NG 8  1990 1995 82.5 5     15 59

COUPE 2309  NG 8  1990 1995 82.5 5     15 60

COUPE QUATTRO 2309  NG 8  1985 1995 82.5 5     15 59

COUPE QUATTRO 2309  NG 8  1985 1995 82.5 5     15 60

FOX 1471  YG  1973 1974 76.5 4     4 4

FOX 1588  1976 1979 79.5 4     4 5

FOX 1588  YH,YP;YT  1979 1983 79.5 4     4 6
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AUDI

AUDI
Lado izquierdo - Left side - Cote gauche

Lado derecho - Right side - Cote droit

u =

t =

c.c.
(CV)
(HP)

1 
  

 
80 
80 
(No: 81 A0000001>) 

 
 1272 60 FY  1979  1986 75 
 1272 55 FZ  1979  1986 75  

  

 93010700   (Mot: FZ) 412.6 

2 
  

 
80 

 
 1296 60 EP 8 1981 7 1983 75 

 

                                                      

 93040200   (No:F 81D000001>) 409 

                                                      

 93038400    409 

3 
  

 
80 

 
 1296 60 EP 8 1983 7 1986 75 

 

                                                      
 

 93040200   (No:F 81D000001>) 409 

                                                      

 93038400    409 

4 
  

 
FOX 
80 
80 
(No: 825 2000099>) 

 
 1471 75/85 YG  1973  1974 76.5 
 1471 75 YH  1973  1975 76.5 
 1471 75 YK  1973  1975 76.5 

 

                                                     

 93040100    409 

5 
  

 
80 
COUPE 
FOX 
4000 
(No: <8192 242 682) 

 
 1588 75/85 YN;YP;YT;YY  1975  1979 79.5 
 1588 85 WZ;WP;WV  1975  1979 79.5 
 1588 83   1976  1979 79.5 
 1588 83   1976  1979 79.5 

 

                                                     

 93040100   (80, Mot: YN;YP) 409 

6 
  

 
100 
80 
4E 
FOX 
4000 
COUPE 
(No: 8192 242 683>) 

 
 1588 85 YW  1979  1982 79.5 
 1588 110 YS;YZ;YN  1979  1983 79.5 
 1588 110 YH;YP;YT;YK  1979  1983 79.5 
 1588 110 YH,YP;YT  1979  1983 79.5 
 1588 110 YH;YP;YT  1979  1983 79.5 
 1588 75 VY;VZ  1980  1981 79.5 

 

                                                     

 93047200   (80, Mot: YN;YZ) 409 
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AUDI

Lado izquierdo - Left side - Cote gauche

Lado derecho - Right side - Cote droit

u =

t =

REF.
c.c.

(CV)
(HP)

7 
  

DIESEL 

80 D 
(No: <CR-176338) 

 
 1588 54 CR 8 1980 4 1981 76.5 

 

  

                                                     

 93010800    416 

8 
  

DIESEL 

80 D 
4000 TD 
4000 D 
80 TD 
(No: CR-176339>) 

 
 1588 54 CR;JK 5 1981 7 1985 76.5 
 1588 70 CY  1982  1983 76.5 
 1588 54 CR;JR  1982  1983 76.5 
 1588 70 CY  1982 7 1985 76.5 

 

  

 

                                                     

 93010800   (80 D, 80 TD) 416 

9 
  

DIESEL 

80 D 
80 TD 
90 TD 
(No: 81G000001>) 

 
 1588 54 JK 8 1985 8 1989 76.5 
 1588 70/80 RA;SB 8 1985 10 1991 76.5 
 1588 70/80 RA;SB 8 1985 10 1991 76.5 85000500 

(x8) 

  

 

 

                                                     

 93010900    416 

10 
  

DIESEL 

80 D 
80 TD 
90 TD 
(No: 81G000001>) 

 
 1588 54 JK 8 1985 8 1989 76.5 
 1588 70/80 CY 8 1985 10 1991 76.5 
 1588 70/80 CY 8 1985 10 1991 76.5 

85000500 
(x8) 

  

 

                                                     

 93010800   (No:F <81F220000) 416 

                                                      

 93010900   (No:F 81G00001>) 416 

11 
  

 
80 

 
 1595 75 DT 8 1983 6 1991 81 

85000500 
(x8) 

                                                      

 93040200   (No:<F 81G00000) 409 

                                                      

 93034400   (No:F 81G00001>) 409 
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AUDI

AUDI
Lado izquierdo - Left side - Cote gauche

Lado derecho - Right side - Cote droit

u =

t =

c.c.
(CV)
(HP)

12 
  

 
80 

 
 1595 75 JU 8 1983 6 1991 81 

85000500 
(x8) 

                                                      

 93040200   (No:<F 81G00000) 409 

                                                      

 93034400   (No:F 81G00001>) 409 

13 
  

 
80 
80 

 
 1595 75 RN;PP 8 1987 6 1991 81 
 1595 71 RN;ABM 1 1992 6 1993 81 85000500 

(x8) 
                                                      

 93034400    409 

14 
  

 
80 
100 

 
 1595 102 ABB  1990  1991 81 
 1595 102 ABB  1992  1993 81 

85000500 
(x8) 

                                                      

 93038000   (80) 409 

                                                      

 93010500   (100) 409 

15 
  

 
80 
80 
ADA (No: <034669) 

 
 1595 100 ADA 6 1993 7 1995 81 
 1595 71 ABM 7 1993  1996 81 

85000500 
(x8) 

                                                       

 93034400   (Mot:ABM) 409 

                                                      

 93010500   (Mot:ADA) 409 

16 
  

 
A4 
CABRIO 

 
 1595 101 ADP 11 1994   81 
 1595 101 ADP  1997   81 85000500 

(x8) 
                                                      

 93010600    409 
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Lado izquierdo - Left side - Cote gauche
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u =

t =

REF.
c.c.

(CV)
(HP)

17 
  

 
A3 
A3 
A4 

 
 1595 100 AEH 9 1996   81 
 1595 100 AKL 8 1997 6 1999 81 
 1595 100 ARM 8 1998 7 1999 81 

85000500 
(x8) 

                                                      

 93010600   (A3, Mot: AEH;AKL) 409 

18 
  

 
A4 
A4 
A3 

 
 1595 100 AHL 8 1997 7 1999 81 
 1595 100 ANA 8 1998 7 1999 81 
 1595 100 APF 6 1999   81 

85000500 
(x8) 

                                                      

 93010600    409 

19 
  

 
100 
100 
100 
100 

 
 1781 75/90 DS 9 1982  1990 81 
 1781 75/90 DR 9 1982  1990 81 
 1781 75/90 SH 9 1986  1990 81 
 1781 75/90 4B 9 1988  1990 81 

85000500 
(x8) 

                                                      

 93038400   (Mot:DS) 409 

 (<1986) 

                                                      

 93034500   (Mot:DS) (1986>) 409 

 (Mot:SH, 4B) 

                                                      

 93040200   (Mot:DR) 409 

  

20 
  

 
80 QUATTRO 
80 QUATTRO 

 
 1781 112 MU  1983 9 1991 81 
 1781 112 DZ  1983 9 1991 81 

85000500 
(x8) 

                                                      

 93038000   (Mot:DZ) (No:F 89H300001>) 409 

                                                      

 93047200   (Mot:DZ) (No:F 81F220000>) 409 

    (Mot:MU) (No:F 81F220000>)  
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AUDI
Lado izquierdo - Left side - Cote gauche

Lado derecho - Right side - Cote droit

u =

t =

c.c.
(CV)
(HP)

21 
  

 
80 
80 

 
 1781 110 PV 8 1984 9 1986 81 
 1781 90 JN 9 1986 10 1991 81 

85000500 
(x8) 

  

                                                     

 93007600   (Mot:JN) (No:<F 81F220000) 409 

  (Mot:JN) (No:F 81G000001>)  

                                                      

 93034500   (Mot:JN) (No:F 89H300001) 409 

                                                      

 93038000   (Mot:PV) 409 

22 
  

 
100 QUATTRO 
100 QUATTRO 
100 QUATTRO 

 
 1781 90 JW  1985  1991 81 
 1781 90 NP  1985  1991 81 
 1781 90 PH  1985  1991 81 

85000500 
(x8) 

                                                      

 93038400   (Mot:JW) 409 

 (1985-1988) 

                                                      

 93034500   (Mot:NP) 409 

                                                      

 93007600   (Mot:PH) (No:F 44G000001>) 409 
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Lado izquierdo - Left side - Cote gauche

Lado derecho - Right side - Cote droit

u =

t =

REF.
c.c.

(CV)
(HP)

23 
  

 
80 
80 
80 
80 
80 

 
 1781 75/90 JV  1986  1990 81 
 1781 75/90 NE  1986  1990 81 
 1781 75/90 RU  1986  1990 81 
 1781 75/90 PM  1986  1990 81 
 1781 75/90 SF  1986  1990 81 

85000500 
(x8) 

                                                      

 93034500   (Mot:JV) (No:F 89H300001>) 409 

                                                                                                                                                                     (Mot:NE; PM; SF) 

                                                      

 93038400   (Mot:JV) (No:<F 81H299000) 409 

  

                                                      

 93034400   (Mot:RU) 409 

24 
  

 
COUPE 

 
 1781 112 DZ 8 1986 7 1991 81 

85000500 
(x8) 

                                                      

 93038000    409 

25 
  

 
100 

 
 1781 90 RS  1986  1991 81 

85000500 
(x8) 

                                                      

 93034400    409 

26 
  

 
90 

 
 1781 112 DZ 8 1989 12 1991 81 

85000500 
(x8) 

                                                      

 93038000    409 

27 
  

DIESEL 

80 D 
80 TD 
(No: <1Y-315559) 
(No: <AAZ-462614) 

 
 1896 64 1Y 8 1989 10 1991 79.5 
 1896 75 AAZ 9 1991 5 1995 79.5 85000500 

(x8) 
                                                      

 93009300    416 

28 
  

DIESEL 

80 D 
80 TD 
(No: 1Y-315560>) 
(No: AAZ-462615>) 

 
 1896 64 1Y 8 1989 10 1991 79.5 
 1896 75 AAZ 9 1991 5 1995 79.5 85000500 

(x8) 
                                                      

 93009300    416 
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AUDI

AUDI
Lado izquierdo - Left side - Cote gauche

Lado derecho - Right side - Cote droit

u =

t =

c.c.
(CV)
(HP)

29 
  

DIESEL 

80 TDI 
(No: <AFF-002000) 
(No: <AFN-002000) 

 
 1896 90 1Z 9 1991 10 1994 79.5 

85000500 
(x8) 

                                                      

 93034900    416 

 (1993) 

                                                      

 93022100    416 

 (1994) 

30 
  

DIESEL 

A6 TDI 
A4 TDI 
CABRIO TDI 
A4 D 
(No: <AFF-002000) 
(No: <AFN-002000) 

 
 1896 90 AHU;1Z 7 1994 7 1996 79.5 
 1896 90/110 AHU;1Z;AFN 11 1994  1996 79.5 
 1896 90 AHU;1Z 8 1995 7 1996 79.5 
 1896 75 AFF 12 1995  1996 79.5 

85000500 
(x8) 

                                                      
 

 93022100    416 

31 
  

DIESEL 

A4 D 
A4 TDI 
A6 TDI 
(No: AFF-002001>) 
(No: AFN-002001>) 

 
 1896 75 AFF  1996   79.5 
 1896 110 AFN  1996   79.5 
 1896 110 AFN 4 1997   79.5 

85000500 
(x8) 

                                                      

 93022100    416 

32 
  

DIESEL 

A6 TDI 
A4 TDI 

 
 1896 90 AHU 7 1996 10 1997 79.5 
 1896 90 AHU 8 1996 7 1997 79.5 85000500 

(x8) 

                                                      

 93022100    416 

33 
  

DIESEL 

A4 TDI 
A4 TDI 
A4 TDI QUATTRO 

 
 1896 90 AHH 4 1997 1 1999 79.5 
 1896 110 AVG 8 1999 1 2000 79.5 
 1896 110 AVG 8 1999 1 2000 79.5 85000500 

(x8) 
                                                      

 93022100   (Mot: AVG) (No. 8DX200001>) 416  

    (Mot: AHH)  

34 
  

DIESEL 

A4 TDI 
 
 1896 90 AHH 2 1999   79.5 

85000500 
(x8) 

                                                      

 93022100    416 
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t =

REF.
c.c.

(CV)
(HP)

35 
  

DIESEL 

A6 TDI 
 
 1896 110 AVG 8 1999 10 2000 79.5 

85000500 
(x8) 

                                                      

 93022100    416 

36 
  

 
80 QUATTRO 
80 
90 
COUPE 

 
 1984 113 3A 8 1988 9 1990 82.5 
 1984 113 3A 8 1988 10 1990 82.5 
 1984 113 3A 1 1988 12 1988 82.5 
 1984 113 3A 5 1989 7 1990 82.5 

85000500 
(x8) 

                                                      

 93038000    409 

37 
  

 
80 
100 
COUPE 
80 QUATTRO 
100 QUATTRO 

 
 1984 115 AAD;ABK 8 1990 3 1993 82.5 
 1984 115/101 AAD 8 1990 3 1993 82.5 
 1984 115 AAD;ABK 8 1990 5 1993 82.5 
 1984 115 AAD;ABK 10 1990 3 1993 82.5 
 1984 115 AAD 12 1990 7 1992 82.5 

85000500 
(x8) 

                                                     
 

 93010500    409 

38 
  

 
100 

 
 1984 101 AAE 8 1990 3 1993 82.5 

85000500 
(x8) 

                                                     
 

 93040000    409 

39 
  

 
80 
100 

 
 1984 90 ABT 9 1991 6 1995 82.5 
 1984 101 AAE 4 1993 7 1994 82.5 85000500 

(x8) 
                                                     

 93040000    409 

40 
  

 
CABRIO 
(No: <8G-S009000) 
(No: <ABK245263) 

 
 1984 115 ABK 1 1993 9 1998 82.5 

85000500 
(x8) 

                                                     

 93010500    409 

41 
  

 
CABRIO 
(No: <8G-S009000) 
(No: ABK245264>) 

 
 1984 115 ABK 1 1993 9 1998 82.5 

85000500 
(x8) 

                                                     

 93010500    409 

42 
  

 
CABRIO 
(No: 8G-S009000>) 
(No: <ABK245263) 

 
 1984 115 ABK 1 1993 9 1998 82.5 

85000500 
(x8) 

                                                     

 93010500    409 
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(CV)
(HP)

43 
  

 
CABRIO 
(No: 8G-S009000>) 
(No: ABK245263>) 

 
 1984 115 ABK 1 1993 9 1998 82.5 

85000500 
(x8) 

  

                                                    

 93010500    409 

44 
  

 
80 
80 QUATTRO 
100 
COUPE 

 
 1984 115 ABK 4 1993 7 1995 82.5 
 1984 115 ABK 4 1993 7 1995 82.5 
 1984 115 ABK  1993 7 1994 82.5 
 1984 115 ABK 6 1993  1995 82.5 

85000500 
(x8) 

  

                                                    

 93010500    409 

45 
  

 
80 
(No: <8C-S170000) 
(No: <ADW000954) 

 
 1984 107 ADW 11 1993 6 1995 82.5 

85015800 
(x8) 

  

                                                    

 93010500    409 

46 
  

 
80 
(No: <8C-S170000) 
(No: ADW000955>) 

 
 1984 107 ADW 11 1993 6 1995 82.5 

85015800 
(x8) 

                                                     

 93010500    409 

47 
  

 
80 
(No: 8C-S170001>) 
(No: <ADW000954) 

 
 1984 107 ADW 11 1993 6 1995 82.5 

85015800 
(x8) 

                                                     

 93010500    409 

48 
  

 
80 
(No: 8C-S170001>) 
(No: ADW000955>) 

 
 1984 107 ADW 11 1993 6 1995 82.5 

85015800 
(x8) 

                                                     

 93010500    409 

49 
  

 
100 

 
 1984 107 ADW 12 1993 7 1994 82.5 

85000500 
(x8) 

                                                     

 93010500    409 

50 
  

 
A6 
A6 

 
 1984 101/107 AAE;ADW 10 1994 6 1996 82.5 
 1984 115 ABK 10 1994 6 1996 82.5 85000500 

(x8) 
                                                     

 93010500    409 

 



- 13 -

AUDI

AUMENTE EL RENDIMIENTO Y DISMINUYA EL CONSUMO DE SU MOTOR SUSTITUYENDO EL ÁRBOL DE LEVAS DESGASTADO

IMPROVE THE PERFORMANCE AND REDUCE THE CONSUMPTION OF YOUR ENGINE SUBSTITUYING THE OLD USED CAMSHAFT

AUGMENTEZ LE RENDEMENT ET DIMINUEZ LA CONSOMMATION DE VOTRE MOTEUR EN SUBSTITUANT L’ARBRE A CAMES USE

O
rd

en
ad

o 
po

r
S

or
te

d 
by

O
rd

re
 s

el
on

NOTAS
Notes
Notes

AUDI

Lado izquierdo - Left side - Cote gauche

Lado derecho - Right side - Cote droit

u =

t =

REF.
c.c.

(CV)
(HP)

51 
  

 
80 16V 
80 QUATTRO 16V 
(DOHC) 

 
 1985 137/140 6A 3 1990 7 1992 82.5 
 1985 137/140 6A 3 1990 7 1992 82.5 

85000500 
(x16) 

  

 

 93034700   (No:F <8CN160000) 388.4 

 (ADM-IN) 

  

 

 93034800   (No:F <8CN160000) 442.8 

 (ESC-EX) 

  

 93035400   (No:F 8CN160001>) 387.8 

 (ADM-IN) 

  

 93035500   (No:F 8CN160001>) 443 

 (ESC-EX) 

52 
  

DIESEL 
100 D 
AVANT D 
100 TD 
100 TD 
(No: 44G000001>) 

 
 1986 70 CN 8 1985 7 1989 76.5 
 1986 70 CN 8 1985 7 1989 76.5 
 1986 90 DE 8 1985 12 1987 76.5 
 1986 101 NC 3 1988 12 1990 76.5 

85000500 
(x10) 

  

 93038700    546.4 

53 
  

 
100 QUATTRO 
100 
200 

 
 2226 120 PX 9 1983 11 1990 81 
 2226 115/138 KZ 8 1984 9 1991 81 
 2226 165 MC 8 1984 11 1990 81 

85000500 
(x10) 

  

 

 

 93038300   (Mot:MC) (No:F <44K02000) 538 

  

 93047000   (Mot:MC) (No:F 44K02001>) 537.9 

  

 93039700   (Mot:KZ; PX) 537.9 
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54 
  

 
200 
100 
COUPE 
90 
90 QUATTRO 

 
 2226 165 1B;2B 8 1984 11 1990 81 
 2226 115/138 KU 8 1984  1990 81 
 2226 115/138 HY;KV 8 1984 7 1991 81 
 2226 115/138 KV;HY 8 1984 9 1991 81 
 2226 136 KV 8 1984 9 1991 81 

85000500 
(x10) 

  

 93047000    537.9 

55 
  

 
100 QUATTRO 
100 QUATTRO 
100 
A6 

 
 2309 133 NF 8 1985 7 1994 82.5 
 2309 133 AAR 8 1985 7 1994 82.5 
 2309 133 AAR 8 1985 7 1994 82.5 
 2309 133 AAR 6 1994   82.5 

85000500 
(x10) 

  

 93038300   (Mot:NF) (No:F <44K081710) 538 

 (1988-1991) 
                                                                                                                                                                             (<1987) 

  

 93047000   (Mot:NF) (No:F 44K081711>) 537.9 

 (1988-1991) 
   

 

 93040300   (Mot:AAR) 540.8 

56 
  

 
100 

 
 2309 133 NF 8 1985 7 1994 82.5 

85000500 
(x10) 

  

 93038300   (<1987) 538 

                                  (No:F <44K074500)  
 (1987-1989) 

  

 93047000   (No:F 44K074501>) 537.9 

 (1987-1989)   
  (1990-1991) 

57 
  

 
80 
90 

 
 2309 133 NG 8 1985 11 1994 82.5 
 2309 133 NG 8 1985 11 1994 82.5 

85000500 
(x10) 

  

 93038300   (No:F <89K221000) 538 

 (08/1987-07/1989) 

  

 93047000   (No:F 89K221001>) 537.9 

 (08/1987-07/1989)     
  (08/1989-12/1991) 
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u =

t =

REF.
c.c.

(CV)
(HP)

58 
  

 
80 
90 

 
 2309 133 NG 8 1985 11 1994 82.5 
 2309 133 NG 8 1985 11 1994 82.5 

85000500 
(x10) 

  

 93040300   (No:F 8CN000001-F 8CN300000) 540.8 

 (1992) 
                                                                                                                                                                           (1993-1996) 
  

 93047000   (No:F 8AN000001-F 8AN200000) 537.9 

 (1992)  

59 
  

 
COUPE QUATTRO 
COUPE 

 
 2309 133 NG 8 1985  1995 82.5 
 2309 133 NG 8 1990  1995 82.5 

85000500 
(x10) 

  

 93038300   (No:F <8BK009200) 538 

 (1989>) 
  

 93047000   (No:F 8BK009201-F 8BM033000) 537.9 

 (1989>) 

  

 93040300   (No:F 8BM033001>) 540.8 

 (1989>) 

60 
  

 
COUPE QUATTRO 
90 QUATTRO 
5000 S QUATTRO 
COUPE 
80 QUATTRO 

 
 2309 133 NG 8 1985  1995 82.5 
 2309 133 NG 4 1987 9 1991 82.5 
 2309 133 NG  1987  1988 82.5 
 2309 133 NG 8 1990  1995 82.5 
 2309 133 NG 9 1991 11 1994 82.5 

85000500 
(x10)   

 93038300    538 

 (<1988) 

61 
  

 
CABRIO 

 
 2309 133 NG 8 1990  1995 82.5 85000500 

(x10)   

 93040300    540.8 

62 
  

DIESEL 

100 
100 

 
 2371 82 3D 8 1989 11 1990 79.5 
 2371 82 AAS 9 1991 5 1994 79.5 

85000500 
(x10)                                                       

 93038700    546.4 

63 
  

DIESEL 

100 TDI 
100 TDI 

 
 2461 120 1T 1 1990 8 1991 81 
 2461 115 ABP 9 1991  1993 81 

85000500 
(x10)                                                       

 93038800    546.4 

64 
  

DIESEL 

100 TDI 
A6 TDI 
A6 TDI 

 
 2461 115 AAT  1993 5 1994 81 
 2461 115 AAT 6 1994  1997 81 
 2461 140 AEL 7 1995  1997 81 

85000500 
(x10)                                                       

 93038800    546.4 

 


