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SEM RUBBER - METAL PARTS CO.

SUSPANSIYON KORUKLERI GRUBU / AIR SPRINGS GROUP

SEM NO. 72.0081.C

MODEL
MERCEDES
Discos

REF. NO
Contitech

Firestone
Dunlop
Phoenix

Goodyear

1T17B-1
D13B42

1R13-150

CF Gomma

SEM NO. 72.1885.R1

MODEL

MAN

IVECO

REF. NO

Contitech 1885 N1
Firestone 1R2A445 280
Dunlop D12S07
Phoenix 1F20B
Goodyear 9003

CF Gomma 1SC 270-28

SEM NO. 72.4004.C03

MODEL
SAF

REF. NO
Contitech 4004 NPO3
Firestone

Dunlop

Phoenix

Goodyear

CF Gomma

SEM NO. 72.4004.CP03

MODEL

SAF

REF. NO

Contitech 4004 NP0O3
Firestone 1T 17BS-6
Dunlop D12B13
Phoenix 1DK 22 E-8
Goodyear 1R11-713
CF Gomma 17323-33
e | 346

Suspansiyon Koérukleri Grubu / Air Springs Group

Komple Metal Pistonlu / Complete With Steel Piston

e

BE-M°
SEM RUBBER - METAL PARTS CO.

72.0081.C

141

370

@ 259

@ 260

@144

M20 x 1.5
M14 x 1.5

TECHNICAL SPECIFICATION

Total Weight
Operation Pressure
Operation Space
Assembly Height

Loading Capacity

: 13.50 kg.
: 5.0 bar

: 400 mm.
: 340 mm.

: 2450 kg.

Roll / Rolling Lobe Air Spring

@230

72.1885.R1

Komple Metal Pistonlu / Complete With Steel Piston

ot

=e-M

SEM RUBBER - METAL PARTS CO.

72.4004.C03

M22x1.5 6H-7H

M12x1.75 6H-7H

Komple Plastik Pistonlu / Complete With Plastic Piston

L. 0

G
=

SEM RUBBER - METAL PARTS CO.

72.4004.CP03

350

M22 x 1.5

@ 259

www.semlastik.com

TECHNICAL SPECIFICATION

Total Weight : 1.90 kg.
Operation Pressure : 5.0 bar
Operation Space  : 300 mm.
Assembly Height  : 260 mm.
Loading Capacity  : 2000 kg.

TECHNICAL SPECIFICATION

Total Weight : 9.50 kg.
Operation Pressure : 5.0 bar
Operation Space  : 325 mm.
Assembly Height ~ : 350 mm.
Loading Capacity  : 2250 kg.

TECHNICAL SPECIFICATION

Total Weight : 6.80 kg.
Operation Pressure : 5.0 bar
Operation Space  : 325 mm.
Assembly Height ~ : 350 mm.
Loading Capacity  : 2250 kg.
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E-M SUSPANSIYON KORUKLERi GRUBU / AIR SPRINGS GROUP

SEM RUBBER - METAL PARTS CO.

Suspansiyon Koérukleri Grubu / Air Springs Group

SEM NO. 72.4004.S02 Metalli Pistonsuz / Service Assembly
MODEL e TECHNICAL SPECIFICATION
SAF ;’H{i Total Weight : 5.20 kg.
|
REF. NO Eﬁf@ e Operation Pressure : 5.0 bar
Contitech 4004 NP02 72.4004.502 Soeration S
Firestone 1T 17BS-6 ‘ g peration Space  : 325 mm.
\
Dunlop D12U13 | W16 Assembly Height  : 350 mm.
Phoenix 1DK 22 E-5 NP |
Goodyear 1R11-705 ‘ Loading Capacity  : 2250 kg.
CF Gomma 1T19E-5
SEM NO. 72.4022.C02 Komple Metal Pistonlu / Complete With Steel Piston
MODEL TECHNICAL SPECIFICATION
SAF R Total Weight : 9.50 kg.
REF. NO 72.4022.C02 puz1ses pmsen Operation Pressure : 5.0 bar
Contitech 4022 NP02 3| =~ .
Firestone 1T 17BS-6 S Operation Space  : 325 mm.
Dunlop D12B14 o5 Assembly Height  : 350 mm.
Phoenix 1DK 22 E-9 S
Goodyear 1R11-714 Loading Capacity  : 2250 kg.
CF Gomma 1T 300-37
SEM NO. 72.4022.C03 Komple Metal Pistonlu / Complete With Steel Piston
MODEL TECHNICAL SPECIFICATION
SAF -7 Total Weight :9.50 kg.
- ®
@ Operation Pressure : 5.0 bar
REF. NO 72.4022.C03 2xM12x1.5 6 M22x1.5 6H-7H
Contitech 4022 NP03 ]
. N o Operation Space  : 325 mm.
Firestone E b | &
[1s0] ]
Dunlop k/ Assembly Height  : 350 mm.
Phoenix
Goodyear M1261.75 BH-TH Loading Capacity  : 2250 kg.
CF Gomma

SEM NO. 72.4022.CP02 Komple Plastik Pistonlu / Complete With Plastic Piston

MODEL ﬂ_‘L J TECHNICAL SPECIFICATION

SAF = m— . om Total Weight : 6.90 kg.
AN om0

REF. NO E-M° Operation Pressure : 5.0 bar

Contitech 4022 N2 72.4022.CP02 " [\ e .

Firestone 1T 17856 . YA - Operation Space  : 325 mm.

Dunlop D12B14 Assembly Height  : 350 mm.

Phoenix 1DK 22 E-9 wz2x1s

Goodyear 1R11-714 Loading Capacity  : 2250 kg.

CF Gomma 1T 300-37
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E-M SUSPANSIYON KORUKLERi GRUBU / AIR SPRINGS GROUP

SEM RUBBER - METAL PARTS CO.

Suspansiyon Koérukleri Grubu / Air Springs Group

SEM NO. 72.4022.CP03 Komple Plastik Pistonlu / Complete With Plastic Piston

MODEL ﬂL J TECHNICAL SPECIFICATION
< - > @259 ; .

SAF F T '\ . 5220 Total Weight £ 6.90 kg.

B-M° ' :

REF. NO == Operation Pressure : 5.0 bar

Contitech 4022 NPO3 72.4022.CPO3 SRNT Ooeration S a9

Firestone 1T17BS-6 g af peration space - mm.

Dunlop D12B14 7 2 Assembly Height ~ : 350 mm.

Phoenix 1DK 22 E-9 3 M22x 15

Goodyear 1R11-714 Loading Capacity  : 2250 kg.

CF Gomma 1T 300-37

SEM NO. 72.4022.CP05 Komple Plastik Pistonlu / Complete With Plastic Piston

MODEL ﬂL J] TECHNICAL SPECIFICATION

SAF FLL'J—W\ Total Weight :6.90 kg.

REF. NO =HE-M — 2 Operation Pressure : 5.0 bar

Contitech 4022 NP05 72.:4022.CPOS .

Firestone 1T 17BS-6 g Operation Space  : 325 mm.

Dunlop D11 B41 e Assembly Height  : 350 mm.

Phoenix 1DK 22 E-11

Goodyear 1R11-781 Loading Capacity  : 2250 kg.

CF Gomma

SEM NO. 72.4022.S02 Metalli Pistonsuz / Service Assembly

MODEL e TECHNICAL SPECIFICATION

SAF &&7 Total Weight : 4.80 kg.
| «—

REE. NO E-M" -~ Operation Pressure : 5.0 bar

Contitech 4022 NP02 72.402‘2.802 .

Firestone 1T 17BS-6 i ; o Operation Space  : 325 mm.

Dunlop D11 U40 i W16 Assembly Height ~ : 350 mm.

Phoenix 1 DK 22 E-9 NP i

Goodyear 1R11-709 Loading Capacity  : 2250 kg.

CF Gomma

SEM NO. 72.40301.C Komple Metal Pistonlu / Complete With Steel Piston

MODEL &ﬂ M1t ot oo TECHNICAL SPECIFICATION

Y Total Weight : 7.5kg.

REF. NO “72.40301.C Operation Pressure : 5.0 Bar

Contitech \ o 0 oS 315

Firestone 1T15VR-3 W01S158192 peration space 3 315 mm.

Dunlop zong” | Assembly Height ~ : 300 mm.

Phoenix G}u{o

Goodyear Loading Capacity  : 3500 kg.

CF Gomma
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E-M SUSPANSIYON KORUKLERi GRUBU / AIR SPRINGS GROUP

SEM RUBBER - METAL PARTS CO.

Suspansiyon Koérukleri Grubu / Air Springs Group

SEM NO. 72.40302.C Komple Metal Pistonlu / Complete With Steel Piston

MODEL TECHNICAL SPECIFICATION

2x011.9 Total We|ght :15 kg

M14x1,5 6H

Operation Pressure : 5.0 bar

REF. NO T240505C
Contitech 5259 0 ion S .3
Firestone 1T15VFR-3 \WO1M5858192 peration Space - 315 mm.
Dunlop " Assembly Height  : 300 mm.
Phoenix
Goodyear Loading Capacity  : 4000 kg.
CF Gomma o

SEM NO. 72.40303.C Komple Metal Pistonlu / Complete With Steel Piston

MODEL TECHNICAL SPECIFICATION
SCANIA ——r Mg Total Weight : 7.50 kg.
REF. NO 7240§03”c ﬁq} - e Operation Pressure : 5.0 bar
Contitech ! B 1 \ .

: a { j Operation Space  : 260 mm.
Firestone \ }

Dunlop ) ] - Assembly Height ~ : 270 mm.
Phoenix = oo
Goodyear Loading Capacity : 2100 kg.
CF Gomma

SEM NO. 72.40304.C Komple Metal Pistonlu / Complete With Steel Piston

MODEL R TECHNICAL SPECIFICATION
SCANIA Ee-M® MBSO e Total Weight : 8.00 kg.

72.40304.C 55 2x@11.9
REF. NO ‘ ) 56”}“ ~ 2119 Operation Pressure : 5.0 bar
Contitech Igc " N " .
Firestone \ 1 Tt Operation Space  : 270 mm.
Dunlop ~ e Assembly Height ~ : 280 mm.
Phoenix 140
Goodyear Loading Capacity  : 1900 kg.
CF Gomma
SEM NO. 72.40305.C Komple Metal Pistonlu / Complete With Steel Piston
MODEL TECHNICAL SPECIFICATION
SCANIA MIALSOH Total Weight : 8.50 kg.
REE. NO 72.40305.C | ﬁﬂ} e Qs Operation Pressure : 5.0 bar
Contitech B . o 0 ion'S 27
Firestone ) | 4T peration Space  : 270 mm.
Dunlop el 0203 Assembly Height ~ : 280 mm.
Phoenix ' o140
Goodyear : Loading Capacity  : 2000 kg.
CF Gomma
www.semlastik.com saia | 349
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E-M SUSPANSIYON KORUKLERi GRUBU / AIR SPRINGS GROUP

SEM RUBBER - METAL PARTS CO.

Suspansiyon Koérukleri Grubu / Air Springs Group

SEM NO. 72.40306.C Komple Metal Pistonlu / Complete With Steel Piston

MODEL TECHNICAL SPECIFICATION
SCANIA @ MissLEOH Total Weight : 8.80 kg.
REF. NO 7240200 / W} sz % Operation Pressure : 5.0 bar
Contitech Bl | ‘ .

. i 3 j % Operation Space  : 265 mm.
Firestone ! ! !

Dunlop : ] = Assembly Height ~ : 275 mm.
Phoenix ) red e, 140 2206
Goodyear Loading Capacity  : 2050 kg.
CF Gomma

SEM NO. 72.40307.C Komple Metal Pistonlu / Complete With Steel Piston

MODEL TECHNICAL SPECIFICATION
Total Weight : 8.00 kg.

REF. NO 724q§07”C Operation Pressure : 5.0 bar
Contitech 1440307

. Operation Space  : 270 mm.
Firestone
Dunlop Assembly Height  : 290 mm.
Phoenix
Goodyear Loading Capacity  : 2600 kg.
CF Gomma
SEM NO. 72.4156.C04 Komple Metal Pistonlu / Complete With Steel Piston
MODEL ] . TECHNICAL SPECIFICATION
ﬁECVWG : 0220 Total Weight 19.0 kg.
ROR 2E-M |
REE. NO S a150. 004 ) Operation Pressure : 5.0 bar
Contitech 4156 NP04 ® 0 onS
Firestone 1T 15M6 ., peration Space  : 335 mm.
Dunlop D12 B33 g Assembly Height  : 370 mm.
Phoenix é g VZISUNCG [0 16 UNE

U 1/4-18 NPT . .

Goodyear 1R12-716 ] Loading Capacity  : 2400 kg.
CF Gomma 1T 323-33 &
SEM NO. 72.4156.C06 Komple Metal Pistonlu / Complete With Steel Piston
MODEL TECHNICAL SPECIFICATION
FRUEHAUF .o Total Weight : 8.10 kg.
ROR
REE. NO T ) Operation Pressure : 5.0 bar
Contitech 4156 NP06 ° 0 on'S 335
Firestone 1T 15M-6 peration Space mm.
Dunlop D12B19 Assembly Height ~ : 370 mm.
Phoenix 1 DK-21A-2
Goodyear 1R12-719 Loading Capacity  : 2400 kg.

CF Gomma 17323-33
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SEM RUBBER - METAL PARTS CO.

SUSPANSIYON KORUKLERI GRUBU / AIR SPRINGS GROUP

Suspansiyon Koérukleri Grubu / Air Springs Group

SEM NO. 72.4156.C07 Komple Metal Pistonlu / Complete With Steel Piston

MODEL e TECHNICAL SPECIFICATION
SMB f; ' % Total Weight - 8.30 kg.
FRUEHAUF BE-M°
: Operation Pressure : 5.0 bar

REF. NO 72.4156.C07
Contitech 4156 NPO7 )

: Operation Space  : 335 mm.
Firestone
Dunlop Assembly Height ~ : 370 mm.
Phoenix 1DK 23 K-28 M12 M12x 1.5
Goodyear Heoxe Loading Capacity  : 2400 kg.
CF Gomma

SEM NO. 72.4156.C09

MODEL om0 TECHNICAL SPECIFICATION
FRUEHAUF Total Weight :10.00 kg.
ROR

REE. NO Operation Pressure : 5.0 bar
Contitech 4156 NP09 - .

Firestone 1T 15M6 3 Operation Space  : 335 mm.
Dunlop D12B16 Assembly Height  : 370 mm.
Phoenix

Goodyear 1R12-706 Loading Capacity  : 2400 kg.
CF Gomma

SEM NO. 72.4156.C11

Komple Metal Pistonlu

0228

/ Complete With Steel Piston

/ Complete With Steel Piston

MODEL TECHNICAL SPECIFICATION
/ Total Weight 110 kg.
r‘ﬂgjﬂ_ o
B-M°

REF. NO 72.4166.011 ; A e Operation Pressure : 5.0 bar
Contitech 4156NP11 o .

, i = Operation Space  : 335 mm.
Firestone r‘\
Dunlop . //—‘ VIR Assembly Height  : 370 mm.
Phoenix .
Goodyear . Loading Capacity  : 2400 kg.
CF Gomma el

SEM NO. 72.4156.CP10

Komple Metal Pistonlu / Complete With Steel Piston

MODEL i o /O TECHNICAL SPECIFICATION
MERCEDES . — I"'— Total Weight : 8.50 kg.
or SE-M
REE. NO %’fi“i%”é'.‘&‘ﬁ? Operation Pressure : 5.0 bar
Contitech 4156 NP10 ! - Operation Space  : 335 mm.
Firestone 1D 15 M-6 ®/ :
Dunlop Assembly Height  : 370 mm.
Phoenix : ) )
Goodyear Loading Capacity  : 2400 kg.
CF Gomma
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E-M SUSPANSIYON KORUKLERi GRUBU / AIR SPRINGS GROUP

SEM RUBBER - METAL PARTS CO.

Suspansiyon Koérukleri Grubu / Air Springs Group

SEM NO. 72.4156.CP14 Komple Plastik Pistonlu / Complete With Plastic Piston

MODEL #] . A 2229 TECHNICAL SPECIFICATION
HENDRICKSON .
Total Weight : 7.00 kg.

NEWAY E-M 9 ‘
EEFR NO 724150.CP14 e Operation Pressure : 5.0 bar
Contitech 4156 NP14 Ug

: Operation Space ~ : 335 mm.
Firestone
Dunlop D12B33 3 VABUNC [ Assembly Height ~ : 370 mm.
Phoenix 1 DK 23 K-9082 | i 418 NPT
Goodyear 1R12-716 | | Loading Capacity  : 2400 kg.

CF Gomma 17323-32

SEM NO. 72.4156.CP15 Komple Plastik Pistonlu / Complete With Plastic Piston

MODEL 220 TECHNICAL SPECIFICATION
FRUEHAUF Total Weight +7.00 kg.
HENDRICKSON

R 0 R 'SEM RUBBER - METAL PARTS CO. . .

REE. NO 72.15.c15 : Operation Pressure : 5.0 bar
Contitech 4156 NP15 £ Operation S 338
Firestone 1T 15M-6 peration opace mm.
Dunlop D12 B19 ST 2 S Assembly Height ~ : 370 mm.
Phoenix ! M20 x 15

Goodyear 1R12-719 ! Loading Capacity  : 2400 kg.

CF Gomma 1T 323-33

SEM NO. 72.4156.CP16 Komple Plastik Pistonlu / Complete With Plastic Piston

MODEL . TECHNICAL SPECIFICATION
HENDRICKSON M o220 Total Weight . 6.50 kg.
ROR 2E-M A—
REE. NO 72.4156.CP16 . Operation Pressure : 5.0 bar
Contitech 4156 NP16 U & )

: Operation Space  : 335 mm.
Firestone
Dunlop . Assembly Height  : 370 mm.
Phoenix .
Goodyear Iy Loading Capacity  : 2400 kg.
CF Gomma
SEM NO. 72.4156.S01 etalli Pistonsuz ervice Assembly

Metalli Pi / Service A bl

MODEL TECHNICAL SPECIFICATION
HENDRICKSON 522 Total Weight : 4.60 kg.
ROR @117 . )
REE. NO D Operation Pressure : 5.0 bar
Contitech 41 56 NPO] 'SEM RUBBER - METAL PARTS CO.

: 72.4156.S01 Q Operation Space  : 335 mm.
Firestone §
E:nlo? . \ i L3-toune 1/2-13UNC Assembly Height  : 370 mm.

oenix -

Goodyear Loading Capacity  : 2400 kg.
CF Gomma d
saia| 362 www.semlastik.com
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SEM RUBBER - METAL PARTS CO.

SEM NO. 72.4156.S05

MODEL
FRUEHAUF

REF. NO
Contitech

Firestone
Dunlop
Phoenix
Goodyear

CF Gomma

4156 NP05

1T 323-33

SEM NO. 72.4156.S12

Suspansiyon Koérukleri Grubu / Air Springs Group

SUSPANSIYON KORUKLERI GRUBU / AIR SPRINGS GROUP

Metalli Pistonsuz / Service Assembly

@ 254

SEM RUBBER - METAL PARTS CO.

72.4156.S05

Metalli Pistonsuz

@ 254

@229

425

M12x 1.5
M20 x 1.5

M12

/ Service Assembly

MODEL
HENDRICKSON

MAN

REF. NO
Contitech

Firestone
Dunlop
Phoenix
Goodyear

CF Gomma

4156 NP12

SEM NO. 72.4157.CP03

MODEL
FRUEHAUF

NEWAY

ROR
REF. NO

Contitech
Firestone
Dunlop
Phoenix
Goodyear

CF Gomma

4157 NP03

SEM NO. 72.4157.CP04

MODEL
MERCEDES
ROR

REF. NO
Contitech

Firestone
Dunlop
Phoenix
Goodyear

CF Gomma

4157 NP04
1T 15MPW-7
D12B18
1DK 21 A-4
1R11-111

E-M°
SEM RUBBER - METAL PARTS CO.

72.4156.512

SEM RUBBER - METAL PARTS CO.

72.4157.CP03

116

425

M12

@ 259

400

171

U

=

I ' I

SEM

SEM RUBBER - METAL PARTS CO.

72.41T7.CP04

400

M22 x 1.5

171

www.semlastik.com

@116
-

M12

@ 200

TECHNICAL SPECIFICATION

Total Weight :
Operation Pressure
Operation Space
Assembly Height

Loading Capacity

4.60 k.

: 5.0 bar
: 335 mm.
: 370 mm.

: 2400 kg.

TECHNICAL SPECIFICATION

Total Weight : 4.00 kg.

Operation Pressure
Operation Space
Assembly Height

Loading Capacity

: 5.0 bar
: 335 mm.
: 370 mm.

: 2400 kg.

TECHNICAL SPECIFICATION

Total Weight :
Operation Pressure
Operation Space
Assembly Height

Loading Capacity

5.20 kg.

: 5.0 bar
2310 mm.
: 400 mm.

: 2100 kg.

TECHNICAL SPECIFICATION

Total Weight :
Operation Pressure
Operation Space
Assembly Height

Loading Capacity

sayfa
page

5.30 kg.

: 5.0 bar
2310 mm.
: 400 mm.

: 2100 kg.

353



E-M®

SEM RUBBER - METAL PARTS CO.

SUSPANSIYON KORUKLERI GRUBU / AIR SPRINGS GROUP

SEM NO. 72.4157.CP05

MODEL
GRANNING
ROR

REF. NO
Contitech
Firestone
Dunlop
Phoenix
Goodyear
CF Gomma

SEM NO. 72.4157.CP06

MODEL
ROR

REF. NO
Contitech

Firestone
Dunlop
Phoenix
Goodyear

CF Gomma

SEM NO. 72.4157.CP08

MODEL
FRUEHAUF

NEWAY

ROR
REF. NO

Contitech
Firestone
Dunlop
Phoenix
Goodyear

CF Gomma

SEM NO. 72.4157.CP09

MODEL
ROR

REF. NO
Contitech

Firestone
Dunlop
Phoenix
Goodyear

CF Gomma

354

sayfa
page

4157 NP05
1T 15MPW-7
D12B17

1DK 21 A-3
1R11-106

4157 NP06
1T15MPW-7
D11 B37
1DK 20 A-1
1R11-764

4157 NP08

D12 B30
1DK 20 C-2
1R11-773

4157 NP09
1T 15MPW-7
D12 B17
1DK 21 A-31
1R11-106

Suspansiyon Koérukleri Grubu / Air Springs Group

Komple Plastik Pistonlu / Complete With Plastic Piston

SEM RUBBER - METAL PARTS CO.

72.4157.CP05

@ 259
@ 200

100
R S—

2xM12

Komple Plastik Pistonlu / Complete With Plastic Piston

=E-M

SEM RUBBER - METAL PARTS CO.

72.4157.CP06

400

190

@ 259

@ 260

Komple Plastik Pistonlu / Complete With Plastic Piston

@259

(== )

SEM RUBBER - METAL PARTS CO.

72.4157.CP08
I

330

120

@ 240

M20 x 1.5 M12

M12x 1.5

Komple Plastik Pistonlu / Complete With Plastic Piston

SEM RUBBER - METAL PARTS CO.

72.4157.CP09

400

U

171

www.semlastik.com

TECHNICAL SPECIFICATION

Total Weight : 5.30 kg.
Operation Pressure : 5.0 bar
Operation Space  : 310 mm.
Assembly Height  : 400 mm.
Loading Capacity  : 2100 kg.

TECHNICAL SPECIFICATION

Total Weight : 5.80 kg.
Operation Pressure : 5.0 bar
Operation Space  : 310 mm.
Assembly Height  : 400 mm.
Loading Capacity  : 2250 kg.

TECHNICAL SPECIFICATION

Total Weight : 5.80 kg.
Operation Pressure : 5.0 bar
Operation Space 310 mm.
Assembly Height  : 330 mm.
Loading Capacity  : 2200 kg.

TECHNICAL SPECIFICATION

Total Weight : 5.60 kg.
Operation Pressure : 5.0 bar
Operation Space  : 310 mm.
Assembly Height  : 400 mm.
Loading Capacity  : 2100 kg.



E-M®

SEM RUBBER - METAL PARTS CO.

SEM NO. 72.4157.CP10

MODEL
MERCEDES
Axor

REF. NO
Contitech
Firestone
Dunlop
Phoenix
Goodyear

CF Gomma

4157 NP10 @—/

D12B19
1 DK 20A-51

SEM NO. 72.4157.S

MODEL
FRUEHAUF
ROR

REF. NO
Contitech

Firestone
Dunlop
Phoenix
Goodyear

CF Gomma

4157N

SEM NO. 72.4157.S02

MODEL
ROR

REF. NO
Contitech

Firestone
Dunlop
Phoenix
Goodyear

CF Gomma

4157 NP02

SEM NO. 72.4158.CP03

MODEL
SCHMITZ

REF. NO
Contitech

Firestone
Dunlop
Phoenix
Goodyear

CF Gomma

4158 NPO3
1T 15MPW-9
D12 B22

1 DK 20 B-1
1R12-749

Suspansiyon Koérukleri Grubu / Air Springs Group

Komple Metal Pistonlu / Complete With Steel Piston

SEM RUBBER - METAL PARTS CO.

72.4157.CP10
@

1691

400

Metalli Pistonsuz

2248

.1l

==

|

HE-M

‘SEM RUBBER - METAL PARTS CO,

72.4157.S

X |

472

Metalli Pistonsuz

=E-M

SEM RUBBER - METAL PARTS CO.

72.4157.502
\

—

N

Komple Plastik Pistonlu / Complete With Plastic Piston

472

Service Assembly

2xM12x1.75 6g

/ Service Assembly

M22 x 1.5
M12x 1.5

SEM

SEM RUBBER - METAL PARTS CO.

72.4158.CP03

www.semlastik.com

M22x1.5 6H

‘|
}

@ 259

@ 259

@200

-«

M12

@116

M12

@ 260

@135

SUSPANSIYON KORUKLERI GRUBU / AIR SPRINGS GROUP

TECHNICAL SPECIFICATION

Total Weight
Operation Pressure
Operation Space
Assembly Height

Loading Capacity

: 6.50 kg.
: 5.0 bar
310 mm.
: 400 mm.

: 2100 kg.

TECHNICAL SPECIFICATION

Total Weight
Operation Pressure
Operation Space
Assembly Height

Loading Capacity

:5.30 kg.
: 5.0 bar

:310 mm.
: 400 mm.

: 2100 kg.

TECHNICAL SPECIFICATION

Total Weight
Operation Pressure
Operation Space
Assembly Height

Loading Capacity

:4.70 kg.
: 5.0 bar

1310 mm.
: 400 mm.

: 2100 kg.

TECHNICAL SPECIFICATION

Total Weight
Operation Pressure
Operation Space
Assembly Height

Loading Capacity

sayfa
page

: 6.00 kg.
: 5.0 bar

: 310 mm.
: 400 mm.

: 2100 kg.

355
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SEM RUBBER - METAL PARTS CO.

SEM NO. 72.4158.S02
MODEL

SCHMITZ

REF. NO

Contitech 4158 NP02
Firestone 1T 15MPW-9
Dunlop D12 U23
Phoenix 1DK 20 B-1 NP
Goodyear 1R12-748

CF Gomma

SEM NO. 72.4159.C03
MODEL

FRUEHAUF

REF. NO

Contitech 4159 NPO3
Firestone 1T 15M-9
Dunlop D12 B08
Phoenix 1DK 23L-27
Goodyear

CF Gomma 1T323-40
SEM NO. 72.4159.C04
MODEL

REF. NO

Contitech 4159 NP 04
Firestone 1T 15M-9

Dunlop 012B34

Phoenix 1DK 21 B-2
Goodyear 1B 12-717

CF Gomma 1T 323-40

SEM NO. 72.4159.C06
MODEL

FRUEHAUF

REF. NO

Contitech 4159 NPO6
Firestone 1T 15M-9
Dunlop D12B01
Phoenix 1DK 21 B-2
Goodyear 1R12-701

CF Gomma 1T 323-40
sae | 356

Suspansiyon Koérukleri Grubu / Air Springs Group

SUSPANSIYON KORUKLERI GRUBU / AIR SPRINGS GROUP

Metalli Pistonsuz / Service Assembly

SEM RUBBER - METAL PARTS CO.

72.4158.S02

525

2xM10

@116

M22 x 1.5 M12

Komple Metal Pistonlu / Complete With Steel Piston

I

#EM@

SEM RUBBER - METAL PARTS CO.

72.4159.C03

M12

@229

M12x1.5
M20 x 1.5

Komple Metal Pistonlu / Complete With Steel Piston

)

SEM RUBBER - METAL PARTS CO.

72.4159.C04

400

o)

SEM RUBBER - METAL PARTS CO.

72.4159.C06

1/2° 13UNC

0228

/-
hd
K 3/4 16UNF
T TENPTF
02
ﬁ

oy

1213 UNC 28

¢
S

M12x 1.5
M20 x 1.5

www.semlastik.com

TECHNICAL SPECIFICATION

Total Weight
Operation Pressure
Operation Space
Assembly Height

Loading Capacity

:5.00 kg.
: 5.0 bar

310 mm.
: 400 mm.

: 2100 kg.

TECHNICAL SPECIFICATION

Total Weight
Operation Pressure
Operation Space
Assembly Height

Loading Capacity

: 11.50 kg.
: 5.0 bar

: 340 mm.
: 400 mm.

: 2450 kg.

TECHNICAL SPECIFICATION

Total Weight
Operation Pressure
Operation Space
Assembly Height

Loading Capacity

:11.50 kg.
: 5.0 bar

: 340 mm.
: 400 mm.

: 2450 kg.

TECHNICAL SPECIFICATION

Total Weight
Operation Pressure
Operation Space
Assembly Height

Loading Capacity

: 11.30 kg.
: 5.0 bar

: 340 mm.
: 400 mm.

: 2450 kg.



E-M®

SEM RUBBER - METAL PARTS CO.

SUSPANSIYON KORUKLERI GRUBU / AIR SPRINGS GROUP

SEM NO. 72.4159.C07

MODEL

FRUEHAUF

REF. NO

Contitech 4159 NPO7
Firestone

Dunlop D12 B15
Phoenix 1DK23L-25
Goodyear 1R12-702

CF Gomma 1T 323-40

SEM NO. 72.4159.C08

MODEL
HENDRICKSON

REF. NO
Contitech 4159 NPO8
Firestone
Dunlop
Phoenix
Goodyear 1R12-281

CF Gomma
SEM NO. 72.4159.C10

MODEL
FRUEHAUF

REF. NO
Contitech 4159 NP10
Firestone

Dunlop

Phoenix

Goodyear

CF Gomma
SEM NO. 72.4159.C15

MODEL

REF. NO
Contitech 4159 Np15
Firestone

Dunlop

Phoenix

Goodyear

CF Gomma

Suspansiyon Koérukleri Grubu / Air Springs Group

Komple Metal Pistonlu / Complete With Steel Piston

=E-M

SEM RUBBER - METAL PARTS CO.

72.4159.C07

—

190

@229

400

|
‘
|
F

Komple Metal Pistonlu / Complete With Steel Piston

=E-M

SEM RUBBER - METAL PARTS CO.

72.41?9.C08

400

@ 229

1/2-13 UNC 3/4-16 UNC 4x1/2-13 UNC

1/4-18 NPT

(o= )

SEM RUBBER - METAL PARTS CO.

72.4159.C10

PSS S — SIS

@229

400

R e
<3_0>

35

M12 15

6 x M12

Komple Metal Pistonlu / Complete With Steel Piston

0228

SEM RUBBER - MIETAL PARTS CO.

72.4159.C15

151.5 \\
M12x1.5 6H
M12x1.75 g, M20x1.5 6

400

——_
.
N | oaizezs anrm

www.semlastik.com

TECHNICAL SPECIFICATION

Total Weight : 14.00 kg.
Operation Pressure : 5.0 bar

Operation Space  : 340 mm.
Assembly Height  : 400 mm.
Loading Capacity  : 2450 kg.

TECHNICAL SPECIFICATION

Total Weight : 8.00 kg.
Operation Pressure : 5.0 bar
Operation Space  : 340 mm.
Assembly Height  : 360 mm.
Loading Capacity  : 2450 kg.

TECHNICAL SPECIFICATION

Total Weight : 14.00 kg.
Operation Pressure : 5.0 bar

Operation Space  : 340 mm.
Assembly Height  : 400 mm.
Loading Capacity  : 2450 kg.

TECHNICAL SPECIFICATION

Total Weight : 8.00 kg.
Operation Pressure : 5.0 bar
Operation Space  : 340 mm.
Assembly Height  : 360 mm.
Loading Capacity  : 2450 kg.
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SEM RUBBER - METAL PARTS CO.

SUSPANSIYON KORUKLERI GRUBU / AIR SPRINGS GROUP

SEM NO. 72.4159.CP09

MODEL

FRUEHAUF

REF. NO

Contitech 4159 NP09
Firestone 1T 15M-9
Dunlop D12 B04
Phoenix 1 DK 23 L-9131
Goodyear 1R12-721

CF Gomma

SEM NO. 72.4159.CP11

MODEL
HENDRICKSON

REF. NO
Contitech 4159 NP1
Firestone

Dunlop

Phoenix

Goodyear

CF Gomma
SEM NO. 72.4159.CP12

MODEL

REF. NO
Contitech 4159 NP 12
Firestone
Dunlop
Phoenix 1DK 23 L-9101
Goodyear

CF Gomma 1T 323-40

SEM NO. 72.4159.CP13

MODEL
HENDRICKSON

REF. NO
Contitech 4159 NP13
Firestone
Dunlop
Phoenix 1DK 2319192
Goodyear

CF Gomma

358
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Suspansiyon Koérukleri Grubu / Air Springs Group

Komple Plastik Pistonlu / Complete With Plastic Piston

SEM RUBBER - METAL PARTS CO.

72.4159.CP09

400

77

[ G
zzrZZZZ7 777777777

S
P22z 77IZ7 77777772

SEM RUBBER - METAL PARTS CO.

72.4159.CP11

1/2-13 UNC

2229

@ 260

M12x 1.5
M20 x 1.5

@229

@ 260

3/4-16 UNF 1/2-13 UNC

1/4-18 NPT

Komple Plastik Pistonlu / Complete With Plastic Piston

)

SEM RUBBER - METAL PARTS CO.

72.4159.CP12

188

00

12" 13UNC

0228

TR

Q +
1
! 3/47 16UNF
AT TBNPTF

)
[

Komple Plastik Pistonlu / Complete With Plastic Piston

=e-M

SEM RUBBER - METAL PARTS CO.

72.4159.CP13

1/2-13 UNC

2229
@ 260

3/4-16 UNF 4x1/2-13 UNC

1/4-18 NPT

www.semlastik.com

TECHNICAL SPECIFICATION

Total Weight :9.00 kg.
Operation Pressure : 5.0 bar
Operation Space  : 340 mm.
Assembly Height  : 400 mm.
Loading Capacity  : 2450 kg.

TECHNICAL SPECIFICATION
Total Weight : 7.30 kg.

Operation Pressure : 5.0 bar

Operation Space  : 340 mm.
Assembly Height  : 400 mm.
Loading Capacity  : 2450 kg.

TECHNICAL SPECIFICATION
Total Weight : 7.20 kg.

Operation Pressure : 5.0 bar

Operation Space  : 345 mm.
Assembly Height  : 400 mm.
Loading Capacity  : 2450 kg.

TECHNICAL SPECIFICATION

Total Weight : 7.00 kg.
Operation Pressure : 5.0 bar
Operation Space  : 340 mm.
Assembly Height  : 360 mm.
Loading Capacity  : 2450 kg.



E-M®

SEM RUBBER - METAL PARTS CO.

SUSPANSIYON KORUKLERI GRUBU / AIR SPRINGS GROUP

SEM NO. 72.4159.CP14

MODEL
FRUEHAUF

REF. NO

Contitech 4159 NP14

Firestone 1T 15M-9
Dunlop
Phoenix 1DK21B-4
Goodyear

CF Gomma 1T 323-40

SEM NO. 72.4159.S01

MODEL

FRUEHAUF

REF. NO

Contitech 4159 NPO1
Firestone 1T 15M-9
Dunlop

Phoenix 1 DK 21 B-2/6
Goodyear 1R12-113

CF Gomma 1T 323-40

SEM NO. 72.4159.S05

MODEL

FRUEHAUF

REF. NO

Contitech 4159 NP05
Firestone 1T 15M-9
Dunlop D12 U04
Phoenix 1DK 21 B-5 NP
Goodyear 1R12-761

CF Gomma 1T 323-40

SEM NO. 72.4183.C01

MODEL
MERCEDES

REF. NO
Contitech 4183 NPO1
Firestone

Dunlop

Phoenix

Goodyear

CF Gomma

Suspansiyon Koérukleri Grubu / Air Springs Group

Komple Plastik Pistonlu / Complete With Plastic Piston

o

SEM RUBBER - METAL PARTS CO.

72.4159.CP14
\

400

191

I
1/ I
’
g N
v §

Metalli Pistonsuz /

D254

HE-M

SEM RUBBER- METAL PARTS CO,

72.4159.501

514

Metalli Pistonsuz /

@ 254

E-M°
e PUBBEn-VETALPARTS O

72.4159.S05

514

N

E-M®
e russen eTAPARTS Co

72.418‘3.C01

280

165

@ 260

Service Assembly

@ 229

g 17
-

3/4 - 16UNF
1/4 - 18NPT 1/2-13UNC
1/2 - 13UNC
Service Assembly
3116
-
QO

M12 x 1.5
M20 x 1.5 M12

@ 265

-«

M16 x 1.5

M24 x 1.5

www.semlastik.com

TECHNICAL SPECIFICATION

Total Weight : 7.50 kg.
Operation Pressure : 5.0 bar
Operation Space  : 340 mm.
Assembly Height  : 400 mm.
Loading Capacity  : 2450 kg.

TECHNICAL SPECIFICATION

Total Weight : 5.20 kg.
Operation Pressure : 5.0 bar
Operation Space  : 340 mm.
Assembly Height  : 400 mm.
Loading Capacity  : 2450 kg.

TECHNICAL SPECIFICATION

Total Weight : 5.00 kg.
Operation Pressure : 5.0 bar
Operation Space  : 340 mm.
Assembly Height  : 400 mm.
Loading Capacity  : 2450 kg.

TECHNICAL SPECIFICATION
Total Weight : 11.20 kg.

Operation Pressure : 5.0 bar

Operation Space  : 370 mm.

Assembly Height  : 280 mm.

Loading Capacity  : 3200 kg.

sayfa
page

359



— ® - . — )
E-M SUSPANSIYON KORUKLERi GRUBU / AIR SPRINGS GROUP

SEM RUBBER - METAL PARTS CO.

Suspansiyon Koérukleri Grubu / Air Springs Group

SEM NO. 72.4183.C21 Komple Metal Pistonlu / Complete With Steel Piston
MODEL ‘ TECHNICAL SPECIFICATION
MERCEDES ! Total Weight : 11.20 kg.
‘ B S
—A 0, 40 . 0265
E"f Operation Pressure : 5.0 bar

REF. NO 72.4183.C21
Contitech 4183 NP21 ' ? ' .

: ! Operation Space  : 370 mm.
Firestone g
Dunlop Assembly Height  : 280 mm.
PhOEniX . M16 x 1.5
Goodyear ~ ‘ > Loading Capacity  : 3200 kg.
CF Gomma
SEM NO. 72.4183.C24 Komple Metal Pistonlu / Complete With Steel Piston
MODEL | TECHNICAL SPECIFICATION
MERCEDES ‘ « 20, Total Weight :11.20 kg.

E BE-M® 0 40 @265

REF. NO 72.4183.C24 Operation Pressure : 5.0 bar
Contitech 4183 NP24 \

, ! - Operation Space  : 370 mm.
Firestone ]
Duniop Assembly Height ~ : 280 mm.
Phoenix i . M8 x1.5
Goodyear ~ ‘ -~ M24x 1.5 Loading Capacity  : 3200 kg.
CF Gomma N :
SEM NO. 72.4183.S1 Metalli Pistonsuz / Service Assembly
MODEL o TECHNICAL SPECIFICATION
MERCEDES /“‘i“‘"““@“‘\ Total Weight : 4.20 kg.
REE. NO SEE_M@ Operation Pressure : 5.0 bar
Contitech 4183 N1 72.4183.81 .

: Operation Space  : 360 mm.
Firestone
Dunlop Assembly Height  : 310 mm.
Phoenix
Goodyear Loading Capacity  : 3200 kg.
CF Gomma
SEM NO. 72.4390.C01 Komple Metal Pistonlu / Complete With Steel Piston
MODEL . TECHNICAL SPECIFICATION
MERCEDES T ) 2155 Total Weight : 8.00 kg.
REE. NO VYT Operation Pressure : 5.0 bar
Contitech 4390 NPO1 | .

. - ) Operation Space  : 300 mm.
Firestone ]
Dunlop D12T10 J | LJ | Assembly Height  : 280 mm.
Phoenix 1 KF 21-1 : 8 M16 x 1.5
Goodyear 9505 Loading Capacity  : 2200 kg.
CF Gomma

saia | 360 www.semlastik.com



E-M®

SEM RUBBER - METAL PARTS CO.

SUSPANSIYON KORUKLERI GRUBU / AIR SPRINGS GROUP

SEM NO. 72.4390.C02

MODEL
MERCEDES

REF. NO
Contitech 4390 NP02
Firestone

D12 T11
Phoenix 1KF 21-2
Goodyear 9506

CF Gomma

Dunlop

SEM NO. 72.4390.C03

MODEL
MERCEDES

REF. NO
Contitech 4390 NPO3
Firestone
Dunlop D121
Phoenix

Goodyear 9506

CF Gomma
SEM NO. 72.4390.C04

MODEL
MERCEDES

REF. NO
Contitech 4390 NP0O4
Firestone

Dunlop

Phoenix

Goodyear

CF Gomma
SEM NO. 72.4390.C21

MODEL
MERCEDES

REF. NO
Contitech 4390 NP21
Firestone

Dunlop

Phoenix

Goodyear

CF Gomma

Suspansiyon Koérukleri Grubu / Air Springs Group

Komple Metal Pistonlu / Complete With Steel Piston

e

— N

E-M°
SEM RUBBER - METAL PARTS CO.

72.4390.C02

@155

@200

B
M16 x 1.5
M16 x 1.5

Komple Metal Pistonlu / Complete With Steel Piston

B

=E-M

SEM RUBBER - METAL PARTS CO.

72.4390.C03

280

@190

-+~
M16x 1.5
M16x 1.5

Komple Metal Pistonlu / Complete With Steel Piston

e

SEM

SEM RUBBER - METAL PARTS CO.

72.4390.C04

280

.UE

@190

2155 * >
& 0
M16 x 1.5

Komple Metal Pistonlu / Complete With Steel Piston

e

=E-M

BER - METAL PARTS CO.

72.4390.C21

@ 200

@ 155
-
) Q
M16 x 1.5

www.semlastik.com

TECHNICAL SPECIFICATION

Total Weight : 9.80 kg.
Operation Pressure : 5.0 bar
Operation Space  : 300 mm.
Assembly Height ~ : 280 mm.
Loading Capacity  : 2200 kg.

TECHNICAL SPECIFICATION

Total Weight : 9.80 kg.
Operation Pressure : 5.0 bar
Operation Space  : 300 mm.
Assembly Height  : 280 mm.
Loading Capacity  : 2050 kg.

TECHNICAL SPECIFICATION

Total Weight : 9.60 kg.
Operation Pressure : 5.0 bar
Operation Space  : 300 mm.
Assembly Height ~ : 280 mm.
Loading Capacity  : 2050 kg.

TECHNICAL SPECIFICATION

Total Weight : 7.90 kg.
Operation Pressure : 5.0 bar
Operation Space  : 300 mm.
Assembly Height  : 280 mm.
Loading Capacity  : 2200 kg.
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SEM RUBBER - METAL PARTS CO.

SUSPANSIYON KORUKLERI GRUBU / AIR SPRINGS GROUP

Suspansiyon Koérukleri Grubu / Air Springs Group

SEM NO. 72.4390.C22 Komple Metal Pistonlu / Complete With Steel Piston

MODEL

MERCEDES @ 200

REF. NO

Contitech 4390 NP22

Firestone 16 x1
x15

Dunlop

Phoenix M16 % 1.5

Goodyear

CF Gomma

SEM NO. 72.4390.C23 Komple Metal Pistonlu / Complete With Steel Piston

MODEL
MERCEDES

@190

SEM RUBBER - METAL PARTS CO.

REF. NO 72.4390.C23

Contitech

4390 NP24

M16 x 1.5 h

280

Firestone

Dunlop i L

Phoenix |

M16 x 1.5

155
=
N
EN
x
o

Goodyear

CF Gomma

SEM NO. 72.4390.C24 Komple Metal Pistonlu / Complete With Steel Piston

MODEL
MERCEDES

@190

REF. NO

Contitech 4390 NP24

Firestone

Dunlop
Phoenix

M16 x 1.5

Goodyear

CF Gomma

SEM NO. 72.4390.S1 Metalli Pistonsuz / Service Assembly

MODEL oxe

[
MERCEDES
1 . @155

Se-M 52

SEM RUBBER - METAL PARTS CO.,

72.4390.S1 .
©®

REF. NO

Contitech 4390 N1

443

Firestone

D12 U25

1 KF 21-1 NP
9507

Dunlop

Phoenix M24 x 15

2 130.8

Goodyear

CF Gomma

362

sayfa
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TECHNICAL SPECIFICATION

Total Weight : 7.90 kg.
Operation Pressure : 5.0 bar
Operation Space  : 300 mm.
Assembly Height ~ : 280 mm.
Loading Capacity  : 2200 kg.

TECHNICAL SPECIFICATION

Total Weight :9.70 kg.
Operation Pressure : 5.0 bar
Operation Space  : 300 mm.
Assembly Height  : 280 mm.
Loading Capacity  : 2050 kg.

TECHNICAL SPECIFICATION

Total Weight :9.70 kg.
Operation Pressure : 5.0 bar
Operation Space  : 300 mm.
Assembly Height ~ : 280 mm.
Loading Capacity  : 2050 kg.

TECHNICAL SPECIFICATION

Total Weight :2.90 kg.
Operation Pressure : 5.0 bar
Operation Space  : 300 mm.
Assembly Height  : 280 mm.
Loading Capacity  : 2200 kg.



— ® - . — )
E-M SUSPANSIYON KORUKLERi GRUBU / AIR SPRINGS GROUP

SEM RUBBER - METAL PARTS CO.

Suspansiyon Koérukleri Grubu / Air Springs Group

SEM NO. 72.4390.S2 Metalli Pistonsuz / Service Assembly
MODEL 2 TECHNICAL SPECIFICATION
MERCEDES —— Total Weight - 3.00 kg.
REE. NO ﬂ@ Operation Pressure : 5.0 bar
Contitech 4390 N2 72.4390.52 |

: g Operation Space ~ : 300 mm.
Firestone | N
Dunlop D12 U26 ‘ Assembly Height ~ : 280 mm.
Phoenix 1 KF 21-2 NP |
Goodyear 9508 Loading Capacity  : 2200 kg.
CF Gomma 01508
SEM NO. 72.4713.C02 Komple Metal Pistonlu / Complete With Steel Piston
MODEL TECHNICAL SPECIFICATION
VOLVO 99— Total Weight :10.00 kg.
REE. NO Operation Pressure : 5.0 bar
Contitech 4713 NP02 224713 C02

. ~ e g Operation Space ~ : 310 mm.
Firestone =
Dunlop D12 B24 5 Assembly Height  : 330 mm.
Phoenix 1DF22C-1 Hexs
Goodyear 1R12-762 Loading Capacity  : 2100 kg.
CF Gomma
SEM NO. 72.4713.S Metalli Pistonsuz / Service Assembly
MODEL 259 TECHNICAL SPECIFICATION
VOLVO Total Weight : 4.50 kg.
REE NO ﬂ@ Operation Pressure : 5.0 bar
Contitech 4713 N o.k. o AT1n &

. 72.4713.8 g Operation Space  : 310 mm.
Firestone | ¥
Dunlop D1z U24 | Assembly Height ~ : 330 mm.
Phoenix ‘
Goodyear 1R12-763 _ Loading Capacity  : 2100 kg.
CF Gomma
SEM NO. 72.4718.C01 Komple Metal Pistonlu / Complete With Steel Piston
MODEL TECHNICAL SPECIFICATION
VOLVO @259 Total Weight : 10.00 kg.
REF. NO Operation Pressure : 5.0 bar
Contitech 4718 NPO1 72.4718.C01 g ® .

. ) ! | H == Operation Space  : 330 mm.
Firestone ©
Dunlop . penio Assembly Height ~ : 340 mm.
Phoenix - M16 x 1.5
Goodyear Loading Capacity  : 2500 kg.
CF Gomma W
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SEM RUBBER - METAL PARTS CO.

SUSPANSIYON KORUKLERI GRUBU / AIR SPRINGS GROUP

SEM NO. 72.4718.S

MODEL
VOLVO

REF. NO

Contitech 4718 N. 0.K
frestone

Dunlop

Phoenix

Goodyear

CF Gomma
SEM NO. 72.4757.C01

MODEL
MERCEDES

REF. NO
Contitech 4157 NPO1
Firestone
Dunlop D13 T01
Phoenix

Goodyear 9519

CF Gomma
SEM NO. 72.4757.C09

MODEL
MERCEDES

REF. NO
Contitech 4157 NP09
Firestone
Dunlop D13 T02
Phoenix

Goodyear 9520

CF Gomma
SEM NO. 72.4757.C21

MODEL
MERCEDES

REF. NO
Contitech 4757 NP21
Firestone

Dunlop

Phoenix

Goodyear

CF Gomma

page | 364

Suspansiyon Koérukleri Grubu / Air Springs Group

Metalli Pistonsuz / Service Assembly

445

93

@ 259

180

2xM10
M16x 1.5

Komple Metal Pistonlu / Complete With Steel Piston

| e s g
EE—M®

SEM RUBBER - METAL PARTS CO.

@ 280

@155

M16 x 1.5

Komple Metal Pistonlu / Complete With Steel Piston

3

) — i —

SEM

SEM RUBBER - METAL PARTS CO.

72.4757.C09

@ 280

M16 x 1.5

Komple Metal Pistonlu / Complete With Steel Piston

) Sm— R S—

=e-M

SEM RUBBER - METAL PARTS CO.

72.4757.C21

@ 280

@155

M24 x 1.5
M16 x 1.5

www.semlastik.com

TECHNICAL SPECIFICATION

Total Weight : 10.00 kg.
Operation Pressure : 5.0 bar

Operation Space  : 330 mm.
Assembly Height  : 340 mm.
Loading Capacity  : 2500 kg.

TECHNICAL SPECIFICATION

Total Weight : 9.30 kg.
Operation Pressure : 5.0 bar
Operation Space  : 320 mm.
Assembly Height  : 270 mm.
Loading Capacity  : 2450 kg.

TECHNICAL SPECIFICATION

Total Weight :9.00 kg.
Operation Pressure : 5.0 bar
Operation Space  : 320 mm.
Assembly Height  : 310 mm.
Loading Capacity  : 2400 kg.

TECHNICAL SPECIFICATION

Total Weight : 9.30 kg.
Operation Pressure : 5.0 bar
Operation Space  : 320 mm.
Assembly Height  : 270 mm.
Loading Capacity  : 2450 kg.
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E-M SUSPANSIYON KORUKLERi GRUBU / AIR SPRINGS GROUP

SEM RUBBER - METAL PARTS CO.

Suspansiyon Koérukleri Grubu / Air Springs Group

SEM NO. 72.4757.C29 Komple Metal Pistonlu / Complete With Steel Piston
MODEL TECHNICAL SPECIFICATION
MERCEDES Total Weight :9.00 kg.
@ 280

REF. NO L Operation Pressure : 5.0 bar
Contitech 4757 NP29 72.4757.C29 .

: o Operation Space  : 320 mm.
Firestone
Dunlop : Assembly Height  : 310 mm.
Phoenix M16x1.5
Goodyear Loading Capacity  : 2400 kg.
CF Gomma
SEM NO. 72.4757.S1 Metalli Pistonsuz / Service Assembly
MODEL o TECHNICAL SPECIFICATION
MERCEDES %iﬁ Total Weight +3.30 kg.

\ @155 . '

REE. NO E-M"® D Operation Pressure : 5.0 bar
Contitech 4757 N1 22.4757.81

: 72 47‘57 ! o Operation Space  : 320 mm.
Firestone | 2
Dunlop D13 U42 ‘ Assembly Height  : 270 mm.
Phoenix ‘ V24 x 15 . .
Goodyear 9517 | Loading Capacity  : 2450 kg.
CF Gomma [_oit0s |
SEM NO. 72.4757.S2 Metalli Pistonsuz / Service Assembly
MODEL TECHNICAL SPECIFICATION
MERCEDES Total Weight : 3.30 kg.

@155

REE. NO Operation Pressure : 5.0 bar
Contitech 4757 N2 .

: Operation Space  : 30 mm.
Firestone
Dunlop D13 U43 Assembly Height  : 270 mm.
Phoenix
Goodyear 9518 Loading Capacity  : 2450 kg.
CF Gomma

SEM NO. 72.4813.C07

MODEL TECHNICAL SPECIFICATION
SCANIA @ 260 Total Weight : 13.00 kg.
ﬁ @ 287

REF. NO = Operation Pressure : 5.0 bar
Contitech 4313 NPO7 Operation S . 350
Firestone 1T 19L-11 peration opace mm.
Dunlop D13B10 Assembly Height  : 420 mm.
Phoenix 1D 28 B-9
Goodyear 1R14-727 4xM10 Loading Capacity  : 2750 kg.
CF Gomma 1T19E-2 BR
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SEM RUBBER - METAL PARTS CO.

SUSPANSIYON KORUKLERI GRUBU / AIR SPRINGS GROUP

SEM NO. 72.4813.S

MODEL
SCANIA

REF. NO
Contitech 4813 MB/0
Firestone

Dunlop

Phoenix

Goodyear

CF Gomma
SEM NO. 72.4838.C01

MODEL
MERCEDES

REF. NO
Contitech 4838 NPO1
Firestone

Dunlop

Phoenix

Goodyear

CF Gomma
SEM NO. 72.4838.C02

MODEL
MERCEDES

REF. NO

Contitech 4338 NP02
Firestone
Dunlop D13 T03
Phoenix

Goodyear 9522

CF Gomma
SEM NO. 72.4838.C03

MODEL
MERCEDES

REF. NO
Contitech 4338 NPO3
Firestone

Dunlop

Phoenix

Goodyear

CF Gomma

366
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Suspansiyon Koérukleri Grubu / Air Springs Group

Metalli Pistonsuz / Service Assembly

@ 265

72.4813.S

‘ 5

BE-M" 915 @ 220
S;AZR?ZESR%?ERE:

g o,

! b

| ‘

i 3 M16 x 1.5

o/ | \/
B\Nil

Komple Metal Pistonlu / Complete With Steel Piston

—

E BE-M"® PENNNCE RN 220
SEM RUBBER - METAL PARTS CO.
72.4838.C02
o O
5
i 8 M16 x 1.5
\ | \/

Komple Metal Pistonlu / Complete With Steel Piston

e

B-M® @ 155 @ 220
72.4838.C03
=] O
! a M1‘6 X 1.5
./ ! \./
N\

www.semlastik.com

TECHNICAL SPECIFICATION

Total Weight : 5.50 kg.
Operation Pressure : 5.0 bar
Operation Space  : 365 mm.
Assembly Height  : 420 mm.
Loading Capacity  : 2900 kg.

TECHNICAL SPECIFICATION

Total Weight : 8.80 kg.
Operation Pressure : 5.0 bar
Operation Space  : 360 mm.
Assembly Height  : 340 mm.
Loading Capacity  : 2600 kg.

TECHNICAL SPECIFICATION

Total Weight : 9.80 kg.
Operation Pressure : 5.0 bar
Operation Space  : 360 mm.
Assembly Height ~ : 340 mm.
Loading Capacity  : 2600 kg.

TECHNICAL SPECIFICATION

Total Weight : 11.00 kg.
Operation Pressure : 5.0 bar

Operation Space  : 360 mm.
Assembly Height  : 340 mm.
Loading Capacity  : 2700 kg.



E-M®

SEM RUBBER - METAL PARTS CO.

SUSPANSIYON KORUKLERI GRUBU / AIR SPRINGS GROUP

Suspansiyon Koérukleri Grubu / Air Springs Group

SEM NO. 72.4838.C21 Komple Metal Pistonlu / Complete With Steel Piston

MODEL @] TECHNICAL SPECIFICATION

MERCEDES 4 ) Total Weight  8.80 kg.
5 BE-M°® — 915 @ 220

REF. NO 72.4838.C21 Operation Pressure : 5.0 bar

Contitech 4838 NP21

Firestone g . Operation Space  : 360 mm.

Dunlop ‘ . ‘ Assembly Height ~ : 340 mm.

Phoenix ‘ 2 M16 x 1.5

Goodyear \/ | ./ Loading Capacity  : 2600 kg.

CF Gomma

SEM NO. 72.4838.C22 Komple Metal Pistonlu / Complete With Steel Piston

MODEL @ TECHNICAL SPECIFICATION

MERCEDES 4 ) Total Weight :10.00 kg.
5 E_M@ @ 155 o @ 230

REF. NO 72.4838.C22 Operation Pressure : 5.0 bar

Contitech 4838 NP22 .

Firestone E o Operation Space  : 360 mm.

Duniop ‘ . - Assembly Height  : 340 mm.

Phoenix ‘ 2 M16 x 1.5

Goodyear \/ | \/ Loading Capacity  : 2600 kg.

CF Gomma

SEM NO. 72.4838.C23

MODEL E TECHNICAL SPECIFICATION
MERCEDES é | N Total Weight £ 11.00 kg.
REF. NO 72.4838.C23 Operation Pressure : 5.0 bar
Contitech 4838 NP23 )

Firestone o o Operation Space  : 360 mm.
Dunlop ‘ . Assembly Height ~ : 340 mm.
Phoenix ‘ 2 M16 x 1.5

Goodyear \/ | \/ Loading Capacity  : 2700 kg.
CF Gomma

SEM NO. 72.4838.S1 Metalli Pistonsuz / Service Assembly

@ 260

MODEL TECHNICAL SPECIFICATION
MERCEDES f | \ Total Weight : 3.60 kg.
REF. NO ST Operation Pressure : 5.0 bar
Contitech 4838 N1 .

: Operation Space  : 360 mm.
Firestone
Dunlop Assembly Height  : 340 mm.
Phoenix
Goodyear Loading Capacity  : 2600 kg.
CF Gomma

www.semlastik.com
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E-M SUSPANSIYON KORUKLERi GRUBU / AIR SPRINGS GROUP

SEM RUBBER - METAL PARTS CO.

Suspansiyon Koérukleri Grubu / Air Springs Group

SEM NO. 72.4881.C Komple Metal Pistonlu / Complete With Steel Piston
MODEL TECHNICAL SPECIFICATION
BPW LEREN Total Weight : 16.50 kg.
210, 12x M16
REF. NO Operation Pressure : 5.0 bar
Contitech 4881 VB \ .
Firestone 17 66D-7.0 § - ‘ T Operation Space  : 380 mm.
Dunlop D14 B37 Assembly Height ~ : 320 mm.
Phoenix 1DK 32K o M22x 1.5
Goodyear 1R14-724 2256 Loading Capacity  : 3200 kg.
CF Gomma
SEM NO. 72.4881.CP Komple Plastik Pistonlu / Complete With Plastic Piston
MODEL TECHNICAL SPECIFICATION
BPW DR ELR 220 Total Weight :12.50 kg.
120
210 = 70
REE NO Operation Pressure : 5.0 bar
Contitech 4881 MB AN i ootion s
Firestone 1T 66D-7.0 | e BT peration Space : 380 mm.
Dunlop D14 B44 <t Assembly Height  : 320 mm.
Phoenix 1DK 32K iz M22x 15
12 x M16 . .
Goodyear 1R14-757 Loading Capacity  : 3200 kg.
CF Gomma
SEM NO. 72.4881.S02 Metalli Pistonsuz / Service Assembly
MODEL @ TECHNICAL SPECIFICATION
BPW i ‘ - Total Weight : 6.50 kg.
| 20 190
REF. NO Eh‘@ Operation Pressure : 5.0 bar
Contitech 4881 NP2 72.4881.502 - A Ooeration S 350
Firestone 1T66D-7.0 o ‘ 9 i peration Space mm.
Dunlop D14 U37 ‘ e Assembly Height  : 320 mm.
Phoenix 1DK 32K M22x1.5 2xM12
Goodyear 1R 14-701 Loading Capacity  : 3200 kg.
Pirelli
SEM NO. 72.4882.C05 Komple Metal Pistonlu / Complete With Steel Piston
MODEL TECHNICAL SPECIFICATION
MAN Total Weight :10.50 kg.
@170

REE. NO Operation Pressure : 5.0 bar
Contitech 4882 N1 P05 594889 (OF g

: 72.4882.C05 " Operation Space  : 280 mm.
Firestone ‘ ey
Dunlop ‘ i Assembly Height ~ : 280 mm.
Phoenix ‘ U - M18 x 2
Goodyear : / Hexte Loading Capacity  : 1800 kg.
CF Gomma
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SEM RUBBER - METAL PARTS CO.

SEM NO. 72.4882.S02

MODEL
MAN

REF. NO

Contitech 4882 N1 P02
Firestone
Dunlop D10 UO1
Phoenix

Goodyear 1R10-702

CF Gomma

SEM NO. 72.4883.C05

MODEL
MAN

REF. NO
Contitech 4883 N1 P05
Firestone

Dunlop

Phoenix

Goodyear

CF Gomma

SEM NO. 72.4883.S02

MODEL
MAN

REF. NO

Contitech 4383 N1 P02
Firestone
Dunlop D11 U47
Phoenix

Goodyear 1R11-804

CF Gomma

SEM NO. 72.4884.C06

MODEL
MAN

REF. NO
Contitech 4884 N1 P06
Firestone

Dunlop

Phoenix

Goodyear

CF Gomma

SUSPANSIYON KORUKLERI GRUBU / AIR SPRINGS GROUP

Suspansiyon Koérukleri Grubu / Air Springs Group

Metalli Pistonsuz / Service Assembly

@ 220

SEM

SEM RUBBER - METAL PARTS CO.

7248?2802

510

|
\
@ 130.8

M12x 1.5

Komple Metal Pistonlu / Complete With Steel Piston

SEM RUBBER - METAL PARTS CO.

72.4883.C05

/

M16 x 1.5

Metalli Pistonsuz

@ 220

SEM RUBBER - METAL PARTS CO.

7248?3802

515

|
@ 130.8

@ 200

M18 x 2

/ Service Assembly

@ 259

84
-~

160

M16 x 1.5

-0

-

i

M12x 1.5

Komple Metal Pistonlu / Complete With Steel Piston

SEM RUBBER - METAL PARTS CO.

72.4884.C06

150

280

M16 x 1

@ 200

5

www.semlastik.com

M18 x 2

TECHNICAL SPECIFICATION

Total Weight
Operation Pressure
Operation Space
Assembly Height

Loading Capacity

: 8.50 kg.
: 5.0 bar

: 280 mm.
1410 mm.

: 1800 kg.

TECHNICAL SPECIFICATION

Total Weight
Operation Pressure
Operation Space
Assembly Height

Loading Capacity

: 10.50 kg.
: 5.0 bar

: 280 mm.
: 280 mm.

: 2000 kg.

TECHNICAL SPECIFICATION

Total Weight
Operation Pressure
Operation Space
Assembly Height

Loading Capacity

: 8.50 kg.
: 5.0 bar

: 300 mm.
1410 mm.

: 2100 kg.

TECHNICAL SPECIFICATION

Total Weight
Operation Pressure
Operation Space
Assembly Height

Loading Capacity

sayfa
page

:10.50 kg.
: 5.0 bar

: 280 mm.
: 280 mm.

: 1900 kg.
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E-M SUSPANSIYON KORUKLERi GRUBU / AIR SPRINGS GROUP

SEM RUBBER - METAL PARTS CO.

Suspansiyon Koérukleri Grubu / Air Springs Group

SEM NO. 72.4884.S02 Metalli Pistonsuz / Service Assembly
MODEL TECHNICAL SPECIFICATION
MAN L Total Weight : 8.50 kg.
5E—M® )
st e e a0 Operation P :5.0b
REF. NO R peration Pressure ar
Contitech 4884 N1 P02 |
. ! g Operation Space ~ : 300 mm.
Firestone \
Dunlop D11 U48 | Assembly Height  : 410 mm.
Phoenix ‘ M12x 1.5
Goodyear 1R11-820 L J Loading Capacity  : 2100 kg.
CF Gomma

SEM NO. 72.4912.C07 Komple Metal Pistonlu / Complete With Steel Piston

MODEL TECHNICAL SPECIFICATION
RVI @ 287 Total Weight : 14.00 kg.

L B tion Pressure 5.0
REE. NO -4912. peration Pressure : 5.0 bar
Contitech 4912 NPO7 R Operation S 338
Firestone 1T 1914 i ) peration opace mm.
Dunlop D13 B40 i g miex1.5  Assembly Height  : 410 mm.
Phoenix 1DK28F-4 \ [ J M16 x 1.5
x1. M24 x 1.5 . . _
Goodyear 1R13-711 ‘ ‘ M16x 1.5 X Loading Capacity ~ : 2700 kg.
CF Gomma m
SEM NO. 72.4912.C10 Komple Metal Pistonlu / Complete With Steel Piston
MODEL TECHNICAL SPECIFICATION
RVI Total Weight : 14.00 kg.
'SEM RUBBER - METAL PARTS CO. Q 287 (D’\’L 6225 2

REE. NO 72.4912.C10 — Operation Pressure : 5.0 bar
Contitech 4912 NP10 9 }

: 8- . m Operation Space ~ : 335 mm.
Firestone S \ i
Dunlop 2 ik hrtext.s —exts  Assembly Height — : 410 mm.
Phoenix \ \J * '
Goodyear - _ Loading Capacity  : 2700 kg.
CF Gomma
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SEM RUBBER - METAL PARTS CO.

SUSPANSIYON KORUKLERI GRUBU / AIR SPRINGS GROUP

SEM NO. 72.4912.S08

MODEL
RVI

REF. NO

Contitech 4912 NPO8
Firestone
Dunlop D13 U40
Phoenix

Goodyear 1R13-713

CF Gomma
SEM NO. 72.4912.S10

MODEL

REF. NO
Contitech 4912 NP 10
Firestone

Dunlop

Phoenix

Goodyear

CF Gomma

SEM NO. 72.4913.C02

MODEL

SCANIA

REF. NO

Contitech 4913 NP02
Firestone 1T19L-14
Dunlop D14 B42
Phoenix 1D 28 H-16
Goodyear 1R14-753
CF Gomma

SEM NO. 72.4913.S04

MODEL
SCANIA

REF. NO
Contitech 4913 NP04
Firestone

D14 U42

1D 28 H-16 NP

1R-14-755

Dunlop
Phoenix
Goodyear
CF Gomma

Suspansiyon Koérukleri Grubu / Air Springs Group

Metalli Pistonsuz / Service Assembly

2 265

B

S=w

SEM RUBBER - METAL PARTS CO.

72.4912.S08

Metalli Pistonsuz / Service Assembly

M16 x 1.5
M24 x 1.5

M16x 1.5

A

™

SEM RUBBER - JIETAL PARTS CO,

72.4912.510

M124] 5 6H
x5 6g

600

M16x1.5 6H

/
Ny

0

A %

@ 160
R

M16 x 1.5

Komple Metal Pistonlu / Complete With Steel Piston

i} J i} @287
\ 177
EE—M‘"J
72.49&3.002
N |

350

210

Metalli Pistonsuz /

2 265

ey
SEw

SEM RUBBER - METAL PARTS CO.

72.4913.504
I

610

|

Service Assembly

@ 287

www.semlastik.com

@ 227

>

215

2 165

70

M16

M16

TECHNICAL SPECIFICATION

Total Weight :9.70 kg.
Operation Pressure : 5.0 bar

Operation Space  : 335 mm.
Assembly Height ~ : 410 mm.
Loading Capacity  : 2700 kg.

TECHNICAL SPECIFICATION

Total Weight : 9.50 kg.
Operation Pressure : 5.0 bar

Operation Space  : 335 mm.
Assembly Height  : 410 mm.
Loading Capacity  : 2700 kg.

TECHNICAL SPECIFICATION

Total Weight : 13.00 kg.
Operation Pressure : 5.0 bar

Operation Space ~ : 350 mm.
Assembly Height ~ : 350 mm.
Loading Capacity  : 2700 kg.

TECHNICAL SPECIFICATION
Total Weight : 8.50 kg.

Operation Pressure : 5.0 bar

Operation Space  : 350 mm.

Assembly Height ~ : 350 mm.

Loading Capacity  : 2700 kg.

sayfa
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SEM RUBBER - METAL PARTS CO.

SUSPANSIYON KORUKLERI GRUBU / AIR SPRINGS GROUP

SEM NO. 72.4915.C06

MODEL
SAF

REF. NO
Contitech 4159 NP 06
Firestone
Dunlop
Phoenix 1DK 19-1
Goodyear

CF Gomma
SEM NO. 72.4915.S03

MODEL
SAF

REF. NO
Contitech 4159 NP 03
Firestone

Dunlop

Phoenix

Goodyear

CF Gomma
SEM NO. 72.6416.C

MODEL
VoLvO

REF. NO
Contitech 6416 N
Firestone

Dunlop

Phoenix

Goodyear

CF Gomma
SEM NO. 72.6416.S

MODEL
VOLVO

REF. NO
Contitech 6416 N
Firestone

Dunlop

Phoenix

Goodyear

CF Gomma

page | 372

Suspansiyon Koérukleri Grubu / Air Springs Group

Komple Metal Pistonlu / Complete With Steel Piston

M16x1.5 6H

—

SEM RUBBER - METAL PARTS CO.

72.4915.06

412

210

Metalli Pistonsuz / Service Assembly

@240

I
M24x15 6 ‘ 212

@ i
Sc FUBER. HETALPARTSCO
72.49?5.803

2228

535

\
\
\
\
i M16x1.5 69
\
\
\

Komple Metal Pistonlu / Complete With Steel Piston

@229
@170
eE-M - g
SEM RUBBER - METAL PARTS CO.
72.6416.C | -
O

|

! 8 M14

! 3

=
‘ M24 x 1.5
! M16x 1.5

www.semlastik.com

TECHNICAL SPECIFICATION

Total Weight : 10 kg.
Operation Pressure : 5.0 bar
Operation Space  : 305 mm.
Assembly Height ~ : 500 mm.
Loading Capacity  : 3000 kg.

TECHNICAL SPECIFICATION

Total Weight : 5.50 kg.
Operation Pressure : 5.0 bar
Operation Space  : 300 mm.
Assembly Height  : 500 mm.
Loading Capacity  : 3000 kg.

TECHNICAL SPECIFICATION

Total Weight :9.00 kg.
Operation Pressure : 5.0 bar
Operation Space  : 290 mm.
Assembly Height  : 310 mm.
Loading Capacity  : 1850 kg.

TECHNICAL SPECIFICATION

Total Weight : 6.30 kg.
Operation Pressure : 5.0 bar
Operation Space  : 290 mm.
Assembly Height  : 310 mm.
Loading Capacity  : 1850 kg.
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SEM RUBBER - METAL PARTS CO.

SUSPANSIYON KORUKLERI GRUBU / AIR SPRINGS GROUP

SEM NO. 72.6418.C

MODEL
VOLVO

REF. NO
Contitech 6418 N
Firestone

Dunlop

Phoenix

Goodyear

CF Gomma

SEM NO. 72.6418.S

MODEL
VOLVO

REF. NO
Contitech 6418 N
Firestone

Dunlop

Phoenix

Goodyear

CF Gomma

SEM NO. 72.6420.C

MODEL
VOLVO

REF. NO
Contitech 6420 N
Firestone

Dunlop

Phoenix

Goodyear

CF Gomma

SEM NO. 72.6420.S

MODEL
VOLVO

REF. NO
Contitech 6420 N
Firestone

Dunlop

Phoenix

Goodyear

CF Gomma

340

3
@130.8

Suspansiyon Koérukleri Grubu / Air Springs Group

Komple Metal Pistonlu / Complete With Steel Piston

@ 170
Se-M
72.6418.C | _ A
i . M14
o
Metalli Pistonsuz / Service Assembly
B )
’l M24 x 1.5
M16 x 1.5

Komple Metal Pistonlu / Complete With Steel Piston

SEM

SEM RUBBER - METAL PARTS CO.

72.6420.C

260

111

J

Metalli Pistonsuz

=E-M

SEM RUBBER - METAL PARTS CO.

72.6420.S

M16x1.5 6H
M24x1.5 69
M14x2 69

47|, 80

S
e

\

@228

/ Service Assembly

M16x1.5 6H
M24x1.5 6g

<80

47

U
o]

2228

www.semlastik.com

@168,5

TECHNICAL SPECIFICATION

Total Weight : 8.50 kg.
Operation Pressure : 5.0 bar
Operation Space  : 300 mm.
Assembly Height  : 260 mm.
Loading Capacity  : 1900 kg.

TECHNICAL SPECIFICATION

Total Weight : 4.50 kg.
Operation Pressure : 5.0 bar
Operation Space  : 300 mm.
Assembly Height  : 260 mm.
Loading Capacity  : 1900 kg.

TECHNICAL SPECIFICATION
Total Weight : 5.70 kg.

Operation Pressure : 5.0 bar

Operation Space  : 300 mm.
Assembly Height  : 260 mm.
Loading Capacity  : 1500 kg.

TECHNICAL SPECIFICATION
Total Weight : 1.60 kg.

Operation Pressure : 5.0 bar

Operation Space  : 320 mm.

Assembly Height  : 275 mm.

Loading Capacity  : 2200 kg.

sayfa
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SEM RUBBER - METAL PARTS CO.

SUSPANSIYON KORUKLERI GRUBU / AIR SPRINGS GROUP

SEM NO. 72.644.R

MODEL

MERCEDES NEOPLAN
MAN SCANIA
IKARUS

REF. NO

Contitech 644 N
Firestone 1R1A 390 295
Dunlop D11 S01
Phoenix 1E21
Goodyear 8017

CF Gomma 1S 285-24

SEM NO. 72.661.R

MODEL

MERCEDES NEOPLAN
MAN KASSBOHRER
IKARUS

REF. NO

Contitech 661N
Firestone 1R1C 390 310
Dunlop D12 S02
Phoenix 1E25
Goodyear 8018

CF Gomma 1S 310 38

SEM NO. 72.662.R

MODEL

MAN NEOPLAN
IKARUS IVECO
DAF

REF. NO

Contitech 662 N
Firestone 1R1D 355 355
Dunlop D13 SO1
Phoenix 1E32
Goodyear 9007

CF Gomma 1S 360-30

SEM NO. 72.673.R

MODEL

DAF

IVECO

VOLVO

REF. NO

Contitech 673N
Firestone 1R1A 370 285
Dunlop D11 S06
Phoenix 1F21A
Goodyear 9051

CF Gomma 1SC 285-22

page | 374

Suspansiyon Koérukleri Grubu / Air Springs Group

Roll / Rolling Lobe Air Spring

2210

@130.8

|
' | ‘
SE-M
72644 R
|
|

\ | !
« 21308

Roll / Rolling Lobe Air Spring

392

@ 240

2150.8

|
E
SEM RUBBER - METAL PARTS CO.

72.661.R
|
|
|
21508

Roll / Rolling Lobe Air Spring

390

@ 300

2198.1

SEM RUBBER - METAL PARTS CO.

72.6P2.R

2198.1

360

Roll / Rolling Lobe Air Spring

SEM RUBBER - METAL PARTS CO.

72.673.R

www.semlastik.com

TECHNICAL SPECIFICATION

Total Weight : 1.60 kg.
Operation Pressure : 5.0 bar
Operation Space  : 320 mm.
Assembly Height  : 275 mm.
Loading Capacity  : 2200 kg.

TECHNICAL SPECIFICATION

Total Weight : 2.00 kg.
Operation Pressure : 5.0 bar
Operation Space  : 335 mm.
Assembly Height  : 275 mm.
Loading Capacity  : 2500 kg.

TECHNICAL SPECIFICATION
Total Weight : 2.50 kg.

Operation Pressure : 5.0 bar

Operation Space  : 390 mm.
Assembly Height  : 315 mm.
Loading Capacity  : 3250 kg.

TECHNICAL SPECIFICATION

Total Weight : 1.90 kg.
Operation Pressure : 5.0 bar
Operation Space  : 325 mm.
Assembly Height  : 310 mm.
Loading Capacity  : 2200 kg.
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E-M SUSPANSIYON KORUKLERi GRUBU / AIR SPRINGS GROUP

SEM RUBBER - METAL PARTS CO.

Suspansiyon Koérukleri Grubu / Air Springs Group

SEM NO. 72.720.R Roll / Rolling Lobe Air Spring
MODEL 2240 TECHNICAL SPECIFICATION
MAN NEOPLAN Total Weight : 2.00 kg.
MERCEDES VOLVO
REF. NO Operation Pressure : 5.0 bar
Contitech 720N .
Firestone 1R2A 460 295 Operation Space  : 325 mm.
Dunlop D12 504 Assembly Height  : 340 mm.
Phoenix 1F21
Goodyear 9008 Loading Capacity  : 2150 kg.
Pirelli 1SC 290-30
SEM NO. 72.727.R Roll / Rolling Lobe Air Spring
MODEL o TECHNICAL SPECIFICATION
MAN VAN HOOL ' : .
DAF VOLVO | Total Weight : 2.70 kg.
aﬂEE?\IE(I)JES EW Operation Pressure : 5.0 bar
Contitech 727N 72.727.R .
Firestone 1R2D 460 360 5 Operation Space  : 390 mm.
Dunlop D13 504 ‘ Assembly Height  : 350 mm.
Phoenix 1F 32A |
Goodyear 8117 L J Loading Capacity  : 3200 kg.
Pirelli 1 SC 360 34 1981
SEM NO. 72.7803.C Komple Metal Pistonlu / Complete With Steel Piston
MODEL filllts TECHNICAL SPECIFICATION
VOLVO ‘ Total Weight : 9.80 kg.
REE. NO E:'ﬁﬂ‘j 2 Operation Pressure : 5.0 bar
Contitech 7803 N 72.7803.C ° .

, P Operation Space  : 290 mm.
Firestone ‘
Dunlop ‘ 3 M14 Assembly Height  : 310 mm.
Phoenix %
Goodyear o ' Loading Capacity  : 2000 kg.
CF Gomma
SEM NO. 72.7803.S Metalli Pistonsuz / Service Assembly
MODEL ’2"_25;: TECHNICAL SPECIFICATION
VOLVO 9 Total Weight : 6.00 kg.

3229
! Operation Pressure : 5.0 bar

REF. NO -
Contitech 7803 N @ . IE 0 onS 330
Firestone 72-7T 3.8 . peration Space mm.
Dunlop | Assembly Height ~ : 300 mm.
Phoenix \ M’\iz‘e" 1~155
Goodyear L ‘ J ' Loading Capacity  : 2100 kg.
CF Gomma 21308, ]

www.semlastik.com saia| 375
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SEM RUBBER - METAL PARTS CO.

Suspansiyon Koérukleri Grubu / Air Springs Group

SEM NO. 72.7804.C Komple Metal Pistonlu / Complete With Steel Piston
MODEL TECHNICAL SPECIFICATION
VOLVO Total Weight : 6.70 kg.
v et M14x2 Operation Pressure : 5.0 bar

REF. NO 5E—M® 69
Cont”ech 7804 N SEM RUBBER - METAL PARTS CO, 5

: 72.7804.C - Operation Space  : 280 mm.
Firestone e ~
Dunlop 1 Assembly Height  : 240 mm.
Phoenix g 5338 1%
Goodyear \'T Loading Capacity  : 1900 kg.
CF Gomma
SEM NO. 72.7804.S Metalli Pistonsuz / Service Assembly
MODEL TECHNICAL SPECIFICATION
VOLVO Total Weight : 4.00 kg.
REE. NO E_M@ Mot 2 23 Operation Pressure : 5.0 bar
Contltech 7804 N SEM RUBBER - METAL PARTS CO.

: 72.7804.5 Operation Space  : 280 mm.
Firestone g
Dunlop Assembly Height ~ : 240 mm.
Phoenix
Goodyear 0228 Loading Capacity  : 1900 kg.
CF Gomma

SEM NO. 72.810.C

:IéIIA(}:DEL VoLVO TECHNICAL SPECIFICATION
ROR Total Weight : 12.50 kg.
SCANIA , _

REF. NO Operation Pressure : 5.0 bar
Contitech 810 MB 0 ion'S 370
Firestone 1T19L-7 peration space ) mm.
Dunlop SP 2067 Assembly Height  : 340 mm.
Phoenix 1D 28 A-2

Goodyear 1R14-059 Loading Capacity  : 2900 kg.

CF Gomma 1T 19 E-1

SEM NO. 72.810.C1 Komple Metal Pistonlu / Complete With Steel Piston
MODEL @ /@? TECHNICAL SPECIFICATION
= Moty Total Weight 1 12.50 kg.
- M® f

REE. NO 72840.C1 / Operation Pressure : 5.0 bar
Contitech 810 MB = .

. Operation Space  : 370 mm.
Firestone
Dunlop . Assembly Height  : 340 mm.
Phoenix )
Goodyear Loading Capacity  : 2900 kg.
CF Gomma
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E-M SUSPANSIYON KORUKLERi GRUBU / AIR SPRINGS GROUP

SEM RUBBER - METAL PARTS CO.

Suspansiyon Koérukleri Grubu / Air Springs Group

SEM NO. 72.810.CP Komple Plastik Pistonlu / Complete With Plastic Piston
MODEL TECHNICAL SPECIFICATION
EQZNMN . @260 Total Weight 9,00 kg.
:EII\:!DI\IIR(I)CKSON Eﬂ@ Operation Pressure : 5.0 bar
Contltech 810 MB PP 'SEM RUBBER - METAL PARTS CO.

. 72.810.CP Operation Space  : 370 mm.
Firestone >
Dunlop _— o Assembly Height  : 340 mm.
Phoenix X
Goodyear Loading Capacity  : 2900 kg.
CF Gomma
SEM NO. 72.810.S Metalli Pistonsuz / Service Assembly
MODEL o TECHNICAL SPECIFICATION
:g; 287 Total Weight : 4.80 kg.

M22 x 1.5 .

REF. NO Operation Pressure : 5.0 bar
Contitech 810 MB/0 E-M" .
frosone 111907 “Sasios | Operation Space + 370 .
Dunlop \ . Assembly Height ~ : 340 mm.
Phoenix 1 DK 28A-4 ‘ ‘ p;
Goodyear \ ‘ / xmz Loading Capacity  : 2900 kg.
CF Gomma 1T 19 E-1
SEM NO. 72.810.S1 Metalli Pistonsuz / Service Assembly

MODEL TECHNICAL SPECIFICATION
,E—J'g @ Total Weight : 3.80 kg.

REF. NO Eﬁ '\J Operation Pressure : 5.0 bar

®

Contitech 810 Mb1 72.810.51 . ,
Firestone Operation Space  : 370 mm.
Dunlop Assembly Height  : 340 mm.
Phoenix \ /
Goodyear Loading Capacity  : 2900 kg.
CF Gomma s
SEM NO. 72.810.ST Metalli Pistonsuz / Service Assembly
MODEL o TECHNICAL SPECIFICATION
MAN i Total Weight 3.80 kg.
‘ 2 158

REE. NO 5E—M® Operation Pressure : 5.0 bar
Contitech 810 NT 72:810.5T .
Firestone 1T 1917 ‘ N Q Operation Space  : 370 mm.
Dunlop D14 U45 ‘ Assembly Height  : 340 mm.
Phoenix 1 DK 28A i M12 x 1.25 . .
Goodyear 1R14-714 \ ! / Loading Capacity  : 2900 kg.
CF Gomma 1TOE1S
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SEM RUBBER - METAL PARTS CO.

SUSPANSIYON KORUKLERI GRUBU / AIR SPRINGS GROUP

Suspansiyon Koérukleri Grubu / Air Springs Group

SEM NO. 72.810.STB Metalli Pistonsuz / Service Assembly

MODEL = TECHNICAL SPECIFICATION
MAN L':t:{L Total Weight 14,30 kg.
\ & 158
E-M° ' :

REF. NO : Operation Pressure : 5.0 bar
Contitech 810 NTB 72.810.STB ,

: : o e Operation Space  : 370 mm.
Firestone 1T 19L-7 ‘ ¢
Dunlop | Assembly Height ~ : 340 mm.
Phoenix 1 DK 28 A-4 I M12 x 1.25 ) )
Goodyear 1R14-713 Loading Capacity  : 2900 kg.
CF Gomma 1T19 E-1

SEM NO. 72.813.C

MODEL TECHNICAL SPECIFICATION
SAF GRANNING @ 260 Total Weight i1 k
ROR HENDRICKSON ot el 113.50 ke
FRUEHAUF .

Operation Pressure : 5.0 bar
REF. NO
Contitech 813 MB %M )
Firestone T19L11 72.813.C Operation Space  : 360 mm.
Dunlop D13B19 Assembly Height ~ : 420 mm.
Phoenix 1D 28B-2
Goodyear Loading Capacity  : 2900 kg.
CF Gomma 1T19E-2

SEM NO. 72.813.C2

MODEL TECHNICAL SPECIFICATION
SAF R Total Weight : 13.50 kg.
REE. NO Operation Pressure : 5.0 bar
Contitech 813 MB 2 0 n'S

Firestone 1T 19L-11 e 2.83.02 g peration Space + 360 mm.
Dunlop D13 B19 0 0 1 Assembly Height ~ : 420 mm.
Phoenix 1D28B-2

Goodyear Loading Capacity  : 2900 kg.
CF Gomma 1T19R-2

SEM NO. 72.813.C3

MODEL ,./f\_\_ \ TECHNICAL SPECIFICATION
Ol Total Weight  13.50 kg.
! |
N :
REF. NO =2E-M \\\\V Operation Pressure : 5.0 bar
Contitech 72.813.C3 a8 0 ion S 360
Firestone 813 Mb3 peration Space : 360 mm.
Dunlop Assembly Height  : 420 mm.
Phoenix
Goodyear Q Loading Capacity  : 2900 kg.
CF Gomma
saia| 378 www.semlastik.com
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SEM RUBBER - METAL PARTS CO.

SUSPANSIYON KORUKLERI GRUBU / AIR SPRINGS GROUP

SEM NO. 72.813.CP

MODEL
SAF

REF. NO

Contitech 813 MB PP.

Firestone 1T 15 MPW-9

Dunlop
Phoenix
Goodyear

CF Gomma

SEM NO. 72.813.8

MODEL

SAF

REF. NO

Contitech 813 MB/0
Firestone 1T19L-11
Dunlop D13 B02
Phoenix 1D28B-5
Goodyear 1R14-705
CF Gomma 1T19E-2

SEM NO. 72.8185.CP

MODEL
SCHMITZ

REF. NO

Contitech 8185 K

Firestone 1T 15 MPW-9
Dunlop

Phoenix

Goodyear

CF Gomma
SEM NO. 72.8185.S

MODEL
SCHMITZ

REF. NO

Contitech 8185

Firestone 1T 15 MPW-9
Dunlop

Phoenix

Goodyear

CF Gomma

Suspansiyon Koérukleri Grubu / Air Springs Group

Komple Plastik Pistonlu / Complete With Plastic Piston

Metalli Pistonsuz

@ 265

E-M°

SEM RUBBER - METAL PARTS CO.

72.813.S

508

@ 260

/ Service Assembly

@ 287

M22x 1.5

SEM RUBBER - METAL PARTS CO.

72.8185.CP

@248

SEM RUBBER - METAL PARTS CO.

72.8185.S

500

@ 229
@ 260
2xM10 M22 x 1.5
/ Service Assembly
@ 229
116

M12

2xM10 M22 x 1.5

www.semlastik.com

TECHNICAL SPECIFICATION

Total Weight : 8.00 kg.
Operation Pressure : 5.0 bar
Operation Space  : 360 mm.
Assembly Height  : 420 mm.
Loading Capacity  : 2900 kg.

TECHNICAL SPECIFICATION

Total Weight : 5.50 kg.
Operation Pressure : 5.0 bar
Operation Space  : 360 mm.
Assembly Height  : 420 mm.
Loading Capacity  : 2900 kg.

TECHNICAL SPECIFICATION

Total Weight : 7.50 kg.
Operation Pressure : 5.0 bar
Operation Space  : 340 mm.
Assembly Height ~ : 400 mm.
Loading Capacity  : 2400 kg.

TECHNICAL SPECIFICATION
Total Weight : 4.80 kg.

Operation Pressure : 5.0 bar

Operation Space  : 340 mm.

Assembly Height  : 400 mm.

Loading Capacity  : 2400 kg.

sayfa
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E-M SUSPANSIYON KORUKLERi GRUBU / AIR SPRINGS GROUP

SEM RUBBER - METAL PARTS CO.

Suspansiyon Koérukleri Grubu / Air Springs Group

SEM NO. 72.836.2C1 Komple Metal Pistonlu / Complete With Steel Piston

MODEL ‘ ‘ TECHNICAL SPECIFICATION

DAF N I . o Total Weight  :9.70 kg.
| 150 @ 228

REE. NO @ Operation Pressure : 5.0 bar

Contitech 836 M2 K1 72.836.2C1 s Ooeration S _

Firestone 1T 17AR-4.5 ‘ e i peration Space - 340 mm.

Dunlop D13 U31 ‘ U Assembly Height  : 270 mm.

Phoenix 1 DF 25-13 % Me

Goodyear 1R12-711 ‘w Loading Capacity  : 2600 kg.

CF Gomma

SEM NO. 72.836.C1 Komple Metal Pistonlu / Complete With Steel Piston

MODEL ‘ ‘ TECHNICAL SPECIFICATION

DAF o — I Total Weight :9.30 kg.
- 2228

REE. NO H2E-M

SEM RUBBER - METAL PARTS CO.

Contitech 836 MK1 72.836.C1
Firestone 1T 17AR-4.5 él
Dunlop D13 B32

Phoenix 1 DF 25-11 %
Goodyear 1R12-712 |

\

270

Operation Pressure : 5.0 bar
I Operation Space  : 340 mm.
Assembly Height  : 270 mm.
M16

Loading Capacity  : 2600 kg.

133

CF Gomma

SEM NO. 72.836.C4 Komple Metal Pistonlu / Complete With Steel Piston

MODEL 259 TECHNICAL SPECIFICATION

DAF %5, Total Weight : 10.30 kg.
= @ 232 .

REE. NO /T\ DE— Operation Pressure : 5.0 bar

Contitech 836 MB K4 ==_ f | ]

Firestone TT17AR45 92.836.04 8 Ji o | Operation Space  : 340 mm.

Dunlop ‘ Assembly Height  : 270 mm.

Phoenix 1 DF 25-14 | 8 3x M10 M16

Goodyear % Hexte Loading Capacity  : 2600 kg.

CF Gomma |

SEM NO. 72.836.C6 Komple Metal Pistonlu / Complete With Steel Piston

MODEL 2259 TECHNICAL SPECIFICATION

DAF 155 Total Weight :10.30 kg.
2 Operation P :5.0b

REF. NO /T\ peration Pressure : 5.0 bar

Contitech 836 MB K6 72.836.C6 1 .

— TT17ARAE 8 ‘ﬁ’ii e I Operation Space  : 340 mm.

Dunlop D13 B43 ‘ Assembly Height  : 270 mm.

Phoenix 1 DF 25-15 5 . 3xM10 M16

Goodyear 1R12-768 % ' Loading Capacity  : 2600 kg.

CF Gomma !
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E-M SUSPANSIYON KORUKLERi GRUBU / AIR SPRINGS GROUP

SEM RUBBER - METAL PARTS CO.

Suspansiyon Koérukleri Grubu / Air Springs Group

SEM NO. 72.836.C7 Komple Metal Pistonlu / Complete With Steel Piston

MODEL 0259 TECHNICAL SPECIFICATION

DAF aﬂﬂ y il 11:: . Total Weight :9.30 kg.

REE. NO @ /T\ O Operation Pressure : 5.0 bar

COntiteCh 836 M K7 'SEM RUBBER - METAL PARTS CO. i | | 0 ) S . 340

Firestone 1T 17AR-4.5 - J* g ? peration Space mm.

Dunlop D13 B33 | Assembly Height  : 270 mm.

Phoenix 1 DF 25-12 S 3xM10 M16

Goodyear 1R12-723 Loading Capacity  : 2600 kg.

CF Gomma

SEM NO. 72.836.S Metalli Pistonsuz / Service Assembly

MODEL b 255 @ 258 TECHNICAL SPECIFICATION

DAF 55 Total Weight : 4.30 kg.
EM:M@ Operation Pressure : 5.0 bar

REF. NO 72.836.S

Contitech 838 M f " Operation S 340

Firestone 1T17AR-4.5 | | peration space - mm.

Dunlop D13 U32 | MI6x15  \3xm10 Assembly Height  : 270 mm.

Phoenix 1 DF 25-1 y

Goodyear 1R12-700 ; Loading Capacity  : 2600 kg.

CF Gomma

SEM NO. 72.836.S1 Metalli Pistonsuz / Service Assembly

MODEL — TECHNICAL SPECIFICATION

DAF Total Weight : 5.00 kg.

REE. NO E‘—M® Operation Pressure : 5.0 bar

Contitech 836 MB e 0 ion S

Firestone 1T17AR-4.5 72'83‘6' '] B peration Space  : 340 mm.

Dunlop D12 U27 ‘ Assembly Height ~ : 270 mm.

Phoenix 1 DF 25-4 | M16 x 1.5 3 x M10

Goodyear 1R12-764 | Loading Capacity  : 2600 kg.

CF Gomma 2150.8

SEM NO. 72.836.S2 Metalli Pistonsuz / Service Assembly

MODEL e TECHNICAL SPECIFICATION

DAF ‘ Total Weight : 4.30 kg.
\

REE. NO = Mg-pf@ el Operation Pressure : 5.0 bar

Contitech 836 M2 72.8?6.82 N‘ 0 ion'S 4

Firestone 1T 17AR-4.5 ‘ 5 e, peration Space - 340 mm.

Dunlop D13 U31 \ Assembly Height  : 270 mm.

Phoenix 1 DF 25-3 \

Goodyear 1R12-710 L \ J Loading Capacity  : 2600 kg.

CF Gomma 01508
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SEM RUBBER - METAL PARTS CO.

SUSPANSIYON KORUKLERI GRUBU / AIR SPRINGS GROUP

Suspansiyon Koérukleri Grubu / Air Springs Group

SEM NO. 72.881.C Komple Metal Pistonlu / Complete With Steel Piston

MODEL TECHNICAL SPECIFICATION
BPW = 2 Total Weight - 16.50 kg.
REF. NO “72.881.C i 12xM16 Operation Pressure : 5.0 bar
Contitech 881 MB 7 N Operation S 380
Firestone 1T 66F-10.8 - ° im‘ & 441 peration space - mm-
Dunlop D14 B36 | R Assembly Height  : 350 mm.
Phoenix 1DK 32 V22 x 15 -

Goodyear 1R14-712 I _— M12 5" Loading Capacity  : 3300 kg.
CF Gomma 1TC 360 45 @ 256

SEM NO. 72.881.CP Komple Plastik Pistonlu / Complete With Plastic Piston

MODEL fl Il @311 @ 250 TECHNICAL SPECIFICATION

BPW 4 \ » Total Weight 1 13.50 kg,
5 E-M*

REE. NO 728$1c; Operation Pressure : 5.0 bar

Contitech 881 MB : A 5] .

Firestone 1T 66F-10.8 8 = Operation Space  : 380 mm.

Dunlop D14 B41 Assembly Height  : 350 mm.

Phoenix 1DK 32 i - M22x 15

Goodyear 1R14-748 " 12xM16 Loading Capacity  : 3300 kg.

CFGomma  11C 360-45 N

Metalli Pistonsuz /

SEM NO. 72.881.S Service Assembly

@300

MODEL TECHNICAL SPECIFICATION

BPW A & L, o Total Weight 13.50 kg.
1 2 190

REE. NO E Ea_}‘mﬁ@ ‘ Operation Pressure : 5.0 bar

Contitech 881 MB 72.881.S 17 .

Firestone 1T 66F-10.8 F g & Operation Space - 380 mm.

Dunlop D14 U36 ‘ Assembly Height ~ : 350 mm.

Phoenix 1 DK 32 | e

Goodyear 1R14-708 Loading Capacity  : 3300 kg.

CF Gomma 1TC 360-45

SEM NO. 72.882.R1 Roll / Rolling Lobe Air Spring

MODEL Ty E— TECHNICAL SPECIFICATION
MAN /:f:i* Total Weight 1,80 k.
MERCEDES |

REF. NO @ Operation Pressure : 5.0 bar
Contitech 882 N1 72-8T2-R1 .

Firestone 1R4R 465 260 3 Operation Space  : 290 mm.
Dunlop D12 $12 Assembly Height ~ : 275 mm.
Phoenix 1F16-1

Goodyear 9048 Loading Capacity  : 1550 kg.
CF Gomma 1 8C 250-28
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SEM RUBBER - METAL PARTS CO.

SUSPANSIYON KORUKLERI GRUBU / AIR SPRINGS GROUP

SEM NO. 72.887.2C1

MODEL
DAF

REF. NO

Contitech 887 M2K1

Firestone 1T15 NLR-3
Dunlop

Phoenix

Goodyear

CF Gomma
SEM NO. 72.887.C1

MODEL
DAF

REF. NO
Contitech 887 MK1
Firestone

Dunlop

Phoenix

Goodyear

CF Gomma
SEM NO. 72.887.C6

MODEL
DAF

REF. NO
Contitech 887 MB K6
Firestone

Dunlop

Phoenix

Goodyear

CF Gomma
SEM NO. 72.887.S

MODEL
DAF

REF. NO

Contitech 887 M
1715 LNR-3

D11 U41

Firestone
Dunlop
Phoenix
Goodyear 1R11-796

CF Gomma

Suspansiyon Koérukleri Grubu / Air Springs Group

Komple Metal Pistonlu / Complete With Steel Piston

=

@229
JEC

|
SE-M

72.88‘7.201

135

-_MI |

72.887.C1

@190

!Mﬂi

With Steel Piston

@190

yMﬂi

Komple Metal Pistonlu / Complete With Steel Piston

d] @ 229
N

S

SEM RUBBER - METAL PARTS CO.

72.887.C6

1

260
27
100

)

C

135

3xM10
M16x 1.5

Metalli Pistonsuz / Service Assembly

SEM RUBBER - METAL PARTS CO

72.8F7.S

2130.8

400

76 58
[
/i\
S S T L
|
M16 x 1.5
3xM10

www.semlastik.com

@ 190

M16

TECHNICAL SPECIFICATION

Total Weight : 8.50 kg.
Operation Pressure : 5.0 bar
Operation Space  : 300 mm.
Assembly Height  : 260 mm.
Loading Capacity  : 1900 kg.

TECHNICAL SPECIFICATION

Total Weight : 8.00 kg.
Operation Pressure : 5.0 bar
Operation Space  : 300 mm.
Assembly Height  : 260 mm.
Loading Capacity  : 1900 kg.

TECHNICAL SPECIFICATION

Total Weight : 8.00 kg.
Operation Pressure : 5.0 bar
Operation Space  : 300 mm.
Assembly Height ~ : 260 mm.
Loading Capacity  : 1900 kg.

TECHNICAL SPECIFICATION
Total Weight : 4.00 kg.

Operation Pressure : 5.0 bar

Operation Space  : 300 mm.

Assembly Height  : 260 mm.

Loading Capacity  : 1900 kg.
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E-M SUSPANSIYON KORUKLERi GRUBU / AIR SPRINGS GROUP

SEM RUBBER - METAL PARTS CO.

Suspansiyon Koérukleri Grubu / Air Springs Group

SEM NO. 72.889.C2 Komple Metal Pistonlu / Complete With Steel Piston
MODEL @ | | TECHNICAL SPECIFICATION
DAF Ca— Total Weight 17,50 kg.
REF. NO E"{!@ = - ? Operation Pressure : 5.0 bar
Contitech 889 MK 2 72.:899.C2 | }
g 1 Operation Space  : 330 mm.

Firestone 1T15LR sl i p p

A ! I
Dunlop @ | Assembly Height  : 270 mm.
Phoenix : v
Goodyear N é E A Loading Capacity  : 2100 kg.
CF Gomma
SEM NO. 72.889.S Metalli Pistonsuz / Service Assembly
MODEL 1—&— . TECHNICAL SPECIFICATION
SAF A

\ Total Weight : 3.50 kg.

=M° t ] .
REF. NO s mumsen peeenmraco. 5 - Operation Pressure : 5.0 bar
" 72.889.S Miex1s6H /N

Contitech 889 M L | .

, Operation Space  : 330 mm.
Firestone
Dunlop Assembly Height  : 270 mm.
Phoenix
Goodyear Loading Capacity : 2100 kg.
CF Gomma "~ »
SEM NO. 72.916.R1 Roll / Rolling Lobe Air Spring
MODEL —n—— TECHNICAL SPECIFICATION
MAN Total Weight : 2.00 kg.
REE. NO Operation Pressure : 5.0 bar
Contltech g" 6 N’I SEM RUBBER - METAL PARTS CO.

: 72.916.R1 Operation Space  : 310 mm.
Firestone !
Dunlop D12S05 ‘ Assembly Height  : 265 mm.
Phoenix 1F 21 C-5 \
Goodyear 9016 | Loading Capacity  : 2150 kg.
CF Gomma
SEM NO. 72.940.C Komple Metal Pistonlu / Complete With Steel Piston
MODEL ‘ﬂ‘ﬂ ‘ m' TECHNICAL SPECIFICATION
BPW ) e — 0259 Total Weight : 15.00 kg.
REF. NO “72.940.C Operation Pressure : 5.0 bar
Contitech 940 MB m.K 0 on S 32
Firestone 1T17D43 peration Space - 325 mm.
Dunlop D11 U31 Assembly Height  : 295 mm.
Phoenix 1DK21K o
Goodyear 1R11-703 2 200 Loading Capacity  : 2100 kg.
CF Gomma
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SEM RUBBER - METAL PARTS CO.

SUSPANSIYON KORUKLERI GRUBU / AIR SPRINGS GROUP

SEM NO.

MODEL
BPW

REF. NO
Contitech

Firestone
Dunlop
Phoenix
Goodyear
CF Gomma

SEM NO.

MODEL
BPW

REF. NO
Contitech

Firestone
Dunlop
Phoenix
Goodyear

CF Gomma

SEM NO.

MODEL
BPW

REF. NO
Contitech

Firestone
Dunlop
Phoenix
Goodyear

CF Gomma

SEM NO.

MODEL
BPW

REF. NO
Contitech

Firestone
Dunlop
Phoenix
Goodyear

CF Gomma

72.940.CP

940 MB PP.
1T17D 4.3
D11 U36
1DK21K
1R11-752

72.940.S

940 MB 0.K
1T17D 4.3
D11 U31
1DK21K
1R11-703

72.941.C

941 MB m.K.
1T17D 8.3
D11U38

1 DK 21
1R11-702
1TC 300-36

72.941.CP

941 MB PP.
1T17D 8.3
D11 B33

1 DK 21
1R11-743
1TC 300-36

Suspansiyon Koérukleri Grubu / Air Springs Group

Komple Plastik Pistonlu / Complete With Plastic Piston

|-

SEM RUBBER - METAL PARTS CO.

72.940.CP

Metalli Pistonsuz / Service Assembly

D248

SEM RUBBER - METAL PARTS CO.

72.%40.8

425

@ 208

2259

2259
150

Il
59

2% M12 M22x 1.5

2 195
70

@135

Komple Metal Pistonlu / Complete With Steel Piston

§ < < E
5 E-M°
‘SEM RUBBER - METAL PARTS CO.

72.941.C

2259

6 x M16

|
. 0z

Komple Plastik Pistonlu / Complete With Plastic Piston

|

=e-M

SEM RUBBER - METAL PARTS CO.

www.semlastik.com

2259

TECHNICAL SPECIFICATION

Total Weight : 12.00 kg.
Operation Pressure : 5.0 bar

Operation Space  : 325 mm.
Assembly Height  : 295 mm.
Loading Capacity  : 2100 kg.

TECHNICAL SPECIFICATION

Total Weight : 4.80 kg.
Operation Pressure : 5.0 bar
Operation Space  : 325 mm.
Assembly Height  : 295 mm.
Loading Capacity  : 2100 kg.

TECHNICAL SPECIFICATION

Total Weight : 15.80 kg.
Operation Pressure : 5.0 bar

Operation Space  : 325 mm.
Assembly Height  : 310 mm.
Loading Capacity  : 2100 kg.

TECHNICAL SPECIFICATION
Total Weight : 13.30 kg.

Operation Pressure : 5.0 bar

Operation Space  : 325 mm.

Assembly Height  : 310 mm.

Loading Capacity  : 2100 kg.
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SEM RUBBER - METAL PARTS CO.

Suspansiyon Koérukleri Grubu / Air Springs Group

SEM NO. 72.941.S Metalli Pistonsuz / Service Assembly
MODEL e TECHNICAL SPECIFICATION
BPW i Total Weight :5.10 kg.
; 225 @ 135

REF. NO @ Operation Pressure : 5.0 bar
Contitech 941 MB oK. 72-9r11-3 || ,

: ‘ Operation Space  : 325 mm.
Firestone 1T17D 8.3 i 8 |
Dunlop D11 U30 ‘ Assembly Height ~ : 310 mm.
Phoenix 1DK-21 ‘ i e
Goodyear 1R11-700 2xM12 M22x1.5 Loading Capacity : 2100 kg.
CF Gomma 1TC 300 36
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SEM RUBBER - METAL PARTS CO.

SUSPANSIYON KORUKLERI GRUBU / AIR SPRINGS GROUP

CROSS LIST

m CONTITECH FRESTONE DUNLOP PHOENIX GOODYEAR CF GOMMA SAYFA/PAGE

72.0081.C

72.1885.R1 1885 N1
72.4004.C03 4004 NPO3
72.4004.CP03 4004 NPO3
72.4004.S02 4004 NPO2
72.4022.C02 4022 NP02
72.4022.C03 4022 NPO3
72.4022.CP02 4022 N2
72.4022.CP03 4022 NPO3
72.4022.CP05 4022 NPO5
72.4022.502 4022 NP02
72.40301.C -
72.40302.C -
72.40303.C -
72.40304.C -
72.40305.C -
72.40306.C -
72.40307.C 1440307
72.4156.C04 4156 NP04
72.4156.C06 4156 NP06
72.4156.C07 4156 NPO7
72.4156.C09 4156 NP09
72.4156.C11 4156 NP11
72.4156.CP10 4156 NP10
72.4156.CP14 4156 NP14
72.4156.CP15 4156 NP15
72.4156.CP16 4156 NP16
72.4156.S01 4156 NPO1
72.4156.S05 4156 NPO5
72.4156.512 4156 NP12
72.4157.CP03 4157 NPO3
72.4157.CP04 4157 NP04
72.4157.CP05 4157 NPO5
72.4157.CP06 4157 NP06
72.4157.CP08 4157 NPO8
72.4157.CP09 4157 Np09
72.4157.CP10 4157 NP10
72.4157.S 4157 N
72.4157.502 4157 NP02
72.4158.CP03 4158 NPO3
72.4158.502 4158 NP02
72.4159.C03 4159 NPO3
72.4159.C04 4159 NP04
72.4159.C06 4159 NP06
72.4159.C07 4159 NPO7
72.4159.C08 4159 NP08
72.4159.C10 4159 NP10
72.4159.C15 4159 Np15

1T 17 B-11
1R2A445 280
1T 17BS-6
1T 17BS-6
1T 17BS-6
1T 17BS-6
1T17BS-6
1T 17BS-6
1T 17BS-6
1T 15VR-3
1T 15VFR-3

1T 15M-6
1T 15M-6

1T 156M-6

1D 15M-6

1T 15M-6

1T 15MPW-7
1T 15MPW-7
1T15MPW-7
1T 15MPW-7

1T 15MPW-9
1T 15MPW-9

1T 156M-9
1T 16M-9
1T 156M-9

D13B42

D12S07 1F20B

D12 B13 1DK 22 E-8
D12 U13 1 DK 22 E-5 NP
D12 B14 1 DK 22 E-9
D12 B14 1 DK 22 E-9
D12B14 1DK22E-9
D11 B41 1 DK 22 E-11
D11 U40 1 DK 22 E-9 NP
D12 B33 -

D12 B19 1DK-21A-2

- 1DK 23 K-28
D12 B16 -

D12 B33 1DK 23 K-9082
D12 B19 -

D12 B18 1DK 21 A-4
D12 B17 1DK 21 A-3
D11 B37 1 DK 20 A-1
D12 B30 1DK 20 C-2
D12 B17 1DK 21 A-31
D12 B19 1DK 20 A-51
D12 B22 1 DK 20 B-1
D12 U23 1 DK 20 B-1 NP
D12 B08 1 DK 23 L-27
012B34 1DK 21 B-2
D12B01 1 DK 21 B-2
D12 B15 1 DK 23 L-25

www.semlastik.com

1 R13-150
9003

1R11-713
1R11-705
1R11-714
1R11-714
1R11-781
1R11-781
1R11-709

1R12-716
1R12-719
1R12-706

1R12-716
1R12-719

1R11-111
1R11-106
1R11-764
1R11-773
1R11-106

1R12-749

1R12-748
1B 12-717
1R12-701
1R12-702
1R12-281

1SC 270-28
1T323-33
1T19E-5

1T 300-37
1T 300-37
1T 300-37

1T 323-33
1T323-33

1T323-32
1T 323-33

1T 323-33

1T323-40
1T 323-40
1T 323-40
1T 323-40

346
346
346
347
347
347
347
348
348
348
348
349
349
349
349
350
350
350
350
351
351
351
351
352
352
352
352
353
353
353
353
354
354
354
354
355
355
355
355
356
356
356
356
357
357
357
357
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SUSPANSIYON KORUKLERI GRUBU / AIR SPRINGS GROUP

CROSS LIST

m CONTITECH FRESTONE DUNLOP PHOENIX GOODYEAR CF GOMMA SAYFA/PAGE

72.4159.CP09 4159 NP09
72.4159.CP11 4159 NP11
72.4159.CP12 4159 NP11
72.4159.CP13 4159 NP13
72.4159.CP14 4159 NP14
72.4159.S01 4159 NPO1
72.4159.505 4159 NP05
72.4183.C01 4183 NPO1
72.4183.C21 4183 NP21
72.4183.C24 4183 NP24
72.4183.51 4183 N1
72.4390.C01 4390 NPO1
72.4390.C02 4390 NP02
72.4390.C03 4390 NPO3
72.4390.C04 4390 NP04
72.4390.C21 4390 NP21
72.4390.C22 4390 NP22
72.4390.C23 4390 NP24
72.4390.C24 4390 NP24
72.4390.51 4390 N1
72.4390.S2 4390 N2
72.4713.C02 4713 NP02
72.4713.S 4713 N o.k.
72.4718.C01 4718 NPO1
72.4718.S 4718 N. o.K.
72.4757.C01 4157 NPO1
72.4757.C09 4157 NP09
72.4757.C21 4757 NP21
72.4757.C29 4757 NP29
72.4757.51 4757 N1
72.4757.S2 4757 N2
72.4813.C07 4813 NPO7
72.4813.S 4813 MB/0
72.4838.C01 4838 NPO1
72.4838.C02 4838 NP02
72.4838.C03 4838 NPO3
72.4838.C21 4838 NP21
72.4838.C22 4838 NP22
72.4838.C23 4838 NP23
72.4838.51 4838 N1
72.4881.C 4881 MB
72.4881.CP 4881 MB
72.4881.S02 4881 NP02
72.4882.C05 4882 N1 P05
72.4882.S02 4882 N1 P02
72.4883.C05 4883 N1 P05
72.4883.502 4883 N1 P02
72.4884.C06 4884 N1 P06
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1T 15M-9 D12 B04

1T 15M-9 -
1T 15M-9 -
1T 15M-9 D12 U04

- D12 T10
- D12 T11
- D12 T11

- D12 U25
- D12 U26
- D12 B24
- D12 U24

- D13 TO1
- D13 T02

- D13 U42
- D13 U43
1T 19L-11 D13 B10

- D13 T03

1T 66D-7.0 D14 B37
1T 66D-7.0 D14 B44
1T 66D-7.0 D14 U37

- D10 UO1

- D11 U47

1 DK 23 L-9131
1 DK 23L-9101
1 DK 23L9192

1DK 21B-4

1 DK 21 B-2/6

1DK 21 B-5 NP

1KF 21-1
1KF 21-2

1KF 21-1 NP
1KF 21-2 NP
1DF 22 C-1

1DK32K
1 DK 32 K
1DK32K
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1R12-721

1R12-113
1R12-761

9505
9506
9506

9507
9508
1R12-762
1R12-763

9519
9520

9517
9518
1R14-727

1R14-724
1R14-757
1R14-701

1R10-702

1R11-804

1T 323-40
1T 323-40
1T 323-40
1T 323-40

1T19E-2 BR

358
358
358
359
359
359
359
360
360
360
360
361
361
361
361
362
362
362
362
363
363
363
363
364
364
364
364
365
365
365
365
366
366
366
366
367
367
367
367
368
368
368
368
369
369
369
369
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72.4884.502 4884N1P02 | - D11 U48 - 1R11-820

72.4912.C07 4912 NPO7 1T 19L-14 D13 B40 1DK 28 F-4 1R13-711 . 370
72.4912.C10 4912 NP10 - - - - - 370
72.4912.508 4912 NP08 : D13 U40 . 1R13-713 . 371
72.4912.510 4912 NP10 - - - - - 371
72.4913.C02 4913 NP2 1T19L-14 D14 B42 1D 28 H-16 1R14-753 . 371
72.4913.504 4913 NP04 - D14 U42 1D 28 H-16 NP 1R14-755 - 371
72.4915.C06 4159 NP06 : . 1DK 19-1 : . 372
72.4915.503 4159 NPO3 - - - - - 372
72.6416.C 6416 N : . : : . 372
72.6416.S 6416 N - - - - - 372
72.6418.C 6418 N ; 3 3 ; 2 373
72.6418.S 6418 N - - - - - 373
72.6420.C 6420 N ; 3 3 ; 2 373
72.6420.S 6420 N - - - - - 373
72.644.R 644 N 1R1A 390 295 D11 S01 1E 21 8017 1S 285-24 374
72.661.R 661 N 1R1C 390 310 D12 S02 1E25 8018 1531038 374
72.662.R 662 N 1R1D 355 355 D13 S01 1E 32 9007 1S 360-30 374
72.673.R 673N 1R1A 370 285 D11 S01 1F21A 9051 1SC 285-22 374
72.720.R 720 N 1R2A 460 295 D12 S04 1F21 9008 1SC 290-30 375
72.727.R 727 N 1R2D 460 360 D13 S04 1F 32A 8117 1SC 360 34 375
72.7803.C 7803 N : . : - - 375
72.7803.S 7803 N - - - - - 375
72.7804.C 7804 N ; 5 5 - - 376
72.7804.S 7804 N - - - - - 376
72.810.C 810 MB 1T 19L-7 SP 2067 1D 28 A-2 1R14-059 1T 19 E-1 376
72.810.C1 810 MB - - - - - 376
72.810.CP 810 MB P.P ; 3 3 - - 377
72.810.8 810 MB/0 1T 19L-7 - 1DK 28A-4 - 1T 19 E-1 377
72.810.S1 810 MB1 ; 3 3 - - 377
72.810.ST 810 NT 1T 19L-7 D14 U45 1DK 28A 1R14-714 1T10E1S 377
72.810.STB 810 NTB 1T 19L-7 3 1D 23 B-2 1R14-713 1T 19 E-1 378
72.813.C 813 MB 1T19L-11 D13B19 1D 28 B-2 - 1T 19 E-2 378
72.813.C2 813 MB 2 1T 19L-11 D13B19 1D 28 B-2 ; 1T 19 R-2 378
72.813.C3 813 MB 3 - - - - - 378
72.813.CP 813MBP.P. | 1T 15 MPW-9 3 3 - - 379
72.813.8 813 MB/0 1T19L-11 D13 B02 1D 28 B-5 1R14-705 1T 19 E-2 379
72.8185.CP 8185 K 1T 15 MPW-9 - - - - 379
72.8185.S 8185 1T 15 MPW-9 - - - - 379
72.836.2C1 836 M2 K1 1T 17AR-4.5 D13 U31 1 DF 25-13 1R12-711 - 380
72.836.C1 836 MK1 1T 17AR-4.5 D13 B32 1 DF 25-11 1R12-712 - 380
72.836.C4 836 MB K4 1T 17AR-4.5 - 1 DF 25-14 - - 380
72.836.C6 836 MB K6 1T 17AR-4.5 D13 B43 1 DF 25-15 1R12-768 - 380
72.836.C7 836 M K7 1T 17AR-4.5 D13 B33 1 DF 25-12 1R12-723 - 381
72.836.S 838 M 1T 17AR-4.5 D13 U32 1 DF 25-1 1R12-700 - 381
72.836.S1 836 MB 1T 17AR-4.5 D12 U27 1 DF 25-4 1R12-764 - 381
72.836.52 836 M2 1T 17AR-4.5 D13 U31 1 DF 25-3 1R12-710 - 381
72.881.C 881 MB 1T 66F-10.8 D14 B36 1DK 32 1R14-712 1TC 360 45 382
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72.881.CP 881 MB 1T 66F-10.8 D14 B41 1 DK 32 1R14-748 1TC 360-45

72.881.S 881 MB 1T 66F-10.8 D14 U36 1DK 32 1R14-708 1TC 360-45 382
72.882.R1 882 N1 1R4R 465 260 D12 S12 1F 16-1 9048 1 SC 250-28 382
72.887.2C1 887 M2K1 1T15 NLR-3 - - - - 383
72.887.C1 887 MK1 - - - - - 383
72.887.C6 887 MB K6 - - - - - 383
72.887.S 887 M 1T15 LNR-3 D11 U41 - 1R11-796 - 383
72.889.C2 889 MK2 1T15LR - - - - 384
72.889.S 889 M - - - - - 384
72.916.R1 916 N1 - D12 S05 1F 21 C-5 9016 - 384
72.940.C 940 MB m.K 1T 17D 4.3 D11 U31 1DK 21 K 1R11-703 - 384
72.940.CP 940 MB P.P. 1T 17D 4.3 D11 U36 1DK 21 K 1R11-752 - 385
72.940.S 940 MB o.K 1T 17D 4.3 D11 U31 1DK 21 K 1R11-703 - 385
72.941.C 941 MB m.K 1T 17D 8.3 D11 U38 1DK 21 1R11-702 1TC 300-36 385
72.941.CP 941 MB P.P. 1T 17D 8.3 D11 B33 1DK 21 1R11-743 1TC 300-36 385
72.941.S 941 MB o.K. 1T 17D 8.3 D11 U30 1DK-21 1R11-700 1TC 300 36 386
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